
FREE-UP FEEDER INSTALLATION
Free-Up Feeder Capacity:
Holds up to 1/2 of a small hay bale

Tools Needed for Installation: drill, screwdriver 
or screwdriver drill bit, tape measure

Note: Heavy duty wood screws require a T25 star bit.

Frame [1] Net [1] Yoke [3]
Heavy Duty

Wood Screw [8] Hitch & Hitch Pin [1] Locking Nut [1]

2.  Allow for approximately 4 feet from the   
  ground to the bottom of the frame for 
  mounting height. (If your horse is shod,   
  you will need to raise the frame high   
  enough, approximately chest height, so   
  your horse cannot paw at it.) Place 2 yokes 
  in outer corners at opposing 45° angles   
  [Figure A] so there is no play from side to   
  side and attach with screws. The 45° angle   
  is important as it will keep your feeder   
  horizontally open for easy filling. Place 
  1 yoke in the center and attach with   
  screws. [Figure B]

[Figure A] [Figure B]
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3.  Place hitch at the height of the center of  
  the  frame, then attach with screws. You  
  are done! Fill net with hay, raise frame and  
  press hitch  pin downward. Enjoy your  
  Free-Up Feeder!

MOUNTING HINTS & TIPS
•  To easily pull out the pin, press up on the pin 
  from underneath with your thumb.

•  When mounting your hitch, be  sure to allow 
  space for the frame to slide past the pin 
  without having to take the pin completely out.

•  If you are worried about losing the pin, take a  
  small piece of the included repair twine (8” -  
  10”) and attach it behind the hitch before
  screwing to the wall.

Please keep these instructions for future reference

For more tips
& videos:

®

SIMPLE FEEDING SOLUTIONS®
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1.  Thread the locking nut (included in 
  hardware packet) onto frame. With  
  locking nut open, weave net onto frame   
  starting with the seam so you end up with   
  seam centered on the back of the frame.   
  Turn locking nut to close opening.

Seam


