KEY FEATURES

UL-Listed

Premium v

LUMA20 -~

Multiple Color Option : 3000K, 4000K, 5000K
Easy to use

Easy to customize

Color Options

3000K 4000K 5000K
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Standard Density: 50.8mm
High Density: 25.4mm

SPECIFICATIONS

PREMIUM LUMA 20
Input

Luminous Flux

Strip Width

Strip Length

LED Chips Type
Number of LEDs
Waterproof Rating

Jack Type

STANDARD DENSITY

300-330 Lumens /ft

150pcs

HIGH DENSITY
12V DC
477-507 Lumens /ft
10mm
10 ftroll
SMD 2835

360pcs

IP30 Indoor Use

DC Male and Female

Our Premium UL-Listed strips differ from our standard strips by using higher quality LEDs, a thicker and
more durable strip, and by being made in our UL certified facilities. They're a higher quality product and

therefore come with a six year warranty.

ELECTRICAL
PREMIUM LUMA 20 STANDARD DENSITY
Power/foot 3.0W/ft
Static Electricity
Strip Width
LEDs per foot 18/ft
Size of cut section 2"

LEDs per section

OTHERS
Warranty: 6 years
Lifetime: 50,000 hours lifetime

Working temperature: 68°F - 140°F

HIGH DENSITY
4L.6W/ft
2000
T70mm
36/ft
4
3 LEDs

Color rending index: 80+

Beam angle: 120°F



