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Round Swivel Nozzle - Standard
- With double swivel coupling

1/4” : CG-GLOC-RSN-14-125  $24.00

1/2” : CG-GLOC-RSN-12-187  $36.00 

Round Swivel Nozzle - Compact
- With single swivel coupling

1/4” : CG-GLOC-RSN-14-125-COMPACT  $24.00

1/2” : CG-GLOC-RSN-12-187-COMPACT  $24.00

Round Swivel Nozzle - Large
- With double swivel coupling

1/4” : CG-GLOC-RSN-14-157  $24.00

1/2” : CG-GLOC-RSN-12-236  $36.00

Flat Swivel Nozzle - Compact
- With single swivel coupling

1/4” : CG-GLOC-FSN-14-380-050-COMPACT  $24.00

1/2” : CG-GLOC-FSN-12-630-050-COMPACT  $30.00

If you can fit Loc-Line you can fit Grind-Loc. This modular hose system is based 
on 2 different internal diameters, 1/2” and 1/4”, and can withstand 100psi by 
using external element clamps and hard plumbing. The system uses coherent 
jet nozzles that swivel +/- 30 degrees, can telescope to different lengths 
without removing segments, and has low internal turbulence due to the 
lower flow rate from the smaller coherent-jet nozzles. Standard flat nozzle 
jet exit apertures are 0.63” x 0.05” for the 1/2” system and 0.38” x 0.05” for the 
1/4” system. Standard round nozzle exit diameter is 0.187” for 1/2” system and 
0.125 for the 1/4” system. The numbers shown after 12 or 14 in the part number 
indicate the exit aperture.

GRIND-LOC MODULAR HOSE SYSTEM



Flat Swivel Nozzle - Standard
- With double swivel coupling

1/4” : CG-GLOC-FSN-14-380-050  $24.00

1/2” : CG-GLOC-FSN-12-630-050  $30.00

Flat Swivel Nozzle - Medium
- With double swivel coupling

1/2” : CG-GLOC-FSN-12-880-050  $44.00

Flat Swivel Nozzle - Large
- With double swivel coupling

1/4” : CG-GLOC-FSN-14-510-050  $24.00

1/2” : CG-GLOC-FSN-12-1125-050  $44.00

Multi-Jet Ultra-Wide Flat Swivel Nozzle
- In 1 1/2”, 2” or 3” options
1/2" Medium : CG-GLOC-12-MJET-1500  $75.00

1/2" Large : CG-GLOC-12-MJET-2000  $90.00

3/4” Large : CG-GLOC-34-MJET-3000 $120.00

Round Swivel Nozzle - 90° Bent
- With double swivel coupling

1/4” : CG-GLOC-RSN-14-125-90DEG  $43.00

1/2” : CG-GLOC-RSN-12-187-90DEG  $43.00

Flat Swivel Nozzle - 90° Bent
- With double swivel coupling

1/4” : CG-GLOC-FSN-14-380-050-90DEG  $36.00

1/2” : CG-GLOC-FSN-12-630-050-90DEG  $36.00

90° Double Ball Elbow
- With double swivel coupling

1/4” : CG-GLOC-ELB-14-90DEG  $24.00

1/2” : CG-GLOC-ELB-12-90DEG  $24.00

Flat Swivel Nozzle - 90° Twisted
- With double swivel coupling

1/4” : CG-GLOC-FSN-14-380-050-90DEG-90T   $36.00

1/2” : CG-GLOC-FSN-12-630-050-90DEG-90T   $36.00
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Telescopic Adapter - for additional 
adjustment when using collet fitting

1/4" : CG-TA-14-14M  $18.00

1/2" : CG-TA-12-38M  $30.00

Round Swivel Nozzle - 60° Bent
- With double swivel coupling

1/4” : CG-GLOC-RSN-14-125-60DEG  $43.00

1/2” : CG-GLOC-RSN-12-187-60DEG  $43.00

45° Double Ball Elbow
- With double swivel coupling

1/4” : CG-GLOC-ELB-14-45DEG  $24.00

1/2” : CG-GLOC-ELB-12-45DEG  $24.00

Long Extension Tube with Ball
- Length in inches

1/4” : CG-GLOC-ET-14-516-BALL-6  $24.00

1/2” : CG-GLOC-ET-12-BALL-9  $30.00

Flat  Swivel Nozzle - 60° Bent
- With double swivel coupling

1/4” : CG-GLOC-FSN-14-380-050-60DEG  $36.00

1/2” : CG-GLOC-FSN-12-630-050-60DEG  $36.00

Flat Fan Flushing and Cleaning Coolant 
Nozzles 

15° Jet : CG-GLOC-FFFCN-12-15DEG  $25.00
25° Jet : CG-GLOC-FFFCN-12-25DEG  $25.00
40° Jet : CG-GLOC-FFFCN-12-40DEG  $25.00
65° Jet : CG-GLOC-FFFCN-12-65DEG  $25.00

Stagger Ball Adapters - used to offset clamps 
for closer installation of nozzles

1/4” : CG-GLOC-STAG-14M  $15.00

1/2” : CG-GLOC-STAG-12M  $20.00

Short Extension Tube with Ball
- Length in inches

1/4” : CG-GLOC-ET-14-516-BALL-3  $18.00

1/2” : CG-GLOC-ET-12-BALL-4.5  $24.00



Collet Fitting
- For 1/2” of adjustment

1/4" : CG-OR-14-14M  $24.00

1/2" : CG-OR-12-38M  $24.00

Modular Element

1/4” : CG-GLOC-ELEM-14  $2.00

1/2” : CG-GLOC-ELEM-12  $2.00

Torx Driver

1/4” : CG-GLOC-TORX-14  $14.00

1/2” : CG-GLOC-TORX-12  $14.00

Element Pliers 
- For easy assemble & dismantle

1/4” : CG-GLOC-PLIER-14  $22.00

1/2” : CG-GLOC-PLIER-12  $22.00

Element Clamp - Knob
- For up to 50 PSI

1/4" : CG-GLOC-EC-14-KNOB  $9.00

1/2" : CG-GLOC-EC-12-KNOB  $9.00

NPT Threaded Adapter
- 1/4" NPT for 1/4", 3/8" NPT for 1/2"

1/4” : CG-GLOC-ADAP-14-14M  $13.00

1/2” : CG-GLOC-ADAP-12-38M  $15.00

Reducer Bush 
- To connect Telescopic Adapter to larger thread

1/4” : CG-MC-GLOC-50785K63  $3.00

1/2” : CG-MC-GLOC-50785K66  $3.00

Element Clamp - Torx
- For up to 100 PSI

1/4” : CG-GLOC-EC-14-TORX  $8.00

1/2" : CG-GLOC-EC-12-TORX  $8.00
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GRIND-LOC ASSEMBLIES
To save you the time it takes you to identify all of the individual parts that make up a nozzle assembly, we have put together some suggested assemblies 
for different applications. A single part number will define an assembly of parts. Different nozzle sizes and knurled knob clamps can be substituted for the 
difference in cost. All assemblies are priced based on the cumulative price of their components with a discount of 10%.

Flat Bent Nozzle with 2” Telescope
A flat 60° bent nozzle with three swivel joints, three Torx clamps, and 2” of adjustment using a collet and telescopic adapter. The 1/2” version has a 
0.63” x 0.05” jet aperture and fitted with a 3/8” NPT thread. The 1/4” version has a 0.38” x 0.05” jet aperture and fitted with a 1/4 NPT thread.

1/4” : CG-GLOC-14-ASSY-P1  $122.00 1/2” : CG-GLOC-12-ASSY-P1  $140.00

Flat Bent Nozzle with 1/2” Telescope
A flat 60° bent nozzle with three swivel joints, three Torx clamps, and 1/2” of adjustment using a collet. The 1/2” version has a 0.63” x 0.05” jet 
aperture and fitted with a 3/8” NPT thread. The 1/4” version has a 0.38” x 0.05” jet aperture and fitted with a 1/4 NPT thread.

1/4” : CG-GLOC-14-ASSY-P2  $104.00 1/2” : CG-GLOC-12-ASSY-P2  $110.00

Round Bent Nozzle with 2” Telescope
A round 60° bent nozzle with three swivel joints, three Torx clamps, and 2” of adjustment using a collet and telescopic adapter. The 1/2” version 
has a 0.187” diameter jet aperture and fitted with a 3/8” NPT thread. The 1/4” version has a 0.125” diameter jet aperture and fitted with a 1/4 NPT 
thread.

1/4” : CG-GLOC-14-ASSY-P8  $129.00 1/2” : CG-GLOC-12-ASSY-P8  $147.00



Round Bent Nozzle with 1/2” Telescope
A round 60° bent nozzle with three swivel joints, three Torx clamps, and 1/2” of adjustment using a collet. The 1/2” version has a 0.187” diameter jet 
aperture and fitted with a 3/8” NPT thread. The 1/4” version has a 0.125” diameter jet aperture and fitted with a 1/4 NPT thread.

OD Grinder Round Nozzle
A round nozzle with four swivels, four Torx clamps, long extension tube, and collet fitting. The 1/2” version has a 0.187” diameter jet aperture and 
fitted with a 3/8” NPT male thread. The 1/4” version has a 0.125” diameter jet aperture and fitted with a 1/4 NPT male thread.

OD Grinder Flat Nozzle
A flat nozzle with four swivels, four Torx clamps, long extension tube, and collet fitting. The 1/2” version has a 0.63” x 0.05” jet aperture and fitted 
with a 3/8” NPT male thread. The 1/4” version has a 0.38” x 0.05” jet aperture and fitted with a 1/4 NPT male thread.

Round Nozzle with 2 Swivel Joints
A round nozzle with two swivel joints, and two Torx clamps, The 1/2” version has a 0.187” diameter jet aperture and fitted with a 3/8” NPT thread. 
The 1/4” version has a 0.125” diameter jet aperture and fitted with a 1/4 NPT thread.

1/4” : CG-GLOC-14-ASSY-P9  $111.00 1/2” : CG-GLOC-12-ASSY-P9  $117.00

1/4” : CG-GLOC-14-ASSY-P6  $108.00 1/2” : CG-GLOC-12-ASSY-P6  $126.00

1/4” :  CG-GLOC-14-ASSY-P5  $108.00 1/2” : CG-GLOC-12-ASSY-P5  $120.00

1/4” : CG-GLOC-14-ASSY-P11  $53.00 1/2” : CG-GLOC-12-ASSY-P11  $67.00
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Flat Nozzle with 2 Swivel Joints
A flat nozzle with two swivel joints, and two Torx clamps The 1/2” version has a 0.63” x 0.05” jet aperture and fitted with a 3/8” NPT thread. The 1/4” 
version has a 0.38” x 0.05” jet aperture and fitted with a 1/4 NPT thread.

1/4” : CG-GLOC-14-ASSY-P10  $53.00 1/2” : CG-GLOC-14-ASSY-P10  $61.00

Flat Nozzle with 3 Swivel Joints
A flat nozzle with three swivel joints, and three Torx clamps The 1/2” version has a 0.63” x 0.05” jet aperture and fitted with a 3/8” NPT male thread. 
The 1/4” version has a 0.38” x 0.05” jet aperture and fitted with a 1/4 NPT male thread.

Round Nozzle with 4 Swivel Joints
A round nozzle with four swivel joints, and four Torx clamps, The 1/2” version has a 0.187” diameter jet aperture and fitted with a 3/8” NPT thread. 
The 1/4” version has a 0.125” diameter jet aperture and fitted with a 1/4 NPT thread.

Flat Nozzle with 4 Swivel Joints
A flat nozzle with four swivel joints, and four Torx clamps The 1/2” version has a 0.63” x 0.05” jet aperture and fitted with a 3/8” NPT thread. The 1/4” 
version has a 0.38” x 0.05” jet aperture and fitted with a 1/4 NPT thread.

1/4” : CG-GLOC-14-ASSY-P7  $63.00 1/2” : CG-GLOC-12-ASSY-P7  $71.00

1/4” : CG-GLOC-14-ASSY-P16  $73.00 1/2” : CG-GLOC-12-ASSY-P16  $87.00

1/4” : CG-GLOC-14-ASSY-P15  $73.00 1/2” : CG-GLOC-12-ASSY-P15  $81.00



Round Nozzle with 5 Swivel Joints
A round nozzle with five swivel joints, and five Torx clamps, The 1/2” version has a 0.187” diameter jet aperture and fitted with a 3/8” NPT male 
thread. The 1/4” version has a 0.125” diameter jet aperture and fitted with a 1/4 NPT male thread.

Flat Nozzle with 5 Swivel Joints
A flat nozzle with five swivel joints, and five Torx clamps. The 1/2” version has a 0.63” x 0.05” jet aperture and fitted with a 3/8” NPT male thread. 
The 1/4” version has a 0.38” x 0.05” jet aperture and fitted with a 1/4 NPT male thread.

Round Nozzle with 6 Swivel Joints
A round nozzle with six swivel joints, and six Torx clamps, The 1/2” version has a 0.187” diameter jet aperture and fitted with a 3/8” NPT male 
thread. The 1/4” version has a 0.125” diameter jet aperture and fitted with a 1/4 NPT male thread.

1/4” : CG-GLOC-14-ASSY-P14  $83.00 1/2” : CCG-GLOC-12-ASSY-P14  $97.00

1/4” : CG-GLOC-14-ASSY-P13  $83.00 1/2” : CG-GLOC-12-ASSY-P13  $91.00

1/4” : CG-GLOC-14-ASSY-P4  $93.00 1/2” : CG-GLOC-12-ASSY-P4  $107.00

Round Bent Nozzle with 6 Swivel Joints
A round 60° bent nozzle with six swivel joints, and six Torx clamps, The 1/2” version has a 0.187” diameter jet aperture and fitted with a 3/8” NPT 
thread. The 1/4” version has a 0.125” diameter jet aperture and fitted with a 1/4 NPT male thread.

1/4” : CG-GLOC-14-ASSY-P3b  $112.00 1/2” : CG-GLOC-12-ASSY-P3b  $114.00
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Flat Bent Nozzle with 6 Swivel Joints
A flat 60° bent nozzle with six swivel joints, and six Torx clamps The 1/2” version has a 0.63” x 0.05” jet aperture and fitted with a 3/8” NPT male 
thread. The 1/4” version has a 0.38” x 0.05” jet aperture and fitted with a 1/4 NPT thread.

Flat Nozzle with 5 Swivel Joints & 2” Telescope
A flat nozzle with five swivel joints, and five Torx clamps. The 1/2” version has a 0.63” x 0.05” jet aperture and fitted with a 3/8” NPT male thread. 
The 1/4” version has a 0.38” x 0.05” jet aperture and fitted with a 1/4 NPT male thread.

1/4” : CG-GLOC-14-ASSY-P3a  $105.00 1/2” : CG-GLOC-12-ASSY-P3a  $107.00

1/4” : CG-GLOC-14-ASSY-P12  $130.00 1/2” : CG-GLOC-12-ASSY-P12  $154.00

GRIND-LOC KITS
Grind-Loc kits are available for you to experiment with and see the benefits without having to decide 
what parts to buy. Our 15-nozzle kits includes quantities of all Grind-Loc parts that are available 
individually and are excellent for installation on multiple machines. Our 5-nozzle kits contain a 
more limited selection of our Grind-Loc products and are more suitable for installation on a single 
machine. If certain nozzles do not suit your machines Cool-Grind will swap them with more of what 
you can use. All kits are priced based on the cumulative price of their components with a discount 
of 10%.



1/4” : CG-GLOC-15-KIT-14-GEN  $999.00 1/2” : CG-GLOC-15-KIT-12-GEN  $999.00

15 Nozzle General Purpose Grinding Kit with All Nozzle Options
- Box is included

1/4” : CG-GLOC-15-KIT-14-CYL  $999.00 1/2” : CG-GLOC-15-KIT-12-CYL  $999.00

15 Nozzle Cylindrical Grinding Kit with Typical Nozzle Options 
- Box is included

1/4” : CG-GLOC-15-KIT-14-TOOL  $999.00 1/2” : CG-GLOC-15-KIT-12-TOOL  $999.00

15 Nozzle Tool Grinding Kit with Typical Nozzle Options
- Box is included

1/4” : CG-GLOC-5-KIT-14-GEN  $377.00 1/2” : CG-GLOC-5-KIT-12-GEN  $481.00

5 Nozzle General Purpose Grinding Kit with Select Nozzle Options
- Box is included
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1/4” : CG-GLOC-5-KIT-14-CYL  $336.00 1/2” : CG-GLOC-5-KIT-12-CYL  $424.00

1/4” : CG-GLOC-5-KIT-14-TOOL  $426.00 1/2” : CG-GLOC-5-KIT-12-TOOL  $474.00

1/4” : CG-GLOC-5-KIT-14-SURF  $500.00 1/2” : CG-GLOC-5-KIT-12-SURF  $596.00

5 Nozzle Cylindrical Grinding Kit with Typical Nozzle Options 
- Box is included

5 Nozzle Tool Grinding Kit with Typical Nozzle Options
- Box is included

5 Nozzle Surface Grinding Kit with Typical Nozzle Options
- Box is included



NOZZLE TUBE SYSTEM
The nozzle tube system is based on 304 stainless steel tubing of 1/2”, 3/8” and 5/16” outer diameter and 
includes round and flat nozzles, fixed and swivel nozzles, and axial nozzle adjustment for wheel wear 
comp using telescoping fittings. Flat nozzles are defined by jet width and jet thickness. Round nozzles 
are defined by jet diameter. Cool-Grind also supplies special tube benders that put the nozzle closer to 
the grinding wheel and at the correct jet angle. The difference between the Nozzle Tube System and the 
Grind-Loc System is pressure capability and suitability for medium to large batch production, although the 
Nozzle Tube System has a lot of adjustability.

Round Nozzles
These nozzles are supplied straight but we can bend for a $10 charge. The 1/2” tube has a 0.187” jet diameter and 11” length, 3/8” tube has a 0.157” 
jet diameter and 9” length, and 5/16” tube has a 0.125” jet diameter and 9” length. Other jet diameters and lengths available upon request.

5/16” : CG-RN-516-125  $40.00 3/8” : CG-RN-38-157  $40.00 1/2” : CG-RN-12-187  $40.00

Collet Fitting for Linear Adjustment
Although it looks like a compression fitting, it is not. It has an internal O-ring to seal the tube, a split ferrule to act as collet for easy release, and no 
internal step to allow the tube to pass right through the threaded end.

5/16” : CG-OR-516-14M  $24.00 3/8” : CG-OR-38-14M  $24.00 1/2” : CG-OR-12-38M  $24.00

12



Flat Nozzle
These nozzles are supplied straight but we can bend for a $10 charge. Width x aperture is 0.63” x 0.05” for 10” long 1/2” tube, 0.51” x 0.05” for 
9” long 3/8” tube, and 0.38” x 0.05” for 9” long 5/16” tube. Wider Jet Nozzle width x aperture is 0.88” x 0.05” for a 10” long 1/2” tube only. Other 
apertures and lengths available upon request.

Locknut for Locking Pipe Threads
Don’t rely on a pipe thread jamming the fitting at the right position. Parallel thread allows the thin locknut to run fully onto the male thread 
allowing locking of fitting before full thread engagement.

1/2” Large : CG-FN-12-880-050  $45.00
5/16” : CG-FN-516-380-050  $30.00 3/8” : CG-FN-38-510-050  $30.00 1/2” : CG-FN-12-630-050  $30.00

5/16” : CG-LN-516-14F  $5.00 3/8” : CG-LN-38-14F  $5.00 1/2” : CG-LN-12-38F  $5.00

Telescopic Adapter for Extra Linear Adjustment
This fitting gives up to 2” of adjustment when combined with a collet fitting. This allows the nozzle to be adjusted for diameter wheel wear of up 
to 4” due to dressing.

Extension Tube for Swivel Coolant Nozzle Clamp
These tubes position female threaded nozzle clamps closer to the grinding wheel. They are supplied straight but we can bend for a $10 charge. 
The male thread for 1/2” tube is 3/8” NPT, for 3/8” and 5/16” tubes is 1/4” NPT.

5/16” : CG-TA-516-14M  $20.00 3/8” : CG-TA-38-14M  $20.00 1/2” : CG-TA-12-38M  $25.00

5/16” : CG-ET-516-14M  $30.00 3/8” : CG-ET-38-14M  $30.00 1/2” : CG-ET-12-38M  $30.00



Tube Restrictor
The restrictor can be swaged inside a tube to restrict the flow. When using a rear flushing nozzle on the exit side of the grind the reduced flow will 
prevent reduction in pressure to the main nozzle aiming at the entry to the grind.

Swivel Nozzle Clamp
The NPT threaded fitting connects a swivel nozzle to a nipple or extension tube, allows +/-20 degrees of nozzle swivel. 1/2” tube swivel nozzle clamps have 
3/8” NPT male or female threads and 1/2 NPT M thread, 3/8” tube nozzles have 1/4” NPT M or F threads, and 5/16” tube nozzles have 1/4” NPT M threads.

90° Swivel Nozzle Clamp
90° elbow with 3/8″ NPT male thread for 1/2″ swivel nozzles only. Get really close to the grinding wheel with this compact product, replacing an 
elbow and a nozzle clamp with a single item.

45° Swivel Nozzle Clamp
45° elbow with 3/8″ NPT male thread for 1/2″ swivel nozzles only. Get really close to the grinding wheel with this compact product, replacing an 
elbow and a nozzle clamp with a single item.

5/16” : CG-RES-516-063  $10.00 3/8” : CG-RES-38-094  $10.00 1/2” : CG-RES-12-125  $10.00

5/16” : CG-NC-516-14M  $25.00  3/8” : CG-NC-38-14M  $25.00 1/2” : CG-NC-12-38M  $25.00

   3/8” : CG-NC-38-14F  $25.00 1/2” : CG-NC-12-38F  $25.00

    1/2” Large : CG-NC-12-12M  $25.00

1/2” : CG-NC-ELB-12-38M-90  $30.00

1/2” : CG-NC-ELB-12-38M-45  $30.00
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Standard Flat Swivel Nozzle
These nozzles fit into a Swivel Nozzle Clamp and are made to the shortest length to still give coherent flow. Width x aperture is 0.63” x 0.05” for 
1/2” tube, 0.51” x 0.05” for 3/8” tube, and 0.38” x 0.05” for 5/16” tube. Other apertures and lengths available on request. Nozzles come with captive nut 
to fit a special Cool-Grind Swivel Nozzle Clamp. Make sure you order a swivel clamp in addition. Length including ball is 2.3” for 1/2” tube nozzle, 2” for 
3/8” tube nozzle, and 1.7” for 5/16” tube nozzle.

Medium & Wide Flat Swivel Nozzle
These nozzles fit into a Swivel Nozzle Clamp and are made to the shortest length to still give coherent flow. Medium Flat Swivel Nozzle width x 
aperture is 0.88” x 0.05” for 1/2” tube version only. Wide Flat Swivel Nozzle width x aperture is 1.13” x 0.05” for 1/2” tube version only. Nozzles come 
with captive nut to fit a special Cool-Grind Swivel Nozzle Clamp. Make sure you order a swivel clamp in addition. Length including ball is 3.5”.

Hypo-Grind Nozzle - up to 2” of Grinding Width
This nozzle comes with an embedded cap to suit a male or female threaded port and comes in 2″ and 1 1/2″ jet varieties with 0.11″ diameter needles. 
The body is a tig welded stainless steel construction and is only available for the 1/2″ swivel ball size.

Round Swivel Nozzle
These nozzles fit into a Swivel Nozzle Clamp and are made to the shortest length to still give coherent flow. Jet diameter is 0.187” for 1/2” tube, 0.157” 
for 3/8” tube, and 0.125” for 5/16” tube. Other apertures are available upon request. Make sure you order a swivel clamp in addition. Length including 
ball is 2” for 1/2” tube nozzle, 1.5” for 3/8” tube nozzle, and 1.0” for 5/16” tube nozzle.

5/16” : CG-FSN-516-380-050  $30.00 3/8” : CG-FSN-38-510-050  $30.00 1/2” : CG-FSN-12-630-050  $30.00

1/2” Medium : CG-FSN-12-880-050  $45.00 1/2” Wide : CG-FSN-12-1125-050  $45.00

1 1/2” Wide : CG-HYPO-12-1500  $125.00  2” Wide : CG-HYPO-12-2000  $150.00

5/16” : CG-RSN-516-125  $35.00 3/8” : CG-RSN-38-157  $35.00 1/2” : CG-RSN-12-187  $35.00
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Minimum Distance Tube Bender
Quality tool that is modified to allow bending of the tube to be very close to the nozzle tip.

5/16” : CG-BEND-516  $150.00 3/8” : CG-BEND-38  $150.00 1/2” : CG-BEND-12  $200.00

DONUT MANIFOLD SYSTEM
A modular manifold system that allows multiple nozzles to be fitted to a single NPT port, with rotation clamping. The manifolds allow the Nozzle Tube 
System, Generic Nozzles and the Grind-Loc System to be grouped in front of the grinding wheel. The Donuts are slid over a cross-drilled ported tube of 
the desired length. 3/8” system donuts fit over 3/8” NPT ported tubes, 1/2” system donuts fit over 1/2” NPT ported tubes, and 3/4” system donuts fit over 3/4” 
NPT ported tubes. When fitting NPT male threads into the outlet of Active Donuts a locknut should be used to prevent excessive thread engagement from 
blocking the internal flow path. The Active Donut female thread is one size smaller than the ported tube diameter that it slides over.

Watch the
Donut assembly tutorial

https://cool-grind.com/collections/
donut-manifold-system



Blank Donut Manifold
A donut manifold without nozzle thread, and allows a section of the ported tube to be blanked off without a nozzle. O-ring is included.

Telescopic Adapter - to suit donut manifold
Although a standard Telescopic Adapter from the Nozzle Tube System can be used on an Active Donut Manifold it may have to be fitted with a 
locknut to prevent excess thread engagement blocking the internal flow path. In addition, the overall length of the standard Telescopic Adapter 
with a Collet Fitting may be excessive for tool grinding machines with the smallest grinding wheel fitted if the nozzle length also has to suit 
the largest wheel. This special Telescopic Adapter has a short male thread to face seal onto the Donut, and has a recessed female thread to face 
seal onto the Collet Fitting. All Telescopic Adapters give 1.5” of linear adjustment, with a Collet Fitting attached, to compensate for 3” of wheel 
diameter adjustment. Donut manifold is not included.

3/8” : CG-DMB-38  $15.00 1/2” : CG-DMB-12  $20.00 3/4” : CG-DMB-34  $25.00

3/8” : CG-DTA-38-14M  $20.00 1/2” : CG-DTA-12-38M  $25.00 3/4” : CG-DTA-34-12M  $30.00

Active Donut Manifold
A donut manifold with a single female NPT port. O-ring is included. 3/8” NPT system donuts are 0.875” wide and have a 1/4” NPT thread, 1/2” NPT 
system donuts are 1” wide and have a 3/8” NPT female thread, 3/4” NPT system donuts are 1.25” wide and have 1/2” NPT female thread.

3/8” : CG-DMA-38-14F  $25.00 1/2” : CG-DMA-12-38F  $30.00 3/4” : CG-DMA-34-12F  $35.00



1-Long Ported Tube Assembly
This Ported Tube allows 1 Donut Manifold to be attached. One end of the tube is sealed with a removable plug for pressure measurement. The 
locknut is used to clamp the Donut Manifolds once adjusted.

3/8” : CG-PT-38-1W  $25.00 1/2” : CG-PT-12-1W  $25.00 3/4” : CG-PT-34-1W  $25.00

2-Long Ported Tube Assembly
This Ported Tube allows 2 Donut Manifolds to be attached. One end of the tube is sealed with a removable plug for pressure measurement. The 
locknut is used to clamp the Donut Manifolds once adjusted.

3-Long Ported Tube Assembly
This Ported Tube allows 3 Donut Manifolds to be attached. One end of the tube is sealed with a removable plug for pressure measurement. The 
locknut is used to clamp the Donut Manifolds once adjusted.

4-Long Ported Tube Assembly
This Ported Tube allows 4 Donut Manifolds to be attached. One end of the tube is sealed with a removable plug for pressure measurement. The 
locknut is used to clamp the Donut Manifolds once adjusted.

3/8” : CG-PT-38-2W  $30.00 1/2” : CG-PT-12-2W  $30.00 3/4” : CG-PT-34-2W  $30.00

3/8” : CG-PT-38-3W  $35.00 1/2” : CG-PT-12-3W  $35.00 3/4” : CG-PT-34-3W  $35.00

3/8” : CG-PT-38-4W  $39.00 1/2” : CG-PT-12-4W  $39.00 3/4” : CG-PT-34-4W  $39.00
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Female Coupling - with o-ring compatible face
A standard NPT pipe coupling will not seal against the donut O-ring diameter and will leak. This adapter connects a standard NPT nipple to a 
ported tube of the same thread size.

Knurled Knob
The knurled knob replaces the brass clamping nut at the end of the ported tube. The knob can either be tightened by hand, or the four radial 
holes in the periphery aid tightening with an Allen key or Grind-Loc Torx Driver. The o-ring is included.

3/8” : CG-COUP-38  $30.00 1/2” : CG-COUP-12  $30.00 3/4” : CG-COUP-34  $35.00

3/8” : CG-KNOB-38  $20.00 1/2” : CG-KNOB-12  $20.00 3/4” : CG-KNOB-34  $20.00

6-Long Ported Tube Assembly
This Ported Tube allows 6 Donut Manifolds to be attached. One end of the tube is sealed with a removable plug for pressure measurement. The 
locknut is used to clamp the Donut Manifolds once adjusted.

3/8” : CG-PT-38-6W  $49.00 1/2” : CG-PT-12-6W  $49.00 3/4” : CG-PT-34-6W  $49.00

5-Long Ported Tube Assembly
This Ported Tube allows 5 Donut Manifolds to be attached. One end of the tube is sealed with a removable plug for pressure measurement. The 
locknut is used to clamp the Donut Manifolds once adjusted.

3/8” : CG-PT-38-5W  $44.00 1/2” : CG-PT-12-5W  $44.00 3/4” : CG-PT-34-5W  $44.00



GENERIC NOZZLES
These nozzles are ready to use and come complete with swivel fittings or push-to-connect barb 
fittings. Fit them straight to NPT threads or copper tubing.

Compact Swivel Nozzles
Nozzle includes the male threaded clamp which allows +/-20 degrees of nozzle swivel angle. 3/8” NPT nozzle aperture is 0.55” x 0.05” for the flat 
and 0.157” jet diameter for the round. Overall lengths are 2.5” for flat & 2” for the round.

3/8” Flat Compact : CG-FSN-716-38M-550-050  $40.00 3/8” Round Compact : CG-RSN-716-38M-157  $35.00 

Round Threaded Nozzle
Stainless steel with female NPT thread, standard round aperture shown. Nozzle can be opened up larger with some decrease in jet coherency, 
$10 drilling charge, or do it yourself from the inside-out and minimum deburr.

3/8” : CG-RTN-38F-125  $50.00 1/2” : CG-RTN-12F-187  $60.00 3/4” : CG-RTN-34F-250  $70.00

Flat Threaded Nozzle
Male thread flat nozzle does not swivel but can rotate on thread and can be locked with a locknut (not included). Nominal length is 2.6” for 
the 0.63” x 0.05”, 3/8” NPT version, 3.8” for the 0.88” x 0.05”, 1/2” NPT version, and 4.3” for the 1.125” x 0.05”, 1/2” NPT version. Other apertures and 
lengths available upon request. Bending charge $10 each.

Standard : CG-FTN-12-38M-630-050  $40.00 Medium : CG-FTN-58-12M-880-050  $50.00 Large : CG-FTN-34-12M-1125-050  $60.00
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Push-Fit Flat Nozzle - for copper tube
Push-fit flat nozzle for copper tube. The nozzle can be added to, and removed from, either 3/8 OD or 1/2” OD copper tube that is bent to aim the 
jet. When the copper tubing finally breaks you simply swap the nozzle to the new copper. 3/8 tube nozzles have a 0.51” x 0.05” exit aperture, 1/2” 
tube nozzles 0.63” x 0.05”.

Push-Fit Round Nozzle - for copper tube
Push-fit round nozzle for copper tube. The nozzle can be added to, and removed from, either 3/8 OD or 1/2” OD copper tube that is bent to aim 
the jet. When the copper tubing finally breaks you simply swap the nozzle to the new copper. 3/8 tube nozzles have a 0.157” exit diameter, 1/2” 
tube nozzles 0.187” exit diameter.

3/8” : CG-PFFN-38-510-050  $45.00 1/2” : CG-PFFN-12-630-050  $50.00 

3/8” : CG-PFRN-38-157  $35.00 1/2” : CG-PFRN-12-187  $40.00 

Sweat-Fit Round Nozzle - for soldering to own copper tubing
The nozzle is made from brass and can be soldered to a copper tube using plumbers solder. Remember that the diameter of copper tubing 
is based on the ID so a 1/2” sweat fit nozzle will fit a thick wall 3/8” copper tube, etc. Annealed copper tubing tends to be coiled and has to be 
straightened before inserting into the nozzle for soldering, Straight copper tubing tends to be hardened and does not bend easily, unless you 
flame anneal it. The exit apertures are made small at 0.125″ diameter to allow you to open up to your preferred jet diameter before soldering.

3/8” : CG-RN-38-SWEAT  $25.00 1/2” : CG-RN-12-SWEAT  $30.00



SLIDE-LOC MANIFOLD SYSTEM
The Slide-Loc manifold system is based on a sliding sub-manifold that any nozzle can be connected to. It is fitted to a linear rail to align the 
nozzle exactly to the part of the wheel doing the grinding. The sub-manifold is fitted with an anti-rotation key, that can be removed, 
when a non-keyed linear rail is used. The Slide-Loc Manifold also includes a locking knob that clamps it firmly in position. For 
tighter clamping a cone-point set screw can be substituted. The 3/8” size fits onto a 5/8” OD linear rail and has a 3/8” NPT 
threaded port at each end. The 1/4” size fits onto a 1/2” OD linear rail and has a 1/4” NPT threaded port at each end. Push-
to-connect releasable hose fittings are typically used to connect the nozzle to a distribution manifold and can either 
be straight or elbowed, depending on how the tubing is routed, and are rated up to 145 psi. The flexible chemical 
resistant hose is rated up to 175 psi and comes in 1/2” OD for the 1/2” Slide-Loc manifold, and 3/8” OD for the 
1/4” Slide-Loc manifold. The hose is designed to work with the push-to-connect fittings. The keyed linear 
rail is supplied in 9” lengths and has either a 5/8” or 1/2” OD. A thread can be added to one end of the 
linear rail. The Slide-Loc system does not need to be used with push-to-connect hose fittings. 
High pressure or barb fittings can also be used.

Push-to-Connect Swivel Elbow Connector
With Viton seal, for either 1/2” (12) or 3/8” (38) OD hose, and with 3/8″ NPT or 1/4″ NPT male thread.

1/4” : CG-SLID-PTCELB-38-14M  $12.00 3/8” : CG-SLID-PTCELB-12-38M  $12.00

Slide-Loc Manifold
Slide-Loc Manifold with 2 threads, locking knob, and key. The 3/8” size is 1.0” thick and the 1/4” version is 0.75” thick. The U-shape allows it to be 
added or removed to a rail without disturbing adjacent nozzles. The 3/8” size uses 5/8” rail, and the 1/4” size uses a 1/2” rail.

1/4” : CG-SLID-MAN-14  $30.00 3/8” : CG-SLID-MAN-38  $30.00
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Distribution Manifolds
These push-to-connect manifolds can either be 1-long, 2-long or 3-Long, with two hose sizes (1/2” or 3/8”) and thread options. Male threads are 
either 1/4” (14M), 3/8” (38M), or 1/2” (12M) NPT.

3/8” 1 Connect, 1/4” NPT : CG-SLID-PTCMAN-38-14M-1L  $15.00 

3/8” 2 Connect, 3/8” NPT : CG-SLID-PTCMAN-38-38M-2L  $25.00 1/2” 2 Connect, 3/8” NPT : CG-SLID-PTCMAN-12-38M-2L  $25.00

3/8” 3 Connect, 1/4” NPT : CG-SLID-PTCMAN-38-14M-3L  $35.00 

3/8” 1 Connect, 1/2” NPT : CG-SLID-PTCMAN-38-12M-1L  $15.00 1/2” 1 Connect, 1/2” NPT : CG-SLID-PTCMAN-12-12M-1L  $15.00

3/8” 2 Connect, 1/4” NPT : CG-SLID-PTCMAN-38-14M-2L  $25.00 

3/8” 3 Connect, 3/8” NPT : CG-SLID-PTCMAN-38-38M-3L  $35.00 1/2” 3 Connect, 3/8” NPT : CG-SLID-PTCMAN-12-38M-3L  $35.00

3/8” 1 Connect, 3/8” NPT : CG-SLID-PTCMAN-38-38M-1L  $15.00 1/2” 1 Connect, 3/8” NPT : CG-SLID-PTCMAN-12-38M-1L  $15.00

3/8” 2 Connect, 1/2” NPT : CG-SLID-PTCMAN-38-12M-2L  $25.00 1/2” 2 Connect, 1/2” NPT : CG-SLID-PTCMAN-12-12M-2L  $25.00

3/8” 3 Connect, 1/2” NPT : CG-SLID-PTCMAN-38-12M-3L  $35.00 1/2” 3 Connect, 1/2” NPT : CG-SLID-PTCMAN-12-12M-3L  $35.00

Push-to-Connect Straight Connector
With Viton seal, for either 1/2” (12) or 3/8” (38) hose and with 3/8″ NPT or 1/4″ NPT male thread.

1/4” : CG-SLID-PTCSTR-38-14M  $8.00 3/8” : CG-SLID-PTCSTR-12-38M  $8.00



Blanking Plug
Available to suit 1/2″ and 3/8” OD tube distribution manifolds.

3/8” : CG-SLID-PLUG-38  $3.00 1/2” : CG-SLID-PLUG-12  $3.00

Linear Rail
Supplied with a key slot, with an OD of either 5/8” OD for the 3/8 system, or 1/2” for the 1/4″ system. The part number below reflects a 9″ long linear 
rail. Other lengths are available by changing part number.

Metric Threaded Linear Rail
This rail is threaded M8 and M12, which allows it to be fitted into a female M8 thread. The included M12 nut is used to lock the rail into the desired 
rotary position. The part number reflects a 9” long rail. Other lengths are available.

NPT Threaded Linear Rail
Supplied with a key slot and an OD of either 5/8” or 1/2”. A sealed male thread is welded to one end for attachment. NPT threads are 1/4” (14M), 3/8” 
(38M), or 1/2” (12M). The part numbers below reflect a 9″ long linear rail. Other lengths and threads are available. Locknut is included.

1/2” : CG-SLID-LINR-14-9  $25.00 5/8” : CG-SLID-LINR-38-9  $25.00

1/2” OD, M8-M12 : CG-SLID-LINR-14-9-M8M12  $30.00 5/8” OD, M8-M12 : CG-SLID-LINR-12-9-M8M12  $30.00

1/2” OD, 1/4” NPT : CG-SLID-LINR-14-9-14M  $30.00 5/8” OD, 3/8” NPT : CG-SLID-LINR-12-9-38M  $30.00

1/2” OD, 3/8” NPT : CG-SLID-LINR-14-9-38M  $30.00 5/8” OD, 1/2” NPT : CG-SLID-LINR-12-9-12M  $30.00
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Chemical Resistant Hose
Sold in 1 foot increments, and is rated up to 175 psi. Available in either ½” (12) or 3/8” (38) OD. Enter number of feet required in quantity.

3/8” : CG-SLID-HOSE-38  $2.00 per foot 1/2” : CG-SLID-HOSE-12  $3.00 per foot

To be able to enjoy the adjustability and modularity of the Slide-Loc sub-manifold system on specific grinding machines, 
Cool-Grind has developed installation kits that replace the original OEM manifold. The kits include linear rail(s) and push-
to-connect tube fittings to supply coolant to the nozzles. You will need to decide how many Slide-Loc sub-manifolds 
that you will need to order, based on your wheel profile, number of wheels, and number of spindles. You will also 
need to order push-to-connect hose, blanking plugs, and nozzles.

SLIDE-LOC KITS

Release Tool
Releases the tube from the push-to-connect fitting easier for either ½” or 3/8” OD hose.

3/8” : CG-SLID-REL-38  $3.00 1/2” : CG-SLID-REL-12  $3.00



ANCA RX7 Tool Grinder
This manifold kit replaces the original gold manifold. You will need two kits for each machine. The manifold is designed to suit the 1/4” Slide-Loc 
sub-manifolds with 1/4” NPT threads. The length of the linear rails is designed to prevent interference during spindle indexing.

Walter Micro Tool Grinder
This manifold kit replaces the original manifold. You will need three kits for each machine. The manifold is designed to suit the 1/4” Slide-Loc sub-
manifolds with 1/4” NPT threads. The length of the linear rails is designed to prevent interference during spindle indexing.

Studer Cylindrical Grinder
This manifold kit fits into the black OEM manifold adjuster slide and connects to the existing 3/4” BSPP hose fitting. The manifold kit is designed 
to suit the 3/8” Slide-Loc sub-manifolds with 3/8” NPT threads. The kit includes a round 32mm OD adapter, a cut-to-suit linear rail, and 4-port 
manifold with push-to-connect fittings.

Rollomatic 620/628 XS Tool Grinder
This manifold kit mounts between the Rollomatic spindle housing and the original guard. You will need two kits for each machine. The 
above photo shows the manifold fitted with an optional right-hand side linear rail. The fixed position of the left side linear rail ensures that 
no Slide-Loc sub-manifold will interfere with the sidewall when the spindle indexes from Spindle 1 to 2, and vice-versa. The manifold is 
designed to suit the 1/4” Slide-Loc sub-manifolds with ¼” NPT threads.

CG-SLID-ANCA-RX7  $250.00 

No Cross-Rail : CG-SLID-WALT-MICRO  $250.00 Cross-Rail : CG-SLID-WALT-MICRO  $280.00

CG-SLID-STUD-OD  $275.00 

No Rail : CG-SLID-ROLLO-620  $250.00 Rail : CG-SLID-ROLLO-620-RHS-RAIL  $280.00 26



CREEP FEED & GEAR GRINDING NOZZLES
2” Wide Gear Grinding Coolant Nozzle
The Gear Grinding nozzle can supply either an angled 0.88” flat jet (or 0.187″ round nozzle) each side of a narrow gear grinding wheel, or as a pair 
can supply two 0.88” jets on each side of a wider wheel. The system can be supplied with adapters ($50) to suit a Gleason Pfauter machine, but is 
typically attached to a 1/2” NPT male thread for use on any gear grinder. Single-jet and triple-jet versions are also available for very narrow or wide 
gear grinding wheels. Cool-Grind supplies manifold-based nozzles for all gear grinders. Please contact Cool-Grind with your requirements. 

2-6” Wide Creep Feed Grinding Coolant Nozzle
Our Creep Feed nozzles are based on wide flat swivel nozzles with a 1.25” pitch in a common chamber with either 3/4” (34F) or 1” (44F) NPT female 
thread for the inlet hose, depending of number of nozzles being fed. Round nozzles can also be fitted. Nozzles can be rotated and swiveled in 
order to aim them at the areas of high grinding energy, then locked with a knurled knob. Nozzles can be removed easily and balls inserted to 
block holes. A Laser aiming system can be supplied to make adjustment easier. Standard nozzle aperture is 1.125” x 0.050”. Larger jet thickness, 
such as 0.095″ and 0.125″ are also available. 2”-6” wide manifold using 3/4” tube swivel nozzles. 

CG-CFEED-34-2L-34F  $300.00 CG-CFEED-34-3L-34F  $450.00

CG-CFEED-34-4L-44F  $600.00 CG-CFEED-34-5L-44F  $750.00

CG-CFEED-34-6L-44F  $900.00 

CG-GEAR-12-2L  $250.00

Creep Feed and Surface Grinding Adjuster Slide
Creep feed and surface grinding nozzle adjuster slide. Fitting your creep-feed or surface grinding nozzle to the wheel guard is often difficult to 
do. When conventional grinding wheels are used, the nozzle has to be raised as the wheel gets smaller due to dressing. Cool-Grind can supply 
adjustable mountings that are manually lifted and clamped. The tapered lug inclines the chamber 10° for clearance.

CG-NOZADJ-MAN  $300.00



6” - 24” Wide Centerless Coolant Nozzle
The centerless grinding nozzles directly replace the standard waterfall nozzles, which are troubled by the wheel air boundary layer and do not 
let the coolant wet the grinding wheel. The Cool-Grind nozzle uses flat fan nozzle tips specifically designed with narrow jet angles to each cover 
1” of wheel width at 10-12” distance away. The result is a frugal linear jet across the wheel but with a round nozzle aperture that is less prone to 
clogging. The result is cooler grinding with a much cleaner grinding wheel surface that is less frequently dressed. The diameter of the cross-tube 
ranges from 3/4” NPT (34) for a 2” to 8” wide nozzle, 1” NPT (44) for 9” to 15”, and 1.25” NPT (54) for 16” to 24”. Longer lengths and different tube sizes 
to suit your U-clamps, are available as well. The threaded pipe each side of the nozzle section is typically 2”, but a longer length can be supplied. 
The coolant can be fed from one end of the tube (EF), or a central tee can be welded on for a $50 surcharge (TF). The upper figure shows an end 
feed nozzle with optional attachment clamps. Nozzles are priced at $50 per inch x the wheel width. Example nozzle sizes are shown below for 
end feed (EF). For tee feed put (TF) into part number. Contact us with clamp details.

CG-CLESS-34-6L-EF  $300.00 CG-CLESS-34-8L-EF  $400.00 CG-CLESS-44-10L-EF  $500.00

CG-CLESS-44-12L-EF  $600.00 CG-CLESS-54-16L-EF  $800.00 CG-CLESS-54-18L-EF  $900.00

CG-CLESS-54-20L-EF  $1000.00 CG-CLESS-54-24L-EF  $1200.00

CYLINDRICAL OD & CENTERLESS GRINDING NOZZLES

Studer, Okuma, Kellenberger, ETC Round Swivel Coolant Nozzle with Fittings
This 0.187” exit diameter round nozzle comes complete with swivel clamp, straight or pre-bent extension tube (you decide angle), releasable 
collet fitting and 1/2”-3/8” NPT reducer bush. Just cut the extension tube to the correct length and install into the original manifold using the 
collet fitting supplied.

Cylindrical OD Nozzle Manifold System
The manifold includes 3/4” NPT female inlet threads at each end to connect to a hose on the wheelhead. The flat swivel nozzles can be 
switched on or off using plungers when using wheels narrower than the maximum width. Some plumbing is required. 2-6” widths are 
available. Swivel nozzles included are 0.88″ wide to cover 1″ of wheel width. 

0.187” : CG-ODRSN-12-187  $110.00 0.250” : CG-ODRSN-12-250  $110.00

Contact for Pricing
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HYPO-GRIND NOZZLE SYSTEM
Hypo-Grind needle nozzles are based on a stainless steel tube size of 0.106” ID and 0.134” OD. The proximity of adjacent needles is 
0.167” spacing, or 6 needles per inch. As an example, at a pressure of 100 psi (7 bar) each needle will flow 3 GPM (11 LPM) of water-based 
coolant, representing a maximum specific flow rate of 18 GPM per inch (2.7 LPM per millimeter). At lower pressure the specific flow rate 
will be less. The Hypo-Grind nozzle system is available in either fixed needle position or re-configurable needle position formats. The 
fixed nozzles stocked by Cool-Grind are typically a straight profile but other profiles are available to special order. 
The re-configurable needle format consists of a plenum chamber and matrix drilled end plate with a hole 
diameter and profile to accept the individual needle OD including the flared end that locks the needle in 
place, for you to configure to the jet profile of your choice.

Studer, Okuma, Kellenberger, ETC, Flat Swivel Coolant Nozzle with Fittings
This flat nozzle comes complete with swivel clamp, straight or pre-bent extension tube (you decide angle), releasable collet fitting and 1/2”-3/8” 
NPT reducer bush. Three widths of flat nozzles are offered, 0.63” x 0.05”, 0.88” x 0.05” and 1.125” x 0.05”. Just cut the extension tube to the correct 
length and install into the original manifold using the collet fitting supplied.

Studer, Okuma, Kellenberger, ETC, Hypo-Grind Swivel Coolant Nozzle with Fittings
This Hypo-Grind nozzle comes complete with swivel clamp, straight or pre-bent extension tube (you decide angle), releasable collet fitting and 
1/2”-3/8” NPT reducer bush. Two widths of Hypo-Grind nozzles are offered, 1 1/2” & 2”. Just cut the extension tube to the correct length and install 
into the original manifold using the collet fitting supplied.

Standard: CG-ODFSN-12-630-050  $105.00 Medium: CG-ODFSN-12-880-050  $115.00 Wide: CG-ODFSN-12-1125-050  $115.00

1 1/2” Wide : CG-ODHYPO-12-1500  $200.00  2” Wide : CG-ODHYPO-12-2000  $225.00
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Hypo-Grind Flex Nozzle System
The chamber includes 3/4” or 1” NPT female inlet threads placed on top, side and rear. Inlets not required can be easily plugged. The re-configurable 
needle format consists of a plenum chamber and matrix drilled end plate with a hole diameter and profile to accept the individual needle OD 
including the flared end that locks the needle in place. 2-6” widths are available. System includes needle assembly tool,  6 needles  per inch of width, 
sufficient blanking balls to seal unused matrix holes, and 2 plugs for the chamber inlets.

Hypo-Grind Nozzle - up to 2” of Grinding Width
This nozzle comes with an embedded brass cap to suit a male or female threaded port from our Nozzle Tube section, and comes in 2″ and 1 1/2″ 
jet versions with 0.11″ diameter needles. The body is a tig welded stainless steel construction and is only available for the 1/2″ swivel ball size.

1 1/2” Wide : CG-HYPO-12-1500  $125.00  2” Wide : CG-HYPO-12-2000  $150.00

CG-HYPO-FLEX-2W  $400.00 CG-HYPO-FLEX-3W  $600.00  CG-HYPO-FLEX-4W  $800.00

CG-HYPO-FLEX-5W  $1000.00 CG-HYPO-FLEX-6W  $1200.00 

Watch the
Flex assembly tutorial

https://cool-grind.com/collections/
hypo-grind-nozzles



5/16” : CG-LASER-MINIATURE-516-ROUND-ADAPTER  
- 5/16” Adapter fits 1/4” Grind-Loc System
3/8” : CG-LASER-MINIATURE-38-ROUND-ADAPTER
1/2” : CG-LASER-MINIATURE-12-ROUND-ADAPTER

1/4” : CG-LASER-MINIATURE-14-FLAT-ADAPTER
1/2” : CG-LASER-MINIATURE-12-FLAT-ADAPTER

Nozzle : CG-LASER-MINIATURE-NEEDLE-ADAPTER
End plate : CG-LASER-MINIATURE-NEEDLE-ENDPLATE-ADAPTER

CG-LASER-MINIATURE-CENTERLESS-ADAPTER

Miniature Laser Adapters   $25.00 ea 
Round Nozzle Adapter:

Flat Nozzle Adapter:

Needle Nozzle Adapter:

Centerless Nozzle Adapter:

LASER ALIGNING SYSTEM
Miniature Laser Aligning System   $150.00 ea 
Miniature laser aligning system for Flat, Round, Centerless and Needle nozzles.. The laser simply slides into the adapter to switch the beam on. The 
adapter is then placed on the end of the nozzle and the laser beam indicates where the center of the jet will hit the grinding wheel. The laser unit uses 
internal battery cells which are commonly available. 

Round Nozzle : CG-LASER-MINIATURE-ROUND  

Flat Nozzle : CG-LASER-MINIATURE-FLAT 

Needle Nozzle : CG-LASER-MINIATURE-NEEDLE

Centerless Nozzle : CG-LASER-MINIATURE-CENTERLESS

COOL-GRIND
32 Nott Highway

Ashford, CT 06278
cool-grind.com

860 429-8822


