
Wooden
Toddler Swing
Assembly Instructions
Horse | Unicorn | Gira�e
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L 1 Need further assistance?
Head to www.eco-tribe.com for instructional videos and after sales customer support.

STEP 4

Back Slats

Animal Head

(Horse) (Unicorn) (Gira�e)

Seat

Handle

Length of natural cotton rope
with metal rings

Curved side slat

Wooden spacer balls

Carabiner

Bolt

Screw

Nut

Screwdriver

 

 
 

 

MOUNT THE HEAD onto the 
top of the seat. Place the 
provided nuts inside the 
holes on the side of the horse 
neck. Insert the bolts through 
the underside of the seat 
(using the pre-drilled holes) 
and tighten into the nuts.

ATTACH THE HANDLE BAR 
by inserting it through the hole 
in the horse neck. Centre the 
handle, ensure the end holes 
are facing up/down and insert 
the screw into the back of the 
neck.  
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STEP 2
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HANG THE SWING and adjust ropes to ensure it sits 
straight and �at. 
Note: For added child comfort, adjust the ropes so the 
seat hangs slightly higher at the front than the back. 
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Starting with the back, work 
your way from top to bottom 
of the swing. Begin by feeding 
the rope through one end of 
a �at back slat, followed by a curved side slat, another back slat, the 
second side slat and the last back slat. Make sure that the curved slats 
face the same direction.  Finally, attach the spacer ball and then feed 
the rope to the proper hole in the back of the seat.

By making a single knot underneath the seat you can secure the rope 
to the seat - it can be adjusted for height later as needed, make sure to 
leave a su�cient length of rope, so the knot doesn’t slide.  

Follow same process for front rope. Then, with one side of the swing 
complete, start on the other side.   

THREAD THE ROPES
Two lengths of ropes are 
provided - one for the 
left side of the swing and 
one for the right. Each 
length of rope has a ring 
for hanging.   

Tip: If you struggle pulling the rope though the pre-drilled holes or 
if the end of the rope begins to fray, attach some sticky tape to the 
rope to slide it easier through the wood.  


