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Pour the ENTIRE contents of the small, 
half pint can of topcoat labeled “4A” into 
the larger topcoat can labeled “Step 4.” Stir 
this mixture for about 30 seconds with the 
included wooden stir stick. DO NOT 
SHAKE THE CAN. When you’re done 
stirring, place the lid securely back on the 
mixed can and let sit for 30 minutes.

The Giani 2-Part Epoxy Topcoat is flammable. Extinguish all 
ignition sources in the area during your application and for 6 hours 

while drying (i.e. the pilot light on a gas stove or water heater). 
Product has a strong odor for the first 24 hours. Open windows and 
doors to ensure fresh air. Wear a disposable NIOSH/MSHA TC 23C 

or equivalent half mask and wear safety goggles. 

Roll On Epoxy Topcoat

Apply two rows of FrogTape® Painter’s Tape 
at the beginning of your project to tape off 
any areas you don’t want painted and prevent 
bleed through. 

Note: Cover up your cabinet and floor to 
prevent spills. 

Do NOT apply the 2-Part Epoxy over Giani’s 
“Step 3” Standard Acrylic Topcoat until 
waiting at least 14 days for the finish to 
cure.  After the acrylic topcoat has fully 
cured, lightly sand the surface with a fine 
#600 grit sandpaper and wipe away the dust 
with a damp cloth.  

HEALTH & SAFETY

Once your mixed epoxy has sat for 30 minutes, you are ready to apply! Failure to mix the entire contents of can 4a into can 4 and sit for 30 minutes will result 
in a permanetly tacky topcoat-- do not skip these steps!  

The Giani 2-Part Epoxy Topcoat is designed to be rolled on. DO NOT POUR. Follow the same application guidelines as you did for the standard Giani 
“Step 3” Acrylic Topcoat. It’s important to apply the epoxy in an even thin coat, and keep your roller saturated while applying. The epoxy is applied as 
one coat, so work carefully as to avoid experiencing dry roll or lap lines.  

In a 2 foot wide section, use the included foam brush to apply a thin coat of epoxy in a narrow strip along the top and bottom corner of your backsplash. 
Next, use the included roller and apply a thin coat of epoxy to your backsplash’s face in the same 2 foot wide section. Then, apply a coat of epoxy onto 
your countertop surface in that same section. 

Immediately after coating that section and each 2 foot wide section afterwards, roll back over that entire section one time with long, one-way, end-to-end, 
light roll strokes (shown in diagram below). 

If you have a curved front edge, then continue your roll stroke over 
the edge. If you have a straight edge, then roll the edge in each 
section last, with one thin coat. 

Be sure to lightly brush out any runs. If you experience drips onto 
your flooring, wipe up immediately with rubbing alcohol. 

Now, move onto the next 2 foot wide section so the overlap 
between the last section you coated is still wet. 

Note: If you have an island or peninsula and you can’t reach all the 
way across the top, then use an extension to attach to your roller’s 
arm so that you can get smooth roll strokes. You can also try 
standing on a step stool while applying to help extend your reach. 

Only one coat is required. DO NOT apply a second layer of epoxy 
using the same mixture, as the formula will begin to harden inside 
the can. The coating becomes tack free in 4 hours.
 

Before Using Epoxy



QUESTION? LIVE CHAT WITH US!
 
Our Giani experts are available to live chat with you 
Mon.-Fri. 7a.m. to 4 p.m. CST. on gianigranite.com 
Just look for the chat bubble at the bottom right.

WHEN CAN I USE MY COUNTERTOPS? 

Wait 24 hours before using your dishwasher and placing lightweight appliances back on your counters. Wait 3 days before placing heavier appliances 
(such as a microwave or slow cooker) back on your counters.  Full cure time is 3 days.  Use your countertops gently during this period as they are still 
vulnerable while the finish is reaching it’s maximum strength.  Once Giani has fully cured, it is safe for incidental food contact. 

Important! Giani Epoxy cures in 3 days at 77℉ and 50% relative humidity. You may gently use your countertops one day after you have completed your 
application.  Avoid leaving trapped water on your countertops over night, such as, under a washcloth, cutting board, coffee pot or dish rack. If this occurs, 
the liquid may react with the topcoat, creating a temporary texture, which will totally disappear and fully recover in approximately six hours, if left 
untouched. Keep alcohol based products off your topcoat because they will affect its performance. KEEP FROM FREEZING. If frozen, let thaw 
for at least 48 hours. 

WARNING! VAPOR HARMFUL. USE ONLY WITH ADEQUATE VENTILATION. Do not breathe dust, vapors, or spray mist. To avoid breathing 
vapors or spray mist, open windows and doors or use other means to ensure fresh air entry during application and drying.  If you experience eye watering, 
headache, or dizziness, increase fresh air or wear respiratory protection (NIOSH/MSHA TC 23C or equivalent according to OSHA regulations) or leave 
the area. Avoid contact with eyes, skin, and clothing.  Wash your hands thoroughly after handling.

VAPOR HARMFUL. May affect the brain or nervous system causing dizziness, headache or nausea. Causes eye and skin irritation. NOTICE: Reports 
have associated repeated and prolonged occupation exposure to solvents with permanent brain and nervous system damage. Intentional misuse by 
deliberately concentrating and inhaling the contents may be harmful or fatal. WARNING! This product contains a chemical known to the state of Califor-
nia to cause birth defects or other reproductive harm.

DANGER! FLAMMABLE. VAPORS MAY CAUSE FLASHFIRE. Keep away from heat, sparks and open flame. Vapors will accumulate easily and may 
ignite explosively. Do not smoke. Extinguish all flames and pilot lights, and turn off stoves, heaters, electric motors and other sources of ignition during 
use and until all vapors are gone. Prevent build-up of vapors by opening all windows and doors to achieve cross-ventilation.

FIRST AID: If swallowed, do not induce vomiting. Get medical attention immediately. If you experience difficulty in breathing, leave the area to obtain 
fresh air. If continued difficulty is experienced, seek medical attention immediately. In case of eye contact, flush eyes immediately with plenty of water for 
at least 15 minutes and seek medical attention. 

If spilled, contain spilled material and remove with inert absorbent.  Dispose of contaminated absorbent, container and unused contents in accordance 
with local, state, and federal regulations. KEEP OUT OF REACH OF CHILDREN WARNING! If you scrape, sand or remove old paint, you may release 
lead dust. LEAD IS TOXIC. Contact the National Lead Information Hotline at 1-800-424-LEAD (5323) or log on to www.epa.gov/lead.

WHAT CAN I USE TO CLEAN MY COUNTERTOPS?

Only use mild dish soap and warm water or the Giani Cleaner. Never use harsh chemicals such as bleach, household cleaners, disinfectant wipes 
or any abrasives such as Comet® or Soft Scrub®. Even diluted solutions of a cleaner and water will wear down the durability of the topcoat over time. 
Never use harsh natural cleaners, vinegar, rubbing alcohol, hand sanitizers, air freshener oils, or essential oils. Also, be cautious with juice, wine, coffee, 
etc. as they can leave a stain on your topcoat if they are not cleaned up right away. 

Just like granite and Formica, it is not recommended to cut or chop directly on Giani. You’ll want to use a cutting board or silicone mat for any food 
preparation. Although Giani is heat resistant up to 250° F, we recommend always using a hot pad or trivet for items directly from the stove or oven. Never 
use scratch pads. If food gets stuck on your countertop, lay a warm, wet cloth over the food for a few minutes and remove with the cloth. With the proper 
care, Giani will last as long as any conventional countertop. The difference is, if it is ever necessary, you can renew Giani quickly and easily. 

Please note: Even if you follow the application instructions to a T, your Giani may show signs of wear if you don't follow these proper care 
instructions. 

PUT YOUR KITCHEN BACK TOGETHER: 

After you’ve finished applying the epoxy over your entire countertop surface, wait an hour or two to score the painter’s tape with a sharp blade and slowly 
remove the tape. Be sure to caulk around your sinks’s outside rim with acrylic caulk after the epoxy has dried. 

Clean Up, Care & Maintenance

CONTACT US
 
GIANI, Inc. 2216 N. Broadway, St. Louis, MO 63102  
www.gianigranite.com  //  info@gianigranite.com
800-650-5699  //  +1 314-271-3500 


