
 
 

2-3 CAR KIT INSTRUCTIONS

Project Time
For the Beginner Painter, the project should take approximately 3 hours from start to finish.

• Clean Garage Door Thoroughly 

• Apply Giani™ Wood Look Paint Base Coat

• Apply Giani™ Wood Look Paint Grain Coat

Storage
It is important to keep the product from freezing.  If frozen, allow product to thaw at room temperature for 48 
hours before use.

- Garage Door Paint Kit covers typical two or three car garage door (200 Sq. Feet)

- Giani™ wood look paints will hide small scratches and stains.  Minor dents may become less visible because of the 

wood look  

Coverage

Usage
Product may be used on any color garage door with smooth or embossed texture as long as the door is made 
of steel, aluminum, or wood and has a painted surface. (These are the most common types of garage doors)


NOT for use on:

• Unpainted Steel

• Unpainted Aluminum

• Galvanized Steel

• Fiberglass

• Vinyl

Kit Includes:

2 - pints of Giani™ Wood Tone Base Coat

2 - pints of Giani™ Wood Grain Finish Coat

1 - Giani™ Wood Graining Paint Mitt

1 - Roll of Painter’s Tape

2 - Tarps

2 - Stir Sticks

1 - Roller Tray

1 - Roller Handle

1 - 6” Roller Cover

1 - 2” Angle Brush

1 - Pair of Plastic Painting Gloves

Plan your Project
-  Plan on performing your project when the outdoor temperature is between 50 and 85 degrees Fahrenheit.

-  Make sure rain is not in the forecast for a minimum of 4 hours because rain may cause the system’s resins to stress or water spot 

while curing.

-  Plan on starting your project at least three hours before any direct sun will contact your garage door because direct sunlight will 

cause the Giani™ wood look paint to dry too fast while applying. 
- It’s best if one person applies paint to the door because creation of the fine nuances in the wood grain finish are unique to each 

individual.

- If your garage door has a handle attached to the front and may be easily removed, it is advantageous to do so because you will find 

painting over an unobstructed door will be much easier.

- If you have windows or window inserts on your garage door, you may elect to tape them off and leave them as is, or you can tape off 

the window panes and paint the muntins/window grids with Giani ™ Wood Look Paint. (If you choose to paint them, follow the same 
cleaning and painting instructions as for the rest of the garage door)


- Note: You may elect to start your project at least 1 hour after any direct sunlight has gone past your door because this will give your 
garage door enough time to cool down.

To watch a full “How-To” video, visit 
our website at www.gianigranite.com

http://www.gianigranite.com
http://www.gianigranite.com


 

Clean & Prep your Garage Door:

Tools Needed:

• Stiff Bristle Brush

• Bucket

• Liquid Dishwashing Soap

• Garden Hose


Note:  A cleaning brush with a threaded opening that fits a broom handle makes for faster/easier cleaning.

How to Clean:

a.	 Use a stiff bristle brush to clean your door with a mixture of dishwashing soap and water. As noted 
above, attaching a long broom handle to the brush makes the cleaning go significantly quicker.


b.	 Be sure to clean both sides of the plastic/rubber seal which surrounds your door and the one attached to 
its bottom edge because you’ll be applying tape to both sides of the seals and they need to be clean for 
the tape to adhere. 


c.	 The goal of the cleaning is to ensure all mold, mildew, dirt, grease and any paint chalk have been 
scrubbed from your garage door. You may need to scrub more or use a stiffer brush in some hard to 
clean areas.


d.	 It’s best to start cleaning at the top of your garage door and then work your way down.  This prevents the 
dirty water from running over the areas you’ve already cleaned.


e.	 After cleaning, rinse the door well with water from your garden hose and allow the door to completely dry. 
You may accelerate the drying by wiping the door off with a clean, lint-free cloth or towel.


f.	 Be sure to raise your garage door to various heights to expose the top of each section in between your 
door because water tends to pool in between each section and you need to wipe dry before starting your 
project.


	 Important: Don’t start painting your garage door until the door is completely dry.


Apply Painter’s Tape:

Use your kit’s included painter’s tape and tape off the following areas:


• The plastic/rubber seal along the top of your garage door along with the trim above your door

• The plastic/rubber seal that is located on the bottom of your garage door

• Two thirds of the plastic/rubber seal located on the sides of your garage door along with the trim.

• Any Control Panel Key Pad which is located near the outside of garage door


	 Note: It is only necessary to tape of the upper two-thirds of the sides because you will be painting each 
section at your desired height. (About shoulder-high)


	 Tip: You will find it easiest to tape of the seal surrounding the door when the garage door is open.  Be sure to 
wrap the tape around to the back side of the seal because this will ensure any excess tape is not extended 
past the seal’s edge.


	 It is recommended to apply three rows of tape to protect the door’s surrounding trim from paint due to the 
thickness of the Wood Grain Mitt.


	 Place the Kit’s included tarp down to protect your driveway and garage floor.  Fold the tarps as necessary to 
fit your space.  To keep the tarp from blowing in the wind and hitting your door, you may want to weigh down 
the corners.




 

Positioning Door for Painting:

• 	 If you have a sectional, roll-up garage door (most common) open your door until the door’s bottom section is 
about level with your chest.  This will make for easier application.


• To accomplish pull the release cord and manually control the door’s height.


	 Caution: Be sure the garage door is fully closed and in the down position before you pull the cord.  
Releasing the cord from the open position may result in your door closing quickly with a dangerous 
force!! 

• You may want to use a prop such as a broom or bucket to keep your garage open at the various heights 
during application.

Step 1:  Apply the “Wood Tone Base Coat”

• Raise your garage door so the bottom section is at your desired height to paint and within the area of the trim/
seal where you applied the painter’s tape.


• Open one of the included pints of Giani™ Wood Tone Base Coat and stir thoroughly with one of the included stir 
sticks.


• Pour about half of the contents of one pint into your kit’s included roller pan.


	 Note: You may want to use tin foil to line your roller tray for easier clean up.  You will need the roller tray clean 
for Step 2: Wood Graining Coat.


• Use the kit’s included 2” angle brush to apply the Wood Tone Base Coat to beveled or recessed areas on the first 
section of the garage door.  Work on 2-3 raised panels at a time and not the whole section as the paint may 
dry too quickly.


• Next, use the kit’s included 6” roller and apply the Giani™ Wood Tone Base Coat to the raised panel surfaces in 
the same 2-3 panel wide section in which you just painted the beveled recessed areas.  If the roller doesn’t 
spin easily then ensure the roller cover is not pushed all the way down against the roller arm.


Note: It is not necessary to apply the Wood Tone Base Coat to the far edges of the door when it is angled 
open.  The very ends of the door are not visible when the door is closed as they will be covered by the seal or 
gasket.


	 However, if you can easily reach the edge of your doors with your paint brush then apply the paint all the way 
up to their ends.  If you can not reach the edge then just paint up to the door’s seal.


	 

	 Important: Do not paint in between each section of your garage door because the underside and top 

areas are not visible when your garage door is closed.  Painting in between your garage door’s sections 
could cause them to stick together and prevent door from opening.


• Repeat the above brushing and rolling technique across the entire first section of your garage door.


• Next, lower your garage door to allow the next section to be at your desired height for painting. Repeat the 
brushing and rolling technique until your entire garage door is evenly coated with the Giani™ Wood Tone 
Base Coat.


Important: Once you are ready to start painting the top/final section of your garage door and the door is 
down all the way, go inside and push the door down to ensure it is completely down.  If it is not, you will 
have an unfinished area at the top of your door. 

• When you are finished with the Wood Tone Base Coat, take a step back and look for any unpainted areas that 
need to be retouched such as:


• in the beveled areas

• in the edges between the door’s sections that are visible when the door is completely closed 

• at the top of the door and the sides of the door



 

Step 2:  Apply the “Wood Grain Finish Coat”

• Wait one half hour after painting the last section of your garage door with the Giani™ Wood Tone Base Coat.  Be 
sure the last section painted is dry to the touch before starting.


Important- Soak you kit’s included Giani™ Wood Graining Paint Mitt in water then wring out the Mitt until it is just 
a little damp.  The small amount of moisture will minimize the wood look paint from drying prematurely on the 
mitt.


• Next, raise your garage door until the bottom section is positioned at a height which is easiest for you to paint 
and within the taped off area.


• Thoroughly stir one pint of your kit’s included Giani™ Wood Grain Finish Coat and pour about half of the pint 
into your kit’s included plastic paint tray.


• Dab the kit’s Wood Grain Mitt into the paint getting the palm and fingertips of the Mitt wet with the Wood Grain 
Finish Coat.  Dab off some of the excess paint onto a clean area of your paint tray.


• Now begin applying the first coat of the Wood Grain Finish on one end of the door’s first section.

  

 Important:  

 Apply the paint in one raised panel section at a time.  About 24” wide.  This is important because 
you are wiping on a thin layer of paint and it will dry fairly quickly.  In order to create long flowing 
wood grains, the paint needs to be wet during application. 

Apply the paint evenly using horizontal hand strokes as much as possible because a horizontal wood 
grain is the direction for garage doors. 

When you are coating the beveled recessed areas, try to remove as much excess paint to prevent 
from pooling. 

Immediately after coating the one panel wide section, use the mitt to lightly make horizontal strokes 
in order to achieve a uniform grain look.  There is no need to add additional paint to the mitt 
when blending. 
(This is how the wood grain look is achieved - How heavy or light you apply the Wood Grain 
Finish Coat will dictate the overall deepness of your wood’s tone) 

Do not go back and repeatedly make the horizontal wood grain strokes because the paint will start 
to dry and smudge. 

If you noticed you missed a spot, don’t worry because it will be filled in with the next application. 

Take a step back and look at the first panel you just painted.  Only if you see any areas where the 
Wood Grain Finish Coat has pooled, take the 2” angle brush and lightly dry brush out any heavy 
areas using horizontal strokes 

As you move to the next panel, minimize applying paint to the section you just painted because the 
second coat will darken the previously painted areas.  The goal is to apply an even, horizontal 
coat across the entire length of the garage door section. 

*Repeat the above steps on the remaining sections of your door. 

Note: When the Wood Tone Base Coat is dry, you may see areas that appear to be a lighter shade.  That’s okay 
because the differences in shade will add to the wood look once complete.


• Clean out your roller tray or dispose of the tin foil liner, and clean your paint brush as well because you will need 
a clean roller tray and brush for the next step: Wood Grain Finish Coat.



Important (cont.)

You are now ready to remove the painter’s tape and tarps.


It is time to enjoy your home’s new curb appeal with Giani™ Wood Look Paint.


Optional add ons - you may purchase decorative magnetic door hardware and magnetic window kits to add an 
attractive finishing touch to your new wood doors at www.gianigranite.com


Care and Cleaning: 

You may use your garage door immediately after completing your final coat.  Avoid scrubbing and washing 
your door at least 2 weeks after completing to give the paint time to cure.  


Only clean your door with a soft bristle brush using dish soap and water.  Do not clean with harsh or abrasive 
cleaners or chemicals

Be sure to apply the Wood Grain Finish Coat to all areas which you covered with the Wood Tone 
Base Coat.  So if you applied the Base Coat to the very ends of your door, do the same with the 
Finish Coat. 

Once you have coated the entire door with the Wood Grain Finish Coat, take a step back and look 
for any areas that did not get coated. (Especially between the door’s sections)  Very lightly apply the 
Wood Grain finish Coat with the 2” brush included with the kit. 

Things to Remember: 

Once you have applied the first coat of Giani™ Wood Grain Finish Coat, take a step back and see if you 
achieved your desired color with one coat.  If so, then you are finished.


If you prefer a darker coating and additional graining then wait one-half hour before applying a second coat.  
Be sure to store the Wood Grain Applicator Mitt in a sealed plastic bag or rinse and wring it out with tap 
water while you wait for the first coat to dry.

DISPOSAL:  Clean equipment and paint spatters with warm, soapy water.  Dispose of contaminated 
absorbent container and unused product in accordance with all current federal, state, and local regulations.  
Use only outdoors.


WARNING! Irritant!  Harmful, if swallowed.  Contains Propylene Glycol.  Avoid contact with eyes.  May cause 
eye, nose, and throat irritation.  Avoid breathing of dust and vapors or spray mist.  If you experience eye 
watering, headache, or dizziness, leave the area to obtain fresh air.  If difficulty is experienced, seek medical 
attention immediately.  Close container after use.  Wash thoroughly after handling and before smoking and 
eating.


FIRST AID:  If swallowed, do not induce vomiting.  Get medical attention immediately.  If you experience 
difficulty in breathing, leave the area to obtain fresh air.  If continued difficulty is experienced, seek medical 
attention immediately.  In case of eye contact, flush eyes immediately with plenty of water for at least 15 
minutes and seek medical attention. 

GIANI, Inc. 2216 N. Broadway, St. Louis, MO 63102 
800-650-5699 314-241-3500   www.giainigranite.com
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