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Proper Installation: 

 Read all installation, operating 

and maintenance instructions 

before installing, operating or 

servicing lantern equipment.  

 Improper installation, adjust-

ment, alteration, service or 

maintenance can cause a fire 

or  electric shock resulting in 

property damage, personal 

injury or death.  

 This product must be installed 

in accordance with the appli-

cable installation code by a 

person familiar with the con-

struction and operation of the 

product and the hazards in-

volved.  

 Ce produit doit être installé 

selon le code d’installation 

pertinent, par une personne 

qui connaît bien le produit et 

son fonctionnement ainsi que 

les risqué inherent.  

 Este productor debe ser insta-

lado seguin el codigo de insta-

lacion applicable por una per-

sona que conozca la contu-

sion y el funcionamiento del 

product y los riesgos que su-

pone.  

©Solara Ironworks LLC Dallas, TX. USA and may not be reproduced without written permission.  
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Chapter 1. Official announcements from Solara Lighting LLC.  

Important: 
 

Read all installation, operating and maintenance instructions before installing, operating or 

servicing  lantern equipment. 

 

Improper installation, adjustment, alteration, service or maintenance of these lanterns could  

cause a fire or electric shock resulting in property damage,  personal injury and/or death. 

 

A qualified installer, service agency or electrician should perform installation, service or 

maintenance.  
  

The installation of this fixture must conform with all local codes and if there are not such 

codes, with the latest edition of the National safety codes.   

 

A professional electrician must provide all conduits for electricity to the point of              

installation.  

 

The manufacturer, distributor, or retailers are not responsible for improper installation or 

damage caused by the installer. Improper installation can cause the warranty to be voided.  

 

The electric lanterns are listed with Underwriters Laboratories Inc. under Solara Lighting 

LLC, File #E222000. Further listing information may be found on the UL website.  
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Chapter 2. Electric Wall mounted Luminaire Rated For  Exterior Locations. 

Your Wall mounted  lantern (Photo 1) will 

come equipped with a Photocell, (see Photo 

2)  unless you ordered it without that option.  

This will allow the unit to turn itself on at 

night and off during the day.  

The unit can also be attached to a light 

switch in your home, you may if you wish, 

have the photocell bypassed.  

The photocell feature allows for  automatic 

illumination of the unit at dusk and off at 

dawn, as long as the power remains constant 

to the unit.  

Please note that this photo shows the photo-

cell eye is taped over to allow for testing.  

Photo 1. 

Photocell Unit. 

Attention:  
Your Luminaire is rated for 

exterior as well as interior use.  

Follow all National and Local 

codes when performing instal-

lations in exterior locations.   

Grout or silicone around the 

back plate of the fixture as 

required.  

Photo 2. 
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Chapter 3. Preparation for installations. The back plate. 
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Important: 
 

Read all installation, 

operating and mainte-

nance instructions be-

fore installing, operat-

ing or servicing  lantern 

equipment. 

 

The drawing at the left 

is not to scale. It can be 

used to layout the 

mounting footprint.  

 

A qualified installer, 

service agency or elec-

trician should perform 

installation, service or 

maintenance.  
  

A full size paper tem-

plate is available, how-

ever with the changes 

between printers and 

faxes and such. The 

templates sizes may 

vary. So we think it best 

to use the actual back 

plate or the measure-

ments given to locate 

the mounting  and entry 

holes.  

See the next page for 

detailed photo of the 

back plate.  

 

Illustration 1. 
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Preparation of the site. 
See Illustration 3 on  page 7  for suggested wall mounted layout and wiring directions. 

Chapter 3. Preparation for installations, con’t. 

The electric  lan-

terns should  be sup-

plied with an electric 

line of 110v and 

standard household 

breaker, run to the 

location specified on 

the mounting tem-

plate included in the 

book.  

The electric con-

nector should be 

mechanically se-

cured to the fixture 

back plate at the 

location provided in 

the template/

drawing. (see illus-

tration 1.)  

Photo 3. 

Mounting bolts 

Photo 4. 

Illustration 2. 

Masonry bolt with anchor 

Drill a 7/16” hole 1 1/2 in Deep 

Paper Template 

Because of the weight of these fixtures, Solara Lighting does not recommend mounting our lanterns other than 

onto Masonry or 2 x 4 support beams. 
  

Solara Lighting has provided you with the 4 masonry bolts needed to mount your lantern to most brick or con-

crete homes (Illustration 2). If your lantern requires different mounting, that we do not provide, please confer 

with your builder or a professional person before installing.  
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Chapter 4. Connecting the  Lantern with a photocell, to the power source. .  

1. After the fixture has been mounted to the wall over the electrical junction box or conduit, follow 

these steps to wire the fixture. 

2. Most electrical codes require a conduit be mechanically attached to the provided 7/8” entryway in 

the back plate. If not, the wiring can either be routed through the 7/8” hole or the 2x3” rectangular 

opening.  

3. Splice the incoming black lead to the black lead from the photocell.  

4. Splice the incoming neutral to the neutral from the photocell and the white or identified  lead to the 

lamp(s).  

5. Splice the red lead from the photocell, to the black lead from the lamp. 

6. Seal all the splices with the proper size wiring connectors (provided).  

7. Attach the incoming ground wire as shown to the supplied grounding lug below the entryway in the 

back plate.            End. 

  

Illustration 3. 
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Chapter 4. Mounting the Lantern. Con’t. 

 Photo 5 shows 

the mounting 

bolts and wall 

anchors pro-

vided with your 

lantern.  

Photo 6 shows 

the correct 

mounting of the 

four corner 

bolts. 

Photo 6. 

Photo 5. 

 Illustration  5 

shows the decorative 

ball knobs used to 

fasten the back plate 

cover to the fixture.  

Photo 7 shows the 

cover being rein-

stalled, there are two 

ball knobs, one on 

each side. . 

Illustration 5. 
Photo 7 

Photo 8, Install the correct size and type of bulb as shown in the 

photo. The standard size and type  for our electric lanterns is 

Candelabra base, 60watt maximum, 110v.  

 

Close the door and turn the power on to the unit.  

 

If your lantern is installed outdoors, then it is suggested  that 

you grout around the back  plate and wall to keep moisture out.  

 

Also note that  our lanterns come standard with a photocell ,  

when first installing the unit, it may come on and then shut off 

after a few minutes. You can cover the photocell with tape to test 

the unit, and the unit will stay lit.   

 

Photo 8 
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Chapter 5. Maintenance and cleaning of the Lanterns. 

1.888.Solara 

 

 

 

As with all fine products, routine maintenance is critical to maintaining the beauty, function 

and performance of your lanterns. Below are the steps we recommend to extend the life of 

your lanterns/luminaires.  

Depending on the weather conditions in your location, we recommend cleaning and main-

tenance at least every four to six months.  

Clean the outside finish of your lantern with a non-flammable, non-ammonia cleaner such 

as Murphy Oil Soap. 

Clean the glass with standard glass cleaner, both inside and out.  

Remove all insects and debris that might accumulate due to air vents in your lantern, that 

are necessary to the operation of the Luminaire.  

 Make sure all the drain holes in the bottom of the exterior luminaires are kept open and 

free of blockage, so that any water that makes it into the lantern can drain out harmlessly.  

Failure to do so could cause corrosive damage or short out the Luminaire, which could be 

dangerous.            End. 



Statement of Warranty. 
 

Materials and Technology Warranty. 
 
Solara Lighting LLC products are made of the finest materials available and are manufactured under the most rigid specifi-
cations in the industry. Solara Lighting warrants its products against defects in manufacturing for a period of one (1) 
year from our date of invoice, and will promptly replace or repair any items found to be defective. Please contact 
your dealer or representative first, to  report any problems of this type as we will need that information to honor any warran-
ties.   
Broken or Missing Glass will only be considered a warranty item if it is broken and/or missing in shipment and reported 
immediately upon arrival of the product.  Please see the “Ten Day Claim Limit” flyer  sent with your lantern. 
To access your warranty coverage please follows the steps below. 
 Gather your information with regard to the lantern:  The company that sold you the lantern(s), the date of install  tion,the 
types of lantern(s) i.e. Model name, model #, serial number. The serial number can  be found inside the back plate of your 
lantern, where the gas valve is located .  Your representative (sales person) can help you with the model #’s, purchase date, 
original order #, etc. When possible, it may be best to let your sales rep. handle the warranty transaction. 
Contact Solara Lighting Technical Support or Customer Service at the numbers listed below with your information.  
The Quality Assurance or Technical Support team will determine your warranty status and discuss the options to resolve the 
issue.  
No product will be accepted as reworks without this prior authorization from Solara Lighting.  Only Solara Lighting 
has the authority to okay a return of goods, all returned items that do not have an authorized Returned Goods Au-
thorization (RGA) from Solara Lighting, will be refused by Solara Lighting and returned to the customer at their 
expense.  
Warranty coverage does not cover routine maintenance of lanterns, if your problem is determined to be related to lack of 
maintenance or poor installation practices, your warranty could be voided.  Please refer to our Maintenance Guide sent with 
your lantern with your Homeowner Kit.   

 
Special Limited Warranty on Finishes. 
     Your lnterns require regular maintenance of the outside finish as well as the burner parts of the lantern. Please refer 

toyour maintenance guide for details of cleaning and miantenance procedures. Your lanterns exterior should be rubbed 
down with a protective coating such as Murphy Oil, to aid in corrosion protection. We recommend cleaning and applying 
the Protective coating at lease every 90 days. Failure to maintain the finish of the lantern can result in the voidance of 
your warranty.  

Solara lighting offers a one (1) year warranty on our standard finishes in non-coastal regions.   
Solara Lighting also offers many models in Bronze and these lanterns carry a two year warranty for finishes. Bronze lanterns 
will age naturally with time, revealing the beautiful aged patina of bronze.  Please note that all of out Cast Bronze pieces are 
created using the “lost wax” method. This essentially means that each lantern is a individually sculpted piece and some 
variations will occur.  Solara Lighting reserves the right to examine any variance and decide if the item should be replaced or 
reworked.  
All of our beautiful  finishes are hand painted and as such are unique and sometimes variations will occur. Therefore Solara  
Lighting  reserves the right to examine first any returns requested on that basis, before repairing or deciding to charge for the 
rework.  
Solara Lighting cannot issue any Warranty for our standard finishes on our Steel lanterns in Coastal regions.  For the pu 
poses of this document, coastal regions are defined as being within 100 miles of the shoreline.  As such, no warranty repairs 
or returns on steel lanterns without special coastal finish will be accepted under this policy  
Solara Lighting can provide a special coastal finish for steel lanterns for an additional fee. The Coastal Finish will be guara 
teed for a period of one year from date of shipment. The ship date can be found on the label on the front cover.   

 
Standard Policy for service charges for removal, installation, shipping charges for warranty items. 
All service charges must be approved by upper management. Broken glass in not considered a warranty item and will not be 
covered in service charges. 
The standard repair, removal or installation charge for any single lantern or fixture that Solara will cover is $90.00 for the first 
lantern and 30.00 for each additonal lantern on that site, that needs to be repaired. 
For cases where the damaged lantern is removed and a new lantern is installed at the same time, the maximum charge Solara 
will cover is $135.00. 
For multiple quantities of lanterns the standard removal or installation charge that Solara will cover is 90.00 for the first lantern 
and 30.00 for each additional lantern. 
Example: 90.00 + (7 additional lanterns x 30) = $300.00 total.  
We will cover shipping charges only under special circumstances and this must be approved by Solara management.             

 

© Solara Lighting LLC.                                                                 Rev. 052407 

Solara Lighting LLC 

142 Howell St. 

Dallas, TX. 75207 

www.solara.tv.  

Technical Support Line:   214.882.9074 

Main office:  1.888.SOLARA  

Local Number  214.237.0284 

Fax:   214.744.9910 


