
Solara Lighting
Installation requirements For Wall Mt. Manual Gas Lanterns:

1. The body of the gas lanterns, excluding ornamentation, must be installed not
closer than 12 inches from the ceiling or overhang and not closer than 6 inches
from the side of any wall. See Illustration 1.
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Illustration 1. Combustible Clearances.

2. A main shut off valve, which complies with the construction provisions of ANSI
Z21.15 and is suitable for use with the gas being used, must be installed upstream
of the lantern. See Illustration 2.
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Illustration 2. Recommended layout.



3. It is recommended that the installer provide a sediment trap in the gas line serving
the gas lantern. See Illustration 2 above.

4. For ease of installation, Solara Gas Lanterns are fitted with 3/8” inch flexible hose
that fits into standard household ½”gas piping. See Illustration 3.
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Illustration 3. 1
5. The installer must insure that the gas service line has a service regulator. If no

regulator is provided in the supply system, the installer must contact the local gas
utility or gas supplier.

6. The gas lanterns supplied by Solara Lighting have been ignited and tested prior to
delivery and packaging, with gas pressure at service line of 7.0inches wc- for
natural gas- and 11.0inches wc for propane gas.

7. For natural gas models, adjust inlet pressure to 7.0”wc. For Propane gas models
adjust inlet pressure to 11.0”wc. An additional propane tank gas regulator (not
supplied) for 3600 BTU is required. Failure to adjust the inlet pressure will
greatly impact the performance of your gas lanterns.

8. These lanterns must be disconnected from the gas supply during any pressure
testing of the system at test pressures in excess of 1/2 psig.

Please contact Solara Lighting Technical support with any questions or concerns.
Telephone: 214-882-9074
Telephone: 214-237-0284
Fax: 214-744-9910.


