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Healthy water, healthy life.

Filter

A long-term solution for healthy drinking water  
on tap in  your own home
Drinking water filters can be used in a variety of different ways - one of the most 
convenient is the inline, or under-counter, filter. Inline water filters are one of the most 
popular home drinking water filtration systems: 

  Compact and discreet   Long lasting

  Highly efficient   Readily available

  Space-saving

An inline water filter is attached directly to the cold water pipe running underneath the sink. Water is filtered as it  
passes through the ceramic filter candle contained within the housing before reaching the drinking water tap. 

By being fitted under the counter, inline filters are a highly efficient and discreet way to filter drinking water.

The quick change, auto shut-off, environmentally friendly drinking water filter for your home:

The Doulton® QT has been specifically designed for speed and efficiency:

  Integrated mounting bracket incorporated into the head for ease of installation 

  The quarter turn action of removing the filter body from the head automatically switches off the water supply 

  Quick change, fast changeover of filter candle

  Installation instructions and online video guidance 



Multistage filtration in one filter candle 
BioTect Ultra SI®
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Healthy water, healthy life.

Filter

Stage 1 

Ceramic outer shell - Micro Filtration of bacteria, cysts and particles

Stage 2 

Anti-bacterial formulation contains silver to prevent microbiological growth within 
the ceramic element

Stage 3  

Activated carbon block takes out chlorine and organics improving taste and odour

Stage 4  

Heavy metal reduction media takes out toxic lead, cadmium and mercury

Stage 5  

Slow release scale inhibitor reduces scale build up

Certifications held by Fairey Industrial Ceramics Limited, see website for full details.

Doulton® and BioTect Ultra® are trademarks registered to Fairey Industrial Ceramics Limited.   

Patent No. GB2465622  

Independently tested, see website for full technical and performance specifications and product availability. 

State restrictions may limit the availability of certain products in California, Iowa and Wisconsin. 

Installation Kit

This kit is recommended for use with all Doulton® 
filters. It includes all the components necessary for 
installation.

3/8” push fit connector to 7/16” UNS
3/8” push fit connector to 1/2” BSP
3/8” Equal Tee
3/8” x 1/2” BSP (P) Stem
3/8” Check Valve
White 3/8” LLDPE tubing
Installation Kit fitting instructions

Doulton® Superior Pillar Tap

A stylish chrome plated long reach spout dedicated 
drinking water pillar tap. 

Stylish drinking water pillar tap
Long reach spout
Ceramic disk valve
Doulton® etched shank

Doulton® 3-Way Mixer Tap

An elegant chrome plated 3-way tap providing hot, 
cold and filtered cold. With LED indicator light for 
filter replacement.

Full fitting pack and tails pipe included.
Long reach spout
Ceramic disk valves
Doulton® etched shank with mixer and drinking water levers
LED timer indicator
Battery & battery insulation
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