
Part No. Description LOAD
(W)

LENGTH
(mm)

WIDTH
(mm)

DEPTH
(mm)

WEIGHT
(kg)

BOX
(cm)

CARTON
QTY

 OTTER1  12W 12V DC 1.0A OUTPUT LED DRIVER 1.2-9.6 50 30 20 0.26 23x7x5 1/25

 OTTER24V1  12W 24V DC 0.5A OUTPUT LED DRIVER 1.2-9.6 85 30 20 0.32 22.8x7x5 1/25

 OTTER24V2  30W 24V DC 1.25A OUTPUT LED DRIVER 3-24 185 30 20 0.38 22.8x7x5 1/25

 OTTER24V3  100W 24V DC 4.17A OUTPUT LED DRIVER 10-80 190 68 53 1.06 24.5x11x6.5 1/10

 OTTER24V4  150W 24V DC 6.25A OUTPUT LED DRIVER 15-120 242 68 53 1.36 24.5x11x6.5 1/10
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Waterproof LED Drivers

●  Output voltage: 12V or 24V DC constant voltage
●  Input voltage: 240V AC 50/60Hz
●  Short circuit/ Overload/ Over temp protection
●  Maximum distance to light source: 2m
●  5% excess VA should be allowed

    Product Features:
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