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Aqua 10
Fixed LED Downlight

Description

The AQUA Series is a well-designed IP65 downlight range that offers a 
robust solution to wet areas and outdoor applications through enhanced 
silicon sealing and moisture protection methods. Features include fixed 
deep set frame and optic lens diffuser with the choice of a Black or Satin 
White powder coated finish. Light is provided from a single point COB high 
performing LED with a perfectly matched 36° or 60° optical reflector. Suitable 
for bathrooms, or outdoor areas where moisture is a concern. Complete 
with a fully dimmable LED driver and flex and plug. Backed by our Three Year 
Replacement Warranty.

Specification Features
Input Voltage: 240V
Power (W): 10W
IP rating (IP): 65
Lumens (lm): Extra Warm White 2700K - 840lm

Warm White 3000K - 870lm
Neutral White 4000K - 980lm
White 5000K - 930lm

LED type: COB
CCT: 2700K - 3000K - 4000K - 5000K
CRI: ≥80
Beam angle (°): 36°/60°
Dimmable: Yes*
Lifespan (hrs): 50,000hrs
Cutout (�): Ø75-80mm
*  Tested on the Domus dimmer series. May work on others but not tested.

Diagrams / Additional
Item No. Variant Beam Angle Colour
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