
Product Specifications

Elite Aluminium
Recessed Outdoor Lights
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Name Elite

Material Aluminium

Colour Silver or Poly Powder Coated Black 

Cut out
Without Canister = 51mm

With Canister = 55mm

IP Rating IP65

IK Rating IK08

Installation Type Ground - Recessed

Cable Length 300mm

Lamp Base Built in LED

Max Wattage 5w

Protection Class 3 (No Earth Required)

Lamp Expectancy <30,000hrs

Diffuser Type Plastic

CRI CRI>80

Dimmable No

Warranty 3 Years Replacement*

*Items ordered after 01-01-2022

3000k 5500k4000k

Product Ordering
Image Part Number Colour Temp Lumens Input Voltage Beam Angle Included LED Barcode

HV2882W-BLK 3000k 400lm 12v DC 36° 5w Built in LED 9350418005991

HV2882N-BLK 4000k 420lm 12v DC 36° 5w Built in LED 9350418013422

HV2882C-BLK 5500k 450lm 12v DC 36° 5w Built in LED 9350418005984

HV2882W-SLV 3000k 400lm 12v DC 36° 5w Built in LED 9350418005953

HV2882N-SLV 4000k 420lm 12v DC 36° 5w Built in LED 9350418013408

HV2882C-SLV 5500k 450lm 12v DC 36° 5w Built in LED 9350418005946

36°

Optional Havit Compatible Accessories

Image Part 
Number Description

12v DC 
LED Drivers

See Catalogue or Website for full range of 
12v DC LED Drivers

HV9911 Small IP67 Weatherproof Connector

HV9912 Medium IP67 Weatherproof Connector

HV9913 Large IP67 Weatherproof Connector

Dimensions Adequate Drainage

80
61

Ø62 Ø55

Ø43

Cutout Without Canister
Ø51

Cutout With Canister
Ø55

100mm Space

Canister

100mm - 150mm 
of Crushed Rock

Light Fitting

Slight decline on Ground level to 
allow for water to run away from �tting


