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SE7083L, SE7084L COOPER

	 SE7083L BK	 SE7084L BK

DIMENSIONS

Model No. Input Power Lumen CCT CRI Fitting Colour
SE7083L SL WW 240V 23W 1400lm 3000K >80 Silver
SE7083L SL DL 240V 23W 1500lm 6000K >80 Silver
SE7083L BK WW 240V 23W 1400lm 3000K >80 Black
SE7083L BK DL 240V 23W 1500lm 6000K >80 Black
SE7084L SL WW 240V 23W 1300lm 3000K >80 Silver
SE7084L SL DL 240V 23W 1400lm 6000K >80 Silver
SE7084L BK WW 240V 23W 1300lm 3000K >80 Black
SE7084L BK DL 240V 23W 1400lm 6000K >80 Black

Model No. Input Power Lumen CCT CRI Fitting Colour
SE7083L/EM/WW/SL 240V 23W/3W 1400lm/250lm 3000K >80 Silver
SE7083L/EM/DL/SL 240V 23W/3W 1500lm/250lm 6000K >80 Silver
SE7083L/EM/WW/BK 240V 23W/3W 1400lm/250lm 3000K >80 Black
SE7083L/EM/DL/BK 240V 23W/3W 1500lm/250lm 6000K >80 Black

EMERGENCY SPECIFICATION: D32

Model No. Input Power Lumen CCT CRI Fitting Colour
SE7084L/EM/WW/SL 240V 23W/3W 1300lm/230lm 3000K >80 Silver
SE7084L/EM/DL/SL 240V 23W/3W 1400lm/230lm 6000K >80 Silver
SE7084L/EM/WW/BK 240V 23W/3W 1300lm/230lm 3000K >80 Black
SE7084L/EM/DL/BK 240V 23W/3W 1400lm/230lm 6000K >80 Black

EMERGENCY SPECIFICATION: D25

PHOTOMETRIC DATA Unit: cd  C0/C180   C90/C270 

	 SE7083L WW	 SE7083L DL 	 SE7084L WW	 SE7084L DL
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