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Mounting options 
 
The installation of HEATSTRIP® Max is simple and easy with the standard mounting brackets supplied. For other more 
challenging locations there are a range of mounting options available  - refer to below diagrams. 
 
The HEATSTRIP® Max can be mounted directly to the ceiling, angled downwards on a wall, suspended on chains or 
poles; attached to beams or poles; or 2 units together. Refer to the following pages for more detailed information on each 
mounting option. 
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Standard mounting brackets 
 
The HEATSTRIP® Max comes with a pair of standard mounting brackets. These adjustable brackets allow direct ceiling or 
wall mount, and come with preset angle options of parallel, 22.5° and 45°. 
 
The flexible standard mounting bracket can be turned 90 degrees to mount onto a beam, it can also be used to suspend 
with chains. 
 
The brackets need to be mounted onto a secure frame or wall with a minimum distance between the two brackets. The 
minimum distance (“B”) for each model is listed in the table below. 
 
When completing the installation, ensure all screws are tight and unit is secure. 
 
Note: When suspension mounting, chains are not included. 
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PART No PACKAGED  
DIMENSIONS (mm) 

WEIGHT (kg) MATERIALS 

ZBRAK-104 125 x 100 x 40 0.2 ALLOY 
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"B"

MODEL “B” 
MINIMUM DISTANCE (mm) 

THX 2400 400 

THX 3600 600 

MOUNTING 
 
Fix the two mounting brackets to the ceiling or wall in the desired location (refer minimum bracket centre chart). 

Make sure the method of fixing (bolts or screws) will be more than strong enough to support the weight of the 

heater, allowing for strong winds and other conditions. 

 

 Fix the L brackets to the threaded connectors in the required locations on rear of heater to match the 

centres of the mounting brackets. 

 Lift heater into position and secure the mounting brackets to the L brackets using the screws provided. 

 Locate the C cutout on the L bracket onto the stud in the mounting bracket so you achieve either horizon-

tal or angle mounting position as required. 

 Tighten all screws/bolts/nuts. 

 

NOTE: the standard bracket allows for normal or angle mounting of the heater and is suitable for ceiling or wall 

mounting. 

Left: Suspension mounting using the standard 
mounting brackets 
NOTE: Chains or wire not included 
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Twin mounting bracket 
  

PART No PACKAGED 
DIMENSIONS (mm) 

WEIGHT 
(kg) 

MATERIALS 

THXAC-018 220 x 100 x 25 1 316 SS 

The optional Twin Mount bracket allows for two (2) units of HEATSTRIP 
Max to be mounted side-by-side, either in parallel or angled as per the 
diagram on the right. This is ideal for applications when a wider heat 
coverage is required, or when there is mounting restrictions/limitations 
(such as running between 2 rows of tables etc.) 
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VIEW FROM TOP

End to end mounting bracket 

PART No PACKAGAED 
DIMENSIONS (mm) 

WEIGHT 
(kg) 

MATERIALS 

THXAC-019 260 x 50 x 50 0.5 316 SS 

The end to end bracket allows multiple units to be joined in a straight line for maximum heat performance 
and aesthetic appeal. This is ideal for applications such as long rows of tables and assembly lines, where a 
constant heat coverage is required. 
 
The bracket allows for a 50mm gap between units and an opening for the power connection. As per the dia-
gram below, units should be mounted with the power leads together. 
 
The end to end bracket can be used with either the standard ceiling/wall mount bracket or the extension 
bracket & pole kit. 


