
Daily Completed

After every use:

Flush Pump Especially if you are using herbicide or other harsh chemicals

Clean Tank Make sure there is no debris inside the tank

Pressure Gauge Verify needle returns to zero

Weekly Completed

Check Oil Levels Check the oil in the pump, gearbox and engine regularly

Clean Strainers This may change depending on usage however, it is advisable to clean the 
screen in the strainer weekly

Wipe it Down To minimize your time and effort at the end of the season, use a rag to 
wipe down motors, pumps, and lines to keep them clean

Quarterly Completed

Oil Change
Many diaphragm pumps require an oil change after 40 hours of break-in 
operation and then every 3 months or 500 hours; check your specific 
pump's manufacturer's recommendation on how often to change the oil

Calibration Calibration should be performed at least once a season

Tires* Check tire pressure with gauge

Semi-Annually Completed

Twice a year:

Inspect Hoses Look for any bends, cracks or damages

Clean Nozzles Use a soft brush to clean nozzles from any chemical buildup

Check On/Off Switch* Make sure the switch moves freely and without obstruction

Test Tires* Tires should be properly inflated and any wheel nuts tightened

Inspect Tank For fractures or any damage

Fittings and Clamps Check for leaks or any loose or damaged fittings or clamps

Check Valves Replace diaphragm and valve seats; ensure valves stop all liquid from the 
nozzles when switch is off

Boom* Verify boom movement, stability as well as the folding mechanism

Checklist Continues Below

Sprayer Seasonal Maintenance Checklist

Comments

At the end of your week:

Every new season:

Comments



Annually Completed

Winterize:

Rinse the Whole System Tank, hose, filters and nozzles need to be rinsed and cleaned out

Clean the Outside Use a bristle brush to thoroughly clean the outside surface of the sprayer

Store Removable Parts Nozzles and strainers should be stored in a clean and dry place; gauges 
should be stored indoors to prevent freezing

Clean Pump Check the manufacturer's recommendations to prevent pump corrosion; a 
50/50 (water/antifreeze) solution is recommended

Cover With an All-Weather Tarp Prevent the sprayer from getting dirty and keep insects out by covering it 
tightly

*If applicable to sprayer model

Comments


