
PLUMBERS PUTTY FLASHLIGHT BASIN WRENCH

SAFETY GLASSES SCREW DRIVER

PLIERSCHANNEL LOCKS ADJUSTABLE WRENCH

SEALED-TUBE HEX-KEY TAPE

A. B. C.

Configuration:

Helpful Information:

Flow Rate Chart:

Important:

 Single Handle Pull-Down

AN0423-0004 Signature Pull Down
Gather the necessary tools as shown below to complete the installation of this 
faucet. Some may not be needed depending on the model of faucet you are 
installing. Check with your local hardware store on the requirements of your 
installation situation.

Tools:

Connect to water supply lines with either:
(A) 3/8" O.D.copper tubing(ball nose 
risers with the coupling nuts or;
(B) 3/8"copper tubing(no ball)with 
supplied tube head interior connector or;
(C) IPS faucet connectors(1/2").

 

Tighten connection with 
two wrench to prevent 
damage to tube body.
Be careful not to bend 
the stem or overtight 
the connections and 
damage them as this 
will void the product 
warranty.
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Step 1: Insert 3 hole plate (10) before inserting spout 
body into sink deck 

Step  2 : Repeat steps 1 to 4 from Single Hole installation

Step 3: Secure 3 hole plate (10) using butterfly nuts (11) 
and washer provided

Step 4: Securing  all  connectors: Ensure  all  connections  
are  tightly set in place  to  avoid  leakage
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Test Faucet Installation:
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Step  1:  Preparation
Turn  off  water  supplies  and  drain  lines: Clean  installation site, 
remove any debris  from  the  area
Step  2:  Secure  Spout  Body  in  place: Insert  body  through  sink  
deck  hole, Insert  rubber  washer  (1)  and  metal  washer  (2): (2)  
goes  around  steel  post  (3), Insert  and  tighten  luck  nut  (4)  to  
secure spout  body  solidly  in  place
Step  3:  Connect Supply hoses:  Screw  in  supply  hoses (8)  and  
(9)  in  place   into  internal  faucet  supply: Connect  supply  hose  to  
main  water  supply  
Step  4:  Connect  pull  out  hose: Insert  and  tighten  part  (5)  solidly  
in  place,  Connect  pull  out  hose  (6)  to  part  (5), Install Weights (7) 
onto Hose(6) by removing metal 
ring , inserting 2 weight parts onto 
hose (6) and securing in place with 
metal ring again, Weights  (7)  
should   be  located  two  feet from 
the   underside of  the  sink  deck
Step  5:  Securing  all  connectors: 
Ensure  all  connections  are  tightly 
set in place  to  avoid  leakage

:

:

:

A.  Move handle down into ‘’OFF’’ position.
B.  Ensure all connections are tight to avoid potential leakage.
C.  Turn on water supply and check connections for leakage.
D.   - Pull and disconnect Hand Spray (5) from Spout Body (1). 
       - Be careful not to lose Plastic Sleeve (2).
       - Pull Hose (3) (should pull approximately 2 to 3 feet) and
         direct open Hose End (3) into sink.
E.  Operate handle up and down, in cold and hot positions, to
      flush water lines thoroughly.
F.   Place Washer (4) into Hose End (3) and connect Hose End (3).
G.  Place Hand Spray (5) back into faucet.

Single Hole Installation:
Step 1:  Preparation: 
                remove any debris from the area.
Step 2:  Secure Spout Body (1) in place:   A. Insert body through  black ring (10) and then sink deck 
                hole.  

B.
                C. Insert the rubber washer (1), followed by metal ring (2) around steel post (3).                         
                D. Insert and tighten lock nut (4) to secure spout body solidly in place.
                                                       Step 3:  Connect Supply Hoses:
                                                                 E.  Screw supply hoses (8) and (9) into internal faucet supply.
                                                              F.  Connect supply hoses to main water supply.
                                                              Step 4:  Connecting Pull Out Hose with Weight:
                                                                        G:  Connect pull out hose (6) to piece (5).
                                                                     H:  Install weight (7) onto hose (6) with screws.  Weight should
                                                                           be located two feet from the underside of the sink deck.
                                                                           Step 5:  Securing all connections:
                                                                           I:  Ensure all connections are tight to avoid potential leakage.                                                          
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