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Warning

Notices

Instructions

Caution

Customer Support

To help protect the environment, please dispose of the product properly 
when it has reached the end of its use. Do not dispose of in household 
waste. Information on collection points and their opening hours can be 
obtained from your local municipalities.

If you may have any questions/concerns, please call or email our lighting specialists at:

T: +1 (813) 649-8899 E: sales@htm-lighting.com

To meet the guidelines of HTM Lighting Solutions warranty, do not modify or adapt the 
Luminaire for other uses or installations other than mounting options as explained in 
these instructions.

This LED High Bay requires very few tools for installation. A screwdriver and a pair of 
wirecutters will help to install the reflector and fasten the mounting hook.

1. Risk of fire or electric shock. The electrical rating of these products are 120-
277VAC, the installer must determine whether they have 120-277V at the 
luminaire before installation.

2. Risk of fire or electric shock. LED Commercial High Bay installation requires 
knowledge of luminary electrical systems. If not qualified, do not attempt 
installation. Contact a qualified electrician.

3. To prevent wiring damage or abrasion, do not expose wiring to edges of sheet 
metal or other sharp objects. 

4. Disconnect power before installing the product or servicing it.
5. Wait until fixture has cooled down before installing or servicing.

1. Please disconnect power before installation.
2. To avoid electrical shock and damage, please do not install the lights in inclement 

or rainy weather.
3. This light can be used outdoors.
4. Do not use an electric generator to test the LED lamp.
5. Please turn off the UFO High Bay Light if you encounter something unsual while 

operating the product. If something unusual is to occur, please contact HTM 
Lighting Solutions at +1 (813) 649-8899.

1. Please wear gloves to avoid injury when installing lamps.
2. Please abide by related country, regional and local law & regulations when 

installing this fixture.
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Installing Reflectors

Installing Reflector Shield

Installing LED High Bay

Plastic Reflector (Figure 1):
1. Remove (3) protruding screws on LED High Bay. Place reflector ring within plastic 

reflector. Align holes on ring, plastic reflector with fixture and fasten screws back into 
fixture.

1. Place reflector shield within reflector then wrap gasket around lip of reflector. 
2. Place shield guard over the gasket and ensure the shield guard is secure over the 

gasket and reflector lip.
3. Use the spring to secure the shield guard around reflector lip.

1. Carefully unpack the fixture from its packaging. Inspect the product for defects due 
to shipping. (Figure 3)

2. Turn off power to appropriate circuit at the breaker panel. (Figure 4)
3. Locate stable structure to hang fixture. (Figure 5)
4. Mount fixture to stable structure. Ensure fixture is within a reasonable distance of 

junction box for wiring. Find a hook or connection bundle for installation.
5. Make all wiring connections. Cap off dimming wires if not used. LED High Bay is 

now installed. (Figure 6)

Aluminum Reflector (Figure 2):
1. Loosen (3) protruding screws on LED High Bay. Place aluminum reflector over 

protruding screws and twist to lock. Ensure reflector is secure and then fasten 
protruding screws.
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