
WARNING
INSTALLATION PROCEDURE MUST BE FOLLOWED 

// INSTALLATION INSTRUCTION, WARRANTY & DISCLAIMER //
1/  Blow Performance Products are manufactured for closed course competition 

use and makes no representation or warranty that the purchase, installation or 
use of Blow Performance Exhausts systems is authorised in your jurisdiction. 
Please carefully check local laws regarding the fitment of after-market 
exhausts to your motorcycle.

2/  This system is designed to perform using a performance air filter. Your current 
air filter may require change to allow Blow exhaust system to fit correctly or to 
allow an increase of air. Tuning is required with installation of the  
Blow Performance Exhausts system. Tuning work should be performed 
by a qualified technician. For higher performance gains we recommend 
dynamometer (Dyno) tuning.

INSTALLATION VIDEO AVAILABLE ON  
BLOW PERFORMANCE EXHAUSTS YOUTUBE CHANNEL,  
FACEBOOK SHOP & WEBSITE www.blowexhausts.com

STEP  1
// PREPARATION //

a/  Use cloth gloves & have a clean working environment.

b/   Assemble components on a nonabrasive area. Place exhaust components on thick 
cloth towels or similar material.

c/  Take extreme care when working with the Ceramic Matte Black coated products.  
Do not scratch.

STEP  2
// COMPONENT ASSEMBLY //

a/  Install flange and C-Clip on both exhaust pipes. C-Clip is required to fit within the 
flange groove securely.

b/  Replace exhaust gaskets in exhaust ports if required. Some models may require a 
smaller exhaust gasket (Blow Performance Exhausts Port Flange Gasket Pro Race  
or similar).



c/  Place heat shield clamps into heat shield slots. Use extreme care. Face screw heads 
the side easily accessed when the exhaust system is fitted onto the engine. Use a 
socket driver.

d/  Use the protective cloth provided and lay into the heat shield.

e/  Lay the exhaust pipe in position and remove the protective cloth, space the heat shield 
evenly from the exhaust pipe, tighten clamps but leave loose as final tightening will be 
required when the exhaust system is on the engine.

g/  Install catalytic converters or baffles (optional) by aligning the 2 holes at the bottom 
of the exhaust pipe with the 2 holes located on the catalytic converters or baffles, 
screw in the 18 mm hex screw, flat & spring washer. Tighten firmly.

h/  18 mm oxygen sensors screw directly into the exhaust pipe bung, 12 mm sensors 
require the bung reducer & carburetor models require the bung plug. Place crush 
washers then tighten bungs, reducers firmly.



STEP  3
// EXHAUSTS PLACEMENT //

a/  Screw in oxygen sensors into the exhaust pipe and tighten firmly. For M8 models, you may 
need to unclip the front cylinder oxygen sensor lead from the clip on the frame to reach the 
oxygen sensor port.

b/  Place cloths between the exhaust pipes, engine and gearbox outer housing to prevent 
damaging during installation.

c/  Mount the rear exhaust pipe, then mount the forward exhaust pipe to the exhaust  
port studs aligning the exhaust flange. Screw on the flange nuts. The flange must be 
flush with the exhaust port, ensure the flange C-Clip is within the flange groove.  
Leave flange nuts loose.

d/  Attach the support bracket to the lower gearbox housing (120 degree angle). Do not 
tighten. DO NOT ATTACH TO THE MOTORCYCLE CHASSIS. Place the other end of 
the support bracket (90 degree angle) between the exhaust pipe center connecting 
housing and screw in the center housing bolt. Do not tighten. Pull the exhaust system 
away from the gearbox clutch cover until the desired spacing is achieved between 
exhaust pipes and clutch cover housing, (recommended 4-10 mm). Adjust the support 
bracket tumble and lock nuts to hold the position. Do not tighten.



STEP  4
// ALIGN & TIGHTEN EXHAUST NUTS & BOLTS //

TIGHTEN ALL BOLTS AND NUTS SLOWLY & EVENLY. Align the exhaust system as required 
and tighten flange nuts evenly alternating from front to rear. The exhaust flange must be 
flush with the port, an even gap of 0-1 mm is recommended. Tighten the support bracket 
lock nuts and center housing bolt firmly. Correct the alignment as you go.  
Align heat shields so they are straight at the base and over the pipe weld, allow even 
spacing between the exhaust pipe and heat shield. Use a socket drive not a screw driver  
to tighten clamps. Caution not to over tighten and strip the clamp thread.

STEP  5
// TUNE ENGINE //

When the exhaust system has been thoroughly checked and all looks correct start 
the engine. If catalytic converters are fitted, it is normal for yellow smoke to come out 
for a short period of time. Ride the bike for 10-15 minutes, return and let the engine 
cool. RETIGHTEN ALL NUTS AND BOLTS AFTER FIRST RIDE AND DURING SCHEDULED 
MAINTENANCE. This system is designed to perform using a performance air filter.  
TUNING IS REQUIRED AFTER INSTALLATION. This work should always be performed by a 
qualified technician. For higher performance gains we recommend Dyno tuning.

MAINTENANCE
a/  Blow copper heat shields are coated with Everbrite Protecta Clear® to help protect 

against tarnish and discoloration. Copper is a natural metal and requires regular 
maintenance and cleaning. Use Protecta Clear® to maintain the shine and help resist 
discoloring. To clean, use recommended copper cleaning methods. The shields can be 
polished from time to time and recoated with Protecta Clear®. In purchasing the copper 
heat shields you acknowledge the required maintenance to the polished surface.

b/  CAUTION! Warranty does not cover discoloration. Thoroughly clean and polish 
the system before initial start-up, do not tune with fuel mixture too lean, prevent 
extended periods of engine idle.

c/  Periodically retighten all nuts and bolts. 



BLOW PERFORMANCE EXHAUSTS PTY LTD

ABN/ 33 610 319 081

PHONE/ +61 2 9513 9338

ADDRESS/  508 / 24-30 Springfield Ave,  
POTTS POINT NSW 2011 Australia

EMAIL/ enquiries@blowexhausts.com

RIDE SAFE
THANK YOU FOR PURCHASING  

BLOW PERFORMANCE EXHAUSTS PRODUCT

// WARRANTY & DISCLAIMER //
 
Blow Performance Products are manufactured for closed course competition use 
and makes no representation or warranty that the purchase, installation or use 
of Blow Performance Exhausts system is authorised in your jurisdiction. Please 
carefully check local laws regarding the fitment of after-market exhausts to your 
motorcycle. This system is designed to perform using a performance air filter. Tuning 
is required with installation of Blow Performance Exhausts. This work should always 
be performed by a qualified technician. For higher performance gains we recommend 
dynamometer (Dyno) tuning. This warranty is valid only if the system is correctly 
installed, operated and maintained in accordance with factory instructions. Labour 
costs and return freight are not included in the warranty. Incorrect installation, 
or modification of the systems will void all warranty. The exclusion of the Kong 
Support Bracket correctly fitted to the exhaust system will void all warranty. Blow 
Performance Exhausts shall not be responsible for any consequential, special or 
incidental damages of any nature including but not limited to the loss of use of any 
vehicle on which the system may be installed and the cost of obtaining another 
substitute product. Blow Performance Exhausts product is warranted against 
defects in material and/or workmanship for a period of 12-months from date of 
purchase. Painted, polished, chrome plated, or natural surfaces are not warranted 
against discolouration, rust or tarnish. Please ensure the system and motorcycle 
are tuned correctly to prevent overheating or running lean which could contribute 
greatly to discoloring. Copper Heat Shields are manufactured from natural metal 
and requires regular maintenance and cleaning, use Protecta Clear® to maintain 
the shine and help resist discoloring or tarnish. To clean, use recommended 
copper cleaning methods. The shields can be polished from time to time and 
recoated with Protecta Clear®. Please refer to our website www.blowexhausts.
com for our comprehensive Warranty Terms & Conditions information. Authorised 
warranty can only be issued directly from Blow Performance Exhausts Pty Ltd.  
Suite 508 / 24-30 Springfield Avenue, Potts Point NSW 2011 Australia. All returns 
and warranties must be accompanied with a completed warranty form issued by 
Blow Performance Exhausts Pty Ltd. Proof of purchase, must be provided for all 
returns or warranty claims. Photos are required with the submitted warranty form.

Please email enquiries@blowexhausts.com or call Australia  +61 2 9513 9338 for 
assistance with your claim or enquiry.


