
 
 
 
 

 
 
 
 
Technical Specification Sheet 
Reference: Class O 
 
Basis: PVC Nitrile 
Cellular Structure: Flexible Closed cell P.V.C Nitrile Elastomer  
Features: Thermal Insulator (sealing) Material 
Density: 55 – 70kg/ M3 
Colour: Black / Dull Grey  
 
Thickness’ Available: 3mm, 6mm, 9mm, 13mm, 19m, 25mm, 32mm, 40mm, 50mm 

 
  

Technical Details Unit Value 

Temperature Range: -50°C / +116°C  

Thermal Conductivity: BS 874 Part 2 1986 0.037W/(m.k) 

Water Vapour Permeability 
Moisture Resistance Factor: 

 
BS 4370 Part 2 1973 

U > 5,000 
0.13/ ugm / (n.h) 

Water Absorption: Volume after 28 days 0.9% Average 

Fire Performance: BS 476 Part 7 1987 Part 6 1989 
Class 1 
Class 0 

Noise Reduction: Up to 30db (A)  

Resistance: 
Oil 

Grease 
Good 
Good 

  
 
This information is based on our knowledge and test results. Values should be considered as an average, customers 
should check that the material is suitable for their applications. Results may vary dependent upon the conditions they 
are used in and recommendations are made without warranty or guarantee. 
 




