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Stain Block Primer 1L

Why
There is nothing more frustrating than painting over a blemish only 
to have it show through, no matter how many coats of paint you use.
That’s when you need Stain Block Primer, a tough white primer that 
covers and seals even the most stubborn stains and marks, leaving 
you with a perfect finish. It handles tough stains such as water 
marks, smoke and soot, ink, grease, rust, felt tip pen and more. 
Blemishes such as wood knots also benefit from the Stain Block 
Primer treatment.
You can use Stain Block Primer with most types of water, oil or 
solvent paints. It’s not just for painting on walls either: metal, 
plaster, uPVC, Formica, hardboard, glass and ceramic tiles are 
suitable surfaces too, making this product incredibly versatile. 

Appearance
The coating dries to a white eggshell finish.

Cover it
The 1 litre covers approximately 12m2 on smooth surfaces with low 
porosity

Shelf Life/Storage
Shelf life is at least 12 months in original, unopened containers kept 
in a cool dry place. Store in a well-ventilated place.

Prepare it
All surfaces should be clean, dry and free from dust, oil, grease and
adhesives. Sand existing gloss paint to provide a key.

Apply it
Apply with a brush or roller at temperatures above 5°C. Do not spray. 
Stir well before using, do not thin and do not let paint drip or run. 
One coat is normally sufficient, though a second coat is sometimes
needed on porous surfaces.

Drying Time
Touch dry in approximately 20 minutes at 20°C and an overcoat can 
be applied in about 45 minutes.  
Full adhesion is achieved in approximately 3 days.
Applying at lower temperatures will delay the drying time.

Overcoat It
Stain Block Primer may be used as an undercoat for most common 
types of paint: water, oil or solvent based. It might not be suitable, 
however, under some polyurethanes, epoxies, certain highly alkaline 
special effect coatings such as flock type coatings and some highly 
solvent lacquers.

Limitations
Stain Block Primer is not a finishing or top coat.  
When using in confined spaces, always ensure adequate ventilation.

Clean It
Soak brushes in a solution of one part household ammonia and 
three parts warm water. Rinse out and dry thoroughly before re-use.

Safety information
A Material Safety Data Sheet is available at
www.paintpeople.co.uk for full safety information.

Volatile Organic Compounds
EU limit value for this product (cat A/i): 500g/L.
Contains max 500 g/L VOC.

Availability
Stain Block Primer is white and is supplied in 1 litre tins.  
Available from www.paintpeople.co.uk
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A tough, shellac based stain and odour blocker.  
Stops stubborn stains and other unsightly blemishes from showing or seeping through.

+ Shellac formula bonds to most surfaces with minimal preparation
+ You’ll need fewer top coats when you apply this as an undercoat
+ Handles most everyday stains you will encounter in the home
+ Seals in stains and odours to protect your final finish




