
 

 

 

 

 

 

 

 

 

NCC 
 
Non Caustic Cleaner 

 

PROPERTIES 

CobaltBlue NCC is formulated with a mix of organic chelating agents, builders and 
surfactants to provide excellent soil removal of automated ventilator hood systems and 
ovens. 
Use on aluminium, tin, brass, or painted surfaces with care as damage may occur. 
 
 PHYSICAL DATA 

Appearance  :   Slightly viscous liquid 
Color :    Tan 
Odor  :    Slight detergent odour 
Solubility :   Mixes with water in all proportions 
pH :    11.0-12.0 
Boiling Point :   Not specified 
Specific Gravity :   1.01-1.03 at 20°C 
 
 
DIRECTIONS FOR USE:  
 
Preheat equipment to be cleaned to 40-60 degrees Celsius.  
Apply NCC neat.  
Allow to penetrate for 5-15 minutes, agitate and rinse thoroughly with water or a solution 
of vinegar at 1:10. 
 
 
ACTIVE INGREDIENTS: 
 
Aminoethanol 
 
 
PACKSIZE: 
 
5L 

 

 

COBALT BLUE AUSTRALASIA - 2B  5038 SA Park Camden Road Deeds - Tel: 08 8352 3881 Fax: 08 8294  0510 - Web: www.cobaltblueaust.com.au 

Consult your Cobalt Blue Representative for specific use instructions and recommended dispensing equipment. For 
safety directions and first aid information, consult the Safety Data Sheet (SDS) or product label. 

http://www.cobaltblueaust.com.au

