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1-877-462-BOLT 

INSTALLATION INSTRUCTIONS 

 

LIMITED WARRANTY 
 We warrant that within 90 days from the date of shipment, if the product manufactured by us and sold by us (or an authorized distributor) is in the possession of the original buyer, we will replace or repair, at our option, free of charge, any part or parts which upon 
examination are found to be defective in workmanship or material, and not due to normal wear, provided that, upon our request, the product or parts thereof are returned to our location, with accompanying documentation that the product has been installed, used and 
maintained in accordance with instructions and has not been subject to abuse. We shall not be liable or responsible for any expense or liability for repairs, additions, or modifications made upon the product without our written consent. 
 This warranty is in lieu of all other express or implied warranties (including without limitation any warranty of merchantability or fitness for a particular purpose.) In no event shall we be liable for any indirect, special, or consequential damages (including, but not 
limited to, lost profits or other damages from loss of production) caused by defective material, or by unsatisfactory performance of the product, or by any other breach of contract by us. 
 The Elijah Tooling, Inc. Warranty shall apply in all cases to all products manufactured by us and sold by us. Elijah Tooling, Inc. reserves the right to modify or change the design of products shown in this specification/instruction sheet, without notice. Such 
modifications or changes may include, but are not limited to, changes in finish, materials, specifications, etc., from descriptions and illustrations of products listed herein. 

Installing the quick-change plate to the Renishaw OTS Setter is a very simple, 6-step  
process.  See the steps below to accomplish it.  

NECESSARY TOOLS 
3/32 Hex Wrench 
1/4 Hex Wrench 
 

PREPARE SETTER 

Using 3/32 Hex wrench, loosen 
screws around base of setter -1 

Separate Base from Setter -2 

Drop 1/2-13 Low Head Socket 
Head Cap screw Into Base -3 

Install 6mm Dowels. Use the two 
locations that provide the 
desired position of the setter.  As 
shown establishes the Setter at 
90 degrees to the quick change 
plate. -4 

Align Dowel Pins with holes in 
Base and drop onto QC plate. 
Drop Low Head Socket Cap Screw 
Through Center Hole and using 
1/4 Hex Wrench, Tighten to 30 ft. 
lbs. -5 
 

Drop Setter onto base and using 
3/32 Hex wrench, tighten base 
screws.  Quick Change Plate is 
ready to use.  -6 

To quick change Setter, advance 
two XZertz™ retractable dowel 
pins to about 1/8” height, drop 
plate down on table, and 
advance the Invert-A-Bolt™ 
fasteners.  Reverse these steps to 
remove the quick change plate.   
Be sure to orient such that the 
data transmission window on the 
Setter can communicate with 
OMI Receiver. 
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