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QX-700/2700S-3
698-960/1710-2700MHz MIMO Omni Celing Antenna

Electrical Specifications

Frequency: 698-800MHz ; 800-960Hz ; 1710-2700MHz ; 3dB Beamwidth: H: 360°E: 85°/55° = 698-800MHz ; 800-960Hz
1710-1880MHz ; 1880-2700MHz 1710-2700MHz ;

Gain: 698-800MHz ; 800-960Hz=21.5dBi ; H:360° E:55°/45°= 1710-1880MHz ;
1710-2700MHz=23.5dBi ; 1880-2700MHz
1710-1880MHz ; 1880-2700MHz==4dBi Input Impendance: 50Q

VSWR: 698-800MHz=<1.8 ; Isolation: 226dB

800-960Hz=<1.5; PIM3: -140dBc@2x33dBm
1710-2700MHz=<1.5; Maximum Power: 50W
1710-1880MHz= <1.8 ; Lightning Protection: DC Ground

1880-2700MHz=<1.5
Polarization: Vertical: 698-800MHz; 800-960Hz; 1710-2700MHz
Horizontal: 1710-1880MHz; 1880-2700MHz

Mechanical Specifications

Connector: 2x N-FEMALE

Dimensions: @203 x 113mm

Package Size: 900mm x 375mm x 395mm
Weight: 0.37kg

Reflector Material: Brass

Radome Material: ABS

Radome Colour: White

Operating Temperature: -40°C to +55°C
Relative Humidity: Up to 95%



