HSD-TITANIUM

Omnidirectional Headset Microphone

AIRWAVE

TECHNOLOGIES

Features:

e Extremely rugged and reliable
e Exceptional audio quality
e \Very low noise

e Lightweight & compact, high performing design

e Natural sound with professional accuracy =5
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at close up situations 52
Detachable and

interchangeable cable
for universal use

e L ow sensitivity to popping & breath overloads Clip Windscreen

e Compatable with most wireless transmitters

e High Tensile, low contact noise cable Cicuit Diagrams:
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Specifications: 1 0N
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e Elements : Back Electret Condenser T ) e (GROND)
° Polar Pattern . Omnidirectional MlCUN” 3.5 STEREO PLUG
e Frequency Range : 50 Hz ~ 18,000 Hz
e Impedance : 1,000Q + 30% @ 1KHz 13
e Sensitivity : -68dB * 3dB (AT, S8, T3, G4) ) %**’ P| PazAVSUPRLY
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(OdB=1V/Ubar@1 KHZ) MIC UNIT 3 PIN MINI XLR/F
e Max Input SPL : 125dB @1KHz
e S/N Ratio : above 58dB
e Operating Voltage : 0.9V ~ 5V D.C. T4 TR | MetocomecToN
e Test Condition : RL:2.2K, DC 1.5V %T”” Pa=+VSUPRLY
e Dimensions : @4 (Mic Head) x 153 (L) mm I <|I — AR
e Cable : @1.3 x1.2M (Cable Exposed Length) T s | P1=GROUND
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Polar Patterns:
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