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INSTALLATION 
MANUAL

Products name : KYOTO FLOOR-STANDING BATH MIXER

Products Applied:  589.35.003, 589.35.063, 589.35.033, 
589.35.093
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Install product only after completion of interior decoration in case 
paint and chemicals may harm product.

Clean pipes and install area to get rid of mud, sand or other debris 
may block the pipe and harm product.

Operating pressure: 1 – 10 bar. Water temperature: 4 – 75°C.

After installation, check all joints and connections to make sure they
 are firmly fixed. Then keep water flow and turn on/off repeatedly to 
ensure there is no leakage.

Products must be clean with clean water after using to prevent any 
damages from chemicals such as shampoo, cleansers or detergents.

Please use only soft cloth or sponge without any rough or hard 
surface to clean.

Keep manual and spare parts included for maintenance.

I. INSTALLATION NOTICES: 

II. Installation Diagram
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III. Installation Steps(Fig.1-20) The installation diagram is only for reference. 
The product is subject to the real object.

Prepare and check
the following tools.

Drill Goggles Spanner Teflon Tape

Silicone
Sealant Level Pencil

Saw Blade

Wrench
(supplied)

S6 Wrench
(supplied)

S5 Wrench
(supplied)

S4 Wrench
(supplied)

S2.5 Wrench
(supplied)

Mark position based on 
the mounting holes of 
the rough-in base and 
drill four Ø8 holes. 
(Attention: the spout of
the faucet should face
towards the bathtub.)

Cold water

Hot w
ater

 Rough-in base

 Mounting hole

Towards bathtub
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Coupling

Teflon Tape

Wrap the coupling with 
Teflon tape and connect 
it to the rough-in base. 
Then connect inlet pipes 
of proper length.

Hex nut

Spring washer

Washer

Expansion bolt

Install four expansion bolts into the 
rough-in base and tighten hex nuts.
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Towards bathtub

Insert expansion bolts 
into Ø8 holes. 
(Attention: the spout 
of the faucet should 
face towards the
 bathtub.)

Level

M8 Screw

Adjust M8 screws on the 
rough-in base to its level 
position and then tighten 
hex nuts.

Level

Circle

Bubbles

When the bubble 
inside the level is the 
center of the circle,
the rough-in base is 
at level position.
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Hot feeding pipe

Cold feeding pipe

Flush Water

Flush Water

Run water to get rid 
of any debris inside 
pipes. Connect cold 
and hot water pipes. 
Attention that the 
HOT mark is to the 
hot water pipe and 
COLD mark to the 
cold pipe.

Cover

Remove the cover and run 
water for pressure test. 
Check all joints to make 
sure no leakage. Then put 
back the cover. 
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For floor work, make sure the 
center of inlet pipes to finished 
floor is between 28-50mm. 

Reference of 
finished floor

Silic
on

e s
ea

lan
t

 Rough-in box

Fill silicone sealant between 
the rough-in box and finished 
floor such as tiles. 
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Saw blade

Cut the excessive part of 
the rough-in box. Keep the 
top edge of the rough-in 
box about 10 mm above 
the finished floor

 Rough-in box

M6 x12 Screw

Flange

Base plate

Plug

Remove M6 x 12 screws, 
take out the flange and 
base plate, pull out the 
plugs.
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Wrench
socket

Inner core

Hot water 
outlet

Cold water 
outlet

Blue markRed mark

Towards bathtub

Make sure the inner core 
is at the position as shown 
in the diagram. The water 
outlet is hot on the left and 
cold on the right. The plane 
of the center line should 
face towards the bathtub. 

S6 Wrench
(supplied)

Inner
core

If the inner core is not at the 
correct position as shown in
the diagram, please adjust the 
inner core with a S6 wrench.

Protection
sheath

Connecting
seat

Shower
outlet

M5x6 Screw Joint

Spout

Take off protection sheath from 
joint, insert the connecting seat 
into the faucet body (the spout 
is face down), then tighten with 
M5 x 6 screw to faucet body 
firmly.

Faucet body
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M6 x 12 screws to faucet 

Escutcheon

Red mark Blue mark

Protection sheath

M6 x12 Screw

Take off protection sheath 
from inner pipe of faucet 
body, put on escutcheon 
carefully to avoid scratch 
to the surface of faucet 
body. Fix flange (the side 
with counter bore back 
against faucet body) with 

body firmly.

Inner pipe(hot) Inner pipe(cold)
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16 Connect the inlet pipe of the
faucet body into the outlet
hole of the inner core
vertically ((attention to the
hot (red) and cold (blue)
correspondence)). The spout
of the faucet is against the
bath. Fix the faucet body
on the rough-in base with
locking screws. Adjust the
faucet body by level. Tighten
the locking screws directly
if the faucet body is upright.
Otherwise, adjust the M8
screws on the flange until the
faucet body is upright, then
tightening the locking screws.
Press the escutcheon down
on the floor.

M8 Screw

M6x12 Screw
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Hand shower

Connect hand shower and 
faucet body with hose.
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Open

Close

Cold

Hot

After installation,flush 
water to check if the 
installation is proper.
The diagram shows 
the product when it is
turned on,the default
outlet is spout. 
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Diverter

Lift up diverter, water
runs from hand shower
( if the diverter does 
not function because 
of low water pressure,
lift up diverter and 
rotate it 90° in any
direction).
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If the hot and cold feeding 
pipe is found to be 
connected in reverse after 
installation,use S6 wrench 
to turn the inner core 180° 
to make the cold and hot 
water reverse connection.
(Take off the faucet body 
first)

V.  Maintenance (Fig.21-22):     
If water flow from the hand shower becomes lessened or does not spray 
evenly,it might be due to debris blocking the outlet. Gently squeeze those 
rubber outlets on the hand shower with fingers as shown in Diagram 21. 
Then wash debris out with running water. 
If water flow from the hand shower is normal, but the volumn from the bath
outlet lessens, it might be due to debris blocking the aerator. Take off the 
aerator and install back afterwashing it as shown in Diagram 22.

Aerator

Wrench
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PRODUCT NAME - SERIES NO.:

                             

589.35.033, 589.35.093
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– – 75°C.
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(Hình.1-20)

Ø8 
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Ø8

Level

M8 Screw
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Nút
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Lõi trong

Lõi trong
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Tay sen
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180º
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Häfele VN LLC.
Phone: (+84 28) 39 113 113
Email: info@hafele.com.vn


