
GALLEON
Engineered Wood Flooring

 Adhesive

EB600NG Galleon Engineered Wood Flooring Adhesive is a wood flooring adhesive 
formulated with high polymer content. This product is a non-flammable, VOC compliant 
adhesive developed for the installation of wood parquet, engineered and laminated 
plank.

High wet grab and strong residual bond
Excellent trowel characteristics-spreads easily
Low VOC’s - Adhesive is solvent and alcohol free.
Easy clean up – use a white cloth, soap and water while wet; mineral spirits when 
dry

EB600NG Galleon Engineered Wood Flooring Adhesive is recommended for the 
installation of finger block parquet and engineered wood floors. EB600NG Galleon 
Engineered Wood Flooring Adhesive is specifically designed for use with leading 
manufacturer’s engineered wood flooring. A wide variety of substrates are approved 
for use with EB600NG Galleon Engineered Wood Flooring Adhesive. You may install 
EB600NG Galleon Engineered Wood Flooring Adhesive over properly prepared 
concrete, terrazzo, plywood, sheet vinyl, VCT, and ceramic tile.

INSTALLATION INSTRUCTIONS:
1. Improper substrate preparation is the single largest cause of flooring failures. 
Substrates must be structurally sound, well attached, clean, dry, free of existing 
adhesives, grease, wax, paint, oil, curing agents, or any other matter that will affect 
adhesion. Do not use on chemically cleaned substrates. The substrate must be flat 
within ¼” over a 10 foot span. Fill all cracks, holes and low spots with a Portland cement 
underlayment.
Note: “Hollow spots” are a phenomenon that can occur when wood flooring is installed 
over an irregular substrate and are an installation issue, NOT an adhesive issue.
2. Test concrete substrate moisture per the latest version of ASTM F2170. Do not install 
on concrete substrates where any in-situ RH readings per ASTM F2170 are above 80%.
3. Concrete substrate pH testing should read between 8.0 and 10.0.
4. The installation site must be acclimated with HVAC in operation. The floor and room 
temperature, as well as flooring materials and adhesive, must be maintained at 65°- 
95° F, and the humidity between 40-65% for 48 hours prior to, during, and after the 
testing and installation. Follow floor-covering manufacturer’s installation instructions for 
substrate preparation and proper adhesive application rate.
5. Never install wood floors unless the heat and air conditioning systems are operating. 
Follow the wood manufacturer’s conditioning instructions.
6. After referring to the wood manufacturer’s layout instructions for expansion space 
requirements, spread adhesive in a run that is approximately 24 inches wide or 
comfortable for your reach. Begin installing wood flooring when adhesive has been 
spread over sufficient area. Never spread more adhesive than you can install in 45 
minutes. Allow 10-20 minutes open time, depending on the porosity of the substrate, 
before placing flooring.
7. Rolling installed planks is not required.
8. Clean up with a white cloth and soap and water while adhesive is wet. Mineral spirits 

will remove dried adhesive.
9. Allow the adhesive to cure for 24 hours before allowing foot traffic and moving heavy 
furniture.

Trowel Sizes :
• Engineered Plank, all thickness, widths 3/16” x 1/4” x 5/16” V Notch (width x depth x 
spacing) Spread Rate 200 – 240 square feet per 4-gallon pail

Traffic:
Follow the flooring manufacturer’s installation guidelines; allow the adhesive to cure for 
24 hours before allowing foot traffic. Additional time may be necessary if the installation 
is over a non-porous substrate.

Precautionary Statements:
In case of eye contact, flush with water for 10-15 minutes.  If irritation persists contact 
a physician.  If prolonged skin contact causes irritation, wash with soap and water.  If 
swallowed, consult a physician. Avoid release to the environment.
Safety glasses and gloves are recommended if contact is expected. 
Dispose of in accordance with local, regional, national, international regulations as 
specified. Read SDS for detailed product information.
SDS may be obtained by calling 800-922-2287.

Hazard Statement(s):
This material may cause slight irritation of the skin and eyes.  May be an ingestion 
hazard.  This product is not for human consumption. Use proper precautions.

Supplemental information:
Shelf Life and Storage:
2 years from date of manufacture in unopened, properly stored container.
Avoid excessive heat or cold. Protect from freezing. 
Store indoors at a temperature of 65°-95°F.
 
 LEED PROGRAM CREDITS (where applicable)
• IEQ Credit 4.1–Low Emitting Materials
• IEQ Credit 4.3–Low VOC ratings help qualify installations for this credit as part of a 
flooring system.
• MR Credit 5–Regional Materials–on jobsites within 500 miles from manufacturing 
location:   Dalton, GA 30721.
  VOC content is below that established by California SCAQMD Rule 1168.   

Disclaimer: Users should determine the suitability of this information or product for their 
own particular purpose or application. Manufacturer is not responsible for the misuse of 
this product. This Technical Data sheet and the information conveyed herein supersede 
all previous versions. September 23, 2015

MicroSept is a registered trademark of XL Brands, LLC. 
CRI is a registered trademark of The Carpet and Rug Institute.    

  Smooth spread technology
  Solvent free

  Antimicrobial protection
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