
 

Step 1: Unpacking Wally Rebounder

Open carton, separate all the parts from 

packing material. Verify all parts are in the 

box. Save packing.  

 

Step 2: Adjusting the Stand Legs 

Beginning with one stand (2), spread open  

legs (9) as shown in Figure 1. Next hold stand 

(2) shaft in one hand and leg collar (8) in other 

hand as show in in Figure 2. Press down on 

leg collar (8) keeping hand out of moving parts 

until legs are about 40-60 degree angle to 

shaft as shown in diagram above. 

SETUP INSTRUCTIONS



 

 

Step 3: Placing the Stands

Select one corner of your ping pong table 

and place one stand (2) at the back of 

your table and one stand (2) on the side 

of your table with the tilt control knobs (3) 

positioned towards the outside as shown 

in Figure 3. 

Step 5: Mounting the Stands

 

Step 6: Lifting the Rebound Board

To move Wally Rebounder slightly 

loosen tilt control knobs (3), lift 

board (1) by cupping hands in 

center at top and bottom of board 

as shown in Figure 6. 

Step 4: Placing the Board on the Table

Lay board (1) at a 45 degree angle on your 

table between stands. Place one hand on top 

of board (1) to hold in place. Loosen height 

adjustment knob (6) and position on mount 

(4) as shown in Figure 4. 

While holding board (1) in one hand and 

with the other hand lift mount (4), 

position tilt control knob (3) and insert 

threaded screw into nut hole (11) as 

shown in Figure 5.  Reposition the board 

or stand if necessary to square up 

mount to strut. Knob should turn easily - 

if not reposition. LIghtly tighten tilt 

control knob (3) and height adjustment 

knob (6). Repeat for other stand. 

SETUP INSTRUCTIONS (continued)

Height 

Adjustment 

Knob (6)


	wally rebounder setup_85x11_page1_4
	wally rebounder setup_85x11_page2_3

