
 

Liability Disclaimer: These instructions are based on carefully document information and years of research.   All customers must 

understand and recognize that they are solely responsible for their own skill and judgement when selecting, installing and 

coding these parts. The author remotesandkeysonline can not be held accountable for discrepancies due to options or 

manufactures variations.  

ELSEMA 
FMT & KEY 301 / 302 / 302DA / 304 

CODING INSTRUCTIONS 
FMT & KEY 301 
Copy the coding sequence in the receiver or match the  
12 x DIP switches on a working remote.  
 
FMT302DA & KEY302DA 
Copy the coding sequence in the 2 receivers or match the 12 x DIP switch on a working remote.  
Channel 1 RECEIVER (Common Entry) code = switches 1 to 4 with the balance off.  
Channel 2 RECEIVER (Private Entry) code = 1 to 4 as Ch1 + balance of switches coded (256 
combinations). 
 
FMT & KEY 302 
Set the RECEIVER code as per 1-10 Then set switches  11 and 12 as described below. 
Button A  is pressed, Switch 11 is transmitted as “ON” (DIP switch 11 is UP) 
Button B is pressed, Switch 11 is transmitted as “OFF”  
(DIP switch 11 = DOWN) 
 
 Wire Link 

 
Wire link is connected (Factory default), switch 12 is “ON” (Switch 12 up) 

 Wire link is cut, then switch 12 is “Off” (switch 12 down) 
Cutting the link gives 3 possible codes - Gate opener is common & two garages openers = 12 ON 
& 12 OFF. 
 
FMT & KEY 304 
Copy the coding sequence in the 2 or 4 receivers or match the 10 x DIP switches on a working 
remote 
IF USING 4 DIFFERENT RECEIVERS WITH KEY-304 
This can be setup as follows: 
1.Make sure ALL the 10 x DIP switches on the remote matches the first 10 x DIP switches of the 
receiver. 
2.Each of the receivers dip switch 11 and 12 configuration is illustrated below. 

 

If your remote does not operate door motor unit as expected 

you will be required to contact us at remotesonline@xtra.co.nz to validate warranty and purchase conditions 


