
 

Liability Disclaimer:  These instructions are based on carefully documented information and years of research.  
The author remotesandkeysonline can not be held accountable for discrepancies due to options or 
manufactures variations.  

 
 

Ditec Remote Coding Instructions 
 
 

Coding using an existing remote  
 

1. Be within 3 Meters of your gates or door 
 

2. Take a remote that has ALREADY been coded to the gate 
Test to make sure it is working. 

 
3. Locate the secret switch position on your existing remote. On the older remotes this is indicated by a 

small hole next to the DITEC name. On newer remotes the hole is located in the center of the buttons 
 

4. Using a pin or paperclip push the secret switch for 5 seconds until the red light on the remote lights 
 

5. Within 10 Seconds – press the button on the NEW REMOTE you want to operate the gate or door 
ONCE ONLY. 

 
6. Wait for 10 seconds for receiver to reset & test 

 
 
Coding directly to the receiver 
 

1. Open the control box & locate the receiver - Ensure that jumper JR6 on the receiver board is on 
 

2. Press the black PRG button for 5 seconds (the LED will illuminate)  
 

3. Press a button on the new remote you wish to activate the device for 1 second 
 

4. The LED will start to flash 
 

5. Wait for about 10 seconds until the LED stops flashing  
 

6. Test your new remote 
 
If coding fails: 
 
This could be because the receiver MEMORY is full. You will need to DELETE all remotes that are store in the 
receiver’s memory & start again 
 
Deleting Codes 
Gate 
Press the little black program button (inside MOTOR BOX) until seeing the red light flashing slowly and release. Press the 
button again until you see the light flashing really fast - release 
Wait for 10 seconds for receiver to reset & test 
 
Garage 
Repeat for the garage door if fitted 
The program button for garage should be in a ADD-ON receiver 

 


