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Connection Units, 20A Switches and Flex Outlets

S t a n d a r d s  a n d  a p p r o v a ls

A ll L og ic P lu s  C onnection U nits  com p ly  w ith  

B S  1363 P art 4: 19 9 5. 

T he 20A  D P  s w itch com p lies  w ith  

B S  E N  60669 -1: 2000

T he flex  ou tlet p late com p lies  w ith B S  5733: 19 9 5.

F u ses  are to B S  1362.

D e s c r ip t io n

A  rang e of 13A  fu sed  connection u nits  and  20A  D P  s w itches  d es ig ned  for the connection of refrig erators , 

w ater heaters , central heating  b oilers  and  other fix ed  ap p liances .

T he rang es  are d es ig ned  for ease of ins tal la tion and  hav e the ad v antag eou s  d es ig n featu res  of the M K  

rang e of w iring  d ev ices .

N e o n  in d ic a t o r s  

P rod u cts  are av ailab le w ith N eon ind icators  inclu d ed  in the rock ers  of the s w itched  connection u nits . 

In the case of u ns w itched  u nits , they  can b e located  centrally  and  u p p erm os t on the face p late. 

N eon ind icators  are integ rally  w ired  into the p rod u ct and  d o not req u ire sep arate connection w hen 

ins talling . T he d es ig n g iv es  175° v is ib ility  in the horiz on tal and  v ertical p lanes .

F u s e  c a r r ie r s

T hese are cap tiv e and  are op ened  b y  a fas t acting , screw d riv er op erated  w orm  d riv e for ease of 

rep lacem ent. A  tam p er-p roof v ers ion is  also av ailab le.

F u se carriers  can b e lock ed  op en u s ing  a p ad lock , L is t N o. K 2000.

F le x  o u t le t s

B ottom  ou tlet ty p es  are s u p p lied  w ith b lank ing  p lu g  allow ing  u se w here the b ottom  ou tlet is  not 

req u ired . S p are b lank ing  p lu g s  are av ailab le.

T he p rod u cts  are eq u ip p ed  w ith v ery  s trong , p u sh-fit ny lon cord  g rip s  m ak ing  ins tallation safe, q u ick  

and  eas y .

F le x  o u t le t  p la t e

A n u nfu sed  flex  ou tlet w ith cord  g rip  and  3 p airs  of term inals .

T e c h n ic a l s p e c if ic a t io n

Electrical

Voltage rating: 

25 0 V a.c .

C u rrent rating: 

C onnec tion u nits  –  1 3  am p  

D P  s w itc h es  –  20  am p  

F lex  ou tlets  –  20  am p

T erm inal c ap ac ity :

S u p p ly  term inal:  2 x  6 m m 2 s trand ed

 2 x  4 m m 2 

3  x  2.5 m m 2 

L oad  term inals :  2 x  6 m m 2 s trand ed

 2 x  4 m m 2 

3  x  2.5 m m 2 

F lex  ou tlet/ 

C ord  G rip  c ap ac ity :

C onnec tion u nits :  m in: 2 c ore, 0 .5 m m  

m ax : 3  c ore, 1 .5 m m

20  am p  D P    

s w itc h es  &  flex  ou tlet p late  

  m in: 3  c ore, 1 .5 m m  

  m ax : 3  c ore, 2.5 m m

P h y s ical

A m b ient op erating tem p eratu re: 

-5 ° C  to + 4 0 ° C  

(not to ex c eed  an av erage of m ore th an 25 ° C  in any  

24  h ou r p eriod )

IP  rating: 

W ith  flex  ou tlet: IP 2X D  

W ith ou t flex  ou tlet: IP 4 X

M ax . ins tallation altitu d e: 

20 0 0  m etres

In s t a lla t io n

W ir in g

P rod u cts  m u s t b e ins talled  in accord ance w ith cu rrent IE E  R eg u lations .

C h a n g in g  F u s e s

1 . U nscrew  the fu se carrier screw  to p artially  eject the carrier.

2 . C arefu lly  lev er the carrier ou t fu rther to rem ov e the fu se. N ote: T he carrier d oes  not com e fu lly  ou t.

3. A lw ay s  rep lace w ith a B S  1362 ty p e fu se (as  u sed  in 13A  p lu g s ) of the correct rating .

4 . C ons is tent fu se b low ing  cou ld  m ean a fau lty  ap p liance. If in d ou b t, cons u lt a q u alified  electrician.

5 . P u sh carrier b ack  u ntil eng ag ing  w ith jack ing  screw . S crew  the carrier d ow n u ntil flu sh w ith s u rface 

of the p late. D o not ov er tig hten the screw .
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� O ptional indicators in the switch rockers 

with 175° visibility in the horizontal and 

vertical planes

� W orm-drive operated fuse carriers for 

additional security (tamper-proof version 

available)

� Fuse carrier lockable in open position

� All supply and load cables can be cut and 

stripped to the same length

� Integrally wired Neon indicators save 

installation time

� Push-fit cord grips, for safer, quicker 

installation

� Angled, top mounted terminal screws 

simplify wiring

� Moulded ‘on’ indicator flash on switches 

cannot rub off –  totally safe

� Captive fuse carrier

� Additional electrical safety from neutral 

‘make first’, ‘break last’ feature

� Secure cable and flexible cord connection

� All terminal and fixing screws operated by 

one-size (4mm) screwdriver

� Backed out and captive terminal screws

Features

Front outlet cord grip Lockable fuse carrier

Note: These switches are not recommended for 

switching large banks of PCs

P L E A SE  NO TE  TH A T TH E  TE R M INA L  L A Y O U T O F TH E  

FL E X  O U TL E T, K 10 90 , IS DIFFE R E NT TO  TH A T SH O WN 

A B O V E . A L L  O TH E R  P R O DU CTS A R E  A S INDICA TE D.

Supply and non flexible load cables

Supply and load cable cords cut 

and stripped to same length

Blanking plug for 

bottom outlet

Bottom outlet and 

cord grip


