
CZ1361、CZ1362 ��(��)LED��	
Explosion-proof (emergency) LED linear light fittings

53 www.cz-ex.net / www.cz-ex.com

CZ1361 / 1362

21 
� 22 
 Zone 21 and zone 22

1 
� 2 
 Zone 1 and zone 2

��：

��(��)LED��	�����304/316L�����，

���������，�!"#$%&'*+，,789:�;

<=。�?���@A7�;BFG，	,A7%&HIJK

MN�OPQRS<。TU���V，OPWQXY[����

R\；^_V，IKBF�OP`R。b100-250V AC、50/60Hz

ijkl[�p�。

Descriptions:

Explosion-proof (emergency) LED linear light fittings are

manufactured by carbon steel, stainless steel 304/316L and the

transparent parts are manufactured by toughened glass. They

have good protection ability due to its high stability and high

mechanical strength. There are sealing gaskets between the

enclosure and transparent parts. The lights have functions

of interlocking compaction device and automatic power off. They

will be automatically power off when open the glass cover and be

energized to work when closed. They can be working in circuit

of 100-250V, 50/60Hz.

The separately certified explosion-proof power supply module

and explosion-proof inverter module inside have the function

of constant current output and over temperature protection.

With the latest high-efficient LED chips, LED light source

module has excellent luminous intensity and color rendering

performance.

Emergency ones have indicators of fault, charging and

discharging.

Mounting accessories available in adjustable brackets and

inserting brackets.

Degree of protection up to IP66.

IECEX and ATEX certified.
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��� Diagram:

����	
��� Mounting circuit diagram for emergency light fittings:

��� Luminous intensity distribution curve: CO/180
C90/270

Cd���� luminous intensity unit:

N L1 L2 PE

N

L
AC100~250V

PE

�����

Emergency linear light fittings

��	
��
External illumination

switch

������������������。

 �!"#$，��&�'(	
����)；

+,$，��-.���/�。

The light fittings have functions such as mechanical

interlocking compaction device and automatic power

off ,which the power of normal illumination and

emergency illumination can be switched off when

the mechanical interlocking device is unlocked by

glass cover , and contrariwise , the mechanical

interlocking can be locked up to be closed and power

would be automatically switched on when the

mechanical interlocking device is locked by such

glass cover.

-/+180
150

120

90

60

-90

30

0

-30

-60

-120

-150

0

300

600

900

1200

1500

CZ1361/ - LED30W□ 1 2×

�����(50%)：116.9

The average beam angle (50%) : 116.9

CZ1361、CZ1362 ��(��)LED���
Explosion-proof (emergency) LED linear light fittings

Explosion-proof LED linear light fittings

CZ1362/ -2 LED30W□ × 2

�����(50%)：116.9

The average beam angle (50%) : 116.9
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CZ1361、CZ1362 ����LED��� Explosion-proof emergency LED linear light fittings

'(	
 Normal illumination

CZ1361/ -1 LED30W1□ ×

�����(50%)：109.8

The average beam angle (50%) : 109.8
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012# Without diffuser

CZ1362/ -2 LED30W1□ ×

�����(50%)：111.7

The average beam angle (50%) : 111.7
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CZ1361/ - LED30W□ 1 2-YJ×

�����(50%)：116.9

The average beam angle (50%) : 116.9

CZ1362/ -2 LED30W□ × 2-YJ

�����(50%)：116.9

The average beam angle (50%) : 116.9
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�����(50%)：109.8

The average beam angle (50%) : 109.8
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CZ1362/ -2 LED30W1-YJ□ ×

�����(50%)：111.7

The average beam angle (50%) : 111.7
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'(	
 Normal illumination '(	
 Normal illumination '(	
 Normal illumination

LED2)

12# 34( )

LED Light source

Diffuser ( )optional

54www.cz-ex.net / www.cz-ex.com



China: CE 17.5006X

IECEx: IECEx CML 16.0116X

ATEX: CML 16ATEX1342X

( Product with isolation switch )�������

Ex d e mb q    C T5/T4 Gb Ex tD A21 IP66 TⅡ ℃80

Ex db eb mb op is q    C T5/T4 Gb Ex tb op is    C TⅡ Ⅲ ℃80 Db

Ⅱ Ⅱ Ⅲ ℃2 G D Ex db eb mb op is q    C T5/T4 Gb Ex tb op is    C T80 Db

( Product with isolation switch )�������

( Product with isolation switch )�������

Intended use: Can be used in zone 1 and zone 2

Can be used in zone 21 and zone 22

Ambient temperature use:

Degree of protection: IP66

Rated voltage: 100 ~ 250V AC    50/60Hz

Color temperature: 5700K

Color rendering index: Ra 80

Power factor: 0.95

Terminals: L1, L2, L, N, PE, each terminal 2 1.5-10mm

Cable entry Moulded plastic 1 M25 1.5 cable gland,

Outside diameter of cable 8-17mm

Moulded plastic 2 M25 1.5 stopping plugs

Conformity to:       2460

T4 at -25        Ta    +40

T5 at -25        Ta    +55
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�� LED ����� Explosion-proof  LED emergency linear light fittings

IECEx: IECEx CML 16.0116X

ATEX: CML 16ATEX1342X

( Product with isolation switch and fuse )��������ABC
Ex d e mb op is q    C T4 Ex tD A21 IP66 TⅡ ℃80

Ex db eb mb op is q    C T4 Gb Ex tb op is    C TⅡ Ⅲ ℃80 Db

Ⅱ Ⅱ Ⅲ ℃2 G D Ex db eb mb op is q    C T4 Gb Ex tb op is    C T80 Db

( Product with isolation switch and fuse )��������ABC

( Product with isolation switch and fuse )��������ABC

China: CE 17.5006X

24 h

0.1 S

120 min

D!EF：

GHIJEF： （ ）

GHMNEF：＞ （ ）

�� LED ����� Explosion-proof  LED emergency linear light fittings

Recharging time: 24 h

Emergency starting time: 0.1    S

Emergency illuminating time:     120    min

（ ）

＞ （ ）

B

� ��� ���	

67 2 !3OPQ，67 2 ;<=>1 M25 1.5 2 M25 1.5
Φ8-17mm

C

R7 2 ST!3OPQ，67 2 ;<=>2 CZ0221/M25 1.5 1 M25 1.5

R7 2 ST!3OPQ，67 2 ;<=>1 CZ0221/M25 1.5 2 M25 1.5

D

E

67 2 !3OPQ，67 2 ;<=>2 M25 1.5 1 M25 1.5

Code

One moulded plastic M25 1.5 cable gland, two moulded plastic M25 1.5 stopping plugs

One brass CZ0221/M25 1.5 metal cable gland, two moulded plastic M25 1.5 stopping plugs
Φ8-17mm

Φ8-17mm

Φ8-17mm

Two moulded plastic M25 1.5 cable glands, one moulded plastic M25 1.5 stopping plug

Two brass CZ0221/M25 1.5 metal cable glands, one moulded plastic M25 1.5 stopping plug

Specifications Cable diameter

	
����� Code of cable gland

CZ1361、CZ1362 ��(��)LED���
Explosion-proof (emergency) LED linear light fittings


�� Main technical data:

���� Meet the standardCertification�� Ex mark����

GB3836 GB12476

IEC60079

EN60079

���� Meet the standardCertification�� Ex mark����

GB3836 GB12476

IEC60079

EN60079
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�� �����	
LED Order specifications of explosion-proof LED linear light fittings:

����

Weight Order No.

CZ1361/23-1 LED30W1-K-B+ □

CZ1362/23-2 LED30W2-K-B+ □

����

Material of enclosure

����

Power of light source

1 LED 30W×

2 LED 30W×

CZ1361/40-1 LED30W2-K-B+ □

CZ1362/40-2 LED30W2-K-B+ □

1 LED 30W×

2 LED 30W×

��

Luminous flux

�� �����	
�( )

Carbon steel ( Surface

white plastic powder coated )

304 ( )�� ������

304 stainless steel

( Surface brushed treatment )

316L ( )�� ������

316L stainless steel

( Surface brushed treatment )

CZ1361/60-1 LED30W1-K-B+ □

CZ1362/60-2 LED30W2-K-B+ □

1 LED 30W×

2 LED 30W×

����
With diffuser

8.60kg

8.70kg

16.15kg

16.35kg

8.28kg

8.38kg

15.40kg

15.60kg

8.28kg

8.38kg

15.40kg

15.60kg

����
Without diffuser

����
With diffuser

����
Without diffuser

����
With diffuser

����
Without diffuser

����
With diffuser

����
Without diffuser

����
With diffuser

����
Without diffuser

��

Current
(Max)

0.16A

0.33A

0.16A

0.33A

0.16A

0.33A

0.16A

0.33A

0.16A

0.33A

0.16A

0.33A
����
With diffuser

����
Without diffuser

CZ1361/23-1 LED30W2-K-B+ □

CZ1362/23-2 LED30W1-K-B+ □

CZ1361/40-1 LED30W1-K-B+ □

CZ1362/40-2 LED30W1-K-B+ □

CZ1361/60-1 LED30W2-K-B+ □

CZ1362/60-2 LED30W1-K-B+ □

3362 lm

2650 lm

6643 lm

5206 lm

3362 lm

2650 lm

6643 lm

5206 lm

3362 lm

2650 lm

6643 lm

5206 lm

���� �����	
LED Order specifications of explosion-proof emergency LED linear light fittings:

���� ��
� 

WeightPower of light source

���

Order No.
���� ����

Normal
illumination

Emergency
illumination

Luminous flux ��

0.16A

0.33A

1 LED 30W×

2 LED 30W×

1 LED 30W×

2 LED 30W×

�� �����	
�( )

Carbon steel ( Surface

white plastic powder coated )

304 ( )�� ������

304 stainless steel

( Surface brushed treatment )

316L ( )�� ������

316L stainless steel

( Surface brushed treatment )

CZ1361/23-1 LED30W1-YJ-FK-B+ □

CZ1362/23-2 LED30W2-YJ-FK-B+ □

CZ1361/40-1 LED30W2-YJ-FK-B+ □

CZ1362/40-2 LED30W2-YJ-FK-B+ □

CZ1361/60-1 LED30W2-YJ-FK-B+ □

CZ1362/60-2 LED30W2-YJ-FK-B+ □

1 LED 30W×

2 LED 30W×

����

Material of enclosure

9.52kg

9.62kg

17.30kg

17.50kg

9.20kg

9.30kg

16.55kg

16.75kg

9.20kg

9.30kg

16.55kg

16.75kg

985

671

1938

1367

985

671

1938

1367

985

671

1938

1367

lm

lm

lm

lm

lm

lm

lm

lm

lm

lm

lm

lm

��������� !" #55 Code of cable gland see page 55

$�%&'()（�+�,）" #57

Order No.of mounting accessories ( No matching not noted), see page 57

����
With diffuser

����
Without diffuser

����
With diffuser

����
Without diffuser

����
With diffuser

����
Without diffuser

����
With diffuser

����
Without diffuser

����
With diffuser

����
Without diffuser

����
With diffuser

����
Without diffuser

CZ1361/23-1 LED30W2-YJ-FK-B+ □

CZ1362/23-2 LED30W1-YJ-FK-B+ □

CZ1361/40-1 LED30W1-YJ-FK-B+ □

CZ1362/40-2 LED30W1-YJ-FK-B+ □

CZ1361/60-1 LED30W1-YJ-FK-B+ □

CZ1362/60-2 LED30W1-YJ-FK-B+ □

0.16A

0.33A

0.16A

0.33A

0.16A

0.33A

0.16A

0.33A

0.16A

0.33A

3282 lm

2610 lm

6461 lm

5399 lm

3282 lm

2610 lm

6461 lm

5399 lm

3282 lm

2610 lm

6461 lm

5399 lm

Current
(Max)

CZ1361、CZ1362 ��(��)LED��	
Explosion-proof (emergency) LED linear light fittings
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���� Outline dimensions:

���� Accessories of mounting:

���	
 �� �

Illustration Descriptions Unit Order No.

������

�Set D8738

Adjustable mounting bracket

	
 ��1 LED 30W

Used for

linear light fittings

1 LED 30W

D8743/123

D8743/223

�Set�������

aaaaaaaaaaaaaaaaaaaaaaaaa
aaaaaaaaaaaaaaaaaaaaaaaaa
aaaaaaaaaaaaaaaaaaaaaaaaa
aaaaaaaaaaaaaaaaaaaaaaaaa
aaaaaaaaaaaaaaaaaaaaaaaaa
aaaaaaaaaaaaaaaaaaaaaaaaa

����Aperture dimensions

CZ1362(1385mm)

3
2
5

CZ1361(750mm)

780

3
7
0

3
5
5

Φ7

370 370

132 2

3
1
0

3
5
5

343 343 343 343

Φ7

1415

3
7
0

�����
Recessed type mounting

Recessed type mounting bracket

30
15

�����

Adjustable mounting

CZ1361(450mm)

CZ1362(800mm)

CZ1361(520mm)

CZ1362(870mm)

7
0

4-Φ8.5

30

15

CZ1361(705mm)

CZ1362(1340mm)

310 14
5

� �

304 ���
304 Stainless steel

Carbon steel

�Set D8743/140

D8743/240

	
 ��2 LED 30W

Used for 2

linear light fittings

LED 30W

316L ���
316L Stainless steel

�Set D8743/160

�Set
� �

304 ���
304 Stainless steel

Carbon steel

�Set

316L ���
316L Stainless steel

�Set D8743/260

CZ1361、CZ1362 ��(	
)LED��
Explosion-proof (emergency) LED linear light fittings
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�� Unit：mm
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