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Part No Power Input Voltage Luminous 
Flux

Luminous 
Efficacy CCT Viewing 

Angle Ra PF Warranty

AC100-277V
 

AC100-277V 

140LM/W

3500K

    
    120° >80 >0.9 5 Years

TS-TPL1-4FT32W-X-XXK 32W 4400LM

TS-TPL1-4FT40W-X-XXK 40W 5600LM

TS-TPL1-4FT32W-347-XXK 4400LM

TS-TPL1-4FT40W-347-XXK 40W 5600LM

TS-TPL1-4FT50W-X-TCP 30/40/50W 7000LM

TS-TPL1-4FT50W-347-TCP 0/40/ 0W 7000LM
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32W
AC100-347V

AC100-347V

35/40/50K

35/40/50K.

4000K
5000K



Model  L×W×H (mm/in)

TS-TPL1-4FT 1200*95*83/47.92*3.74*3.26
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Microwave Sensors Installation

In order to avoid mutual interference during the operation of motion sensor, the installation
distance between lamp and lamp shall not be less than one meter.

Wiring diagram
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LED Driver

LED+

LED-

GND MC090D RC
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DIM+

12V

0-10V

Yellow: GND
white: 12V
white:0-10V

built-in microwave
motion sensor

12V+
12V-
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Model Inner box (L*W*H) Qty/Ctn(pcs) Outer box (L*W*H) N.W/pcs(lbs/Kg) G.W/Ctn (lbs/Kg))

1280 x 380 x 230mm
50.39’’ x 14.96’’ x 9.06’’

1260 x 102 x 90mm
49.61’’ x 4.02’’ x 3.54’’TS-TPL5-4FT 8 5.07/2.3 25.79/11.7
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