
ENGLISH

Type and Features
• Push test switch next to LED indicator
• Polycarbonate body and acrylate screen
• White body with green/clear diffuser
• Visible up to 24m
• Ni‐Cad batteries
• Supplied with running man legends left and right and 

arrows in all directions
• 3 hour emergency duration
• Supplied as maintained
• 3 year guarantee

Description
This LED 3W emergency exit hanging sign provides a 
minimum of 3 hours illumination in the event of a 
power failure. Utilising LED technology offers increased 
energy and cost savings. The LED 3W emergency exit 
sign boasts a longer operating life and requires fewer 
batteries in comparison to traditional emergency 
lighting. 

Datasheet
RS 922-7267
ispot Lozenge LED Bulkhead with PIR

Standards
• EN 60598‐1: 2008+A11: 2009
• EN 60598‐2‐22: 1998+A1: 2003+A2: 

2008
• EN 55015: 2013
• EN 61000‐3‐2: 2006+A2: 2009
• EN 61000‐3‐3: 2013
• EN 61547: 2009 Technical Specification

• Input Voltage 230VAC ~ 50Hz
• Power Consumption: 3W
• Emergency duration: 3 hours minimum
• Battery 4.8V 90mAh Ni‐Cad
• IP Rating IP20
• Length 300 mm; Height 230 mm; Depth 50 mm 


