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LUL-R120A-9P

LUL-R120A-3P

* Low thermal resistance, high efficiency LEDs used ,
low light decay rate extends LEDs life span to 30,000 hrs.
* Stainless steel cover + 6063 aluminum housing used for
perfect-performace heat dissipation;
* Optional on optic LENs;

* IP67 waterproof design with sealed glue plus structure;
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\FRES & BEREH \Model Info & Specifications

BiE/Model LUL-R120A-3P

RS /Size D125xH66mm

# R /Main body

EHE /Weight 1.3kg+5%
KTBR¥R /LED Quantity 33W

KTEkEE /Color

MWAHE /InputVolt 24v
BRAThE /Power(Max.) 9w

EEBE /LENs 20°/30°/40°
#4755 /Control Mode B 5 /Steady

\&MER \Project application

\®EE \Uluminance At A Distance
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Height Eavg, Enax Angle:26.16 deg Dianeter

Note: The curves indicate the illuminated area and the average
illumination when the luminaire is at different distance

316 #E4N+55 /316 Stainless Steel+Aluminum

Baf5 /Steady color

LUL-R120A-9P

D125xH66mm

316N 5§ +4R /316 Stainless Steel+Aluminum
1.3kg+5%

9x 1W

RGB£¥ /RGB

12v/24vDC

9w

15°/25°/40°(3in1)

CTR-RGB-12v/24V

\¥3BSHHE \Distribution Curve

Average baam angle (50%) :26. 3 deg

Unit:ed
—V 0.0 DEG PLAN, 26. 2deg
——H 0.0DEG PLAN, 26. 4deg

LUL-R120A-9P Beam Angle: 25°
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