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* Low thermal resistance, high efficiency LEDs used ,
low light decay rate extends LEDs life span to 30,000 hrs.
* Stainless steel cover + 6063 aluminum housing used for
perfect-performace heat dissipation;
* Optional on optic LENSs;

* IP67 waterproof design with sealed glue plus structure;

2131
4
gl = R VP
M O
O 3
’Z/Unit : mm
St T /Embedded Part

» PAGE 81

C€ IP67 EPISTAR CREE®

\GERES & BEARS8H \Model Info & Specifications

#.2/Model

R=f /Size

# 8§ /Main body

E& /Weight
KTEk# /LED Quantity

KTk /Color
#AHBE /Input Volt

B ATHE /Power(Max.)

BEEBE /LENs

#3%175= /Control Mode

LUL-R145A-6P

D145xH73mm

3L6AREEM+4S /316 Stainless Steel+Aluminum
1.7kg+5%

6x3W

Baa /Steady color

24V DC

18w

20°/30°/40°

Bafe/Steady

\&MER \Project application

\®EE \Uluminance At A Distance

3.2B1ft
im

6.562ft
2m

9.B43ft
3m

13.12f¢
4m

16.4ft
sm

Height

Flux out:277.6 1m

154.0,200.6fc
1658,21601x

38.51,50.16fc
414.5,539.91x

17.11,22.29fc
184.2,240.01x

9.626,12.54fc
103.6,135.01x

6.161,8.026fc
66.32,86.391x

Eavg, Emax

Angle:25,59%deq

2.981ft

4.471ft
136.28cm

5.962ft
181.71cm

7.452ft
227.14cm

Diameter

Note:The Curves indicate the illuminated area and the average
illumination when the luminaire is at different distance.

LUL-R145A-18P

D145xH73mm

3164ER+4S /316 Stainless Steel+Aluminum
1.7kg+5%

18x1W

RGBA¥ /RGB

24V DC

18W

15°/25°/40°(3in1)

CTR-RGB-24V

\¥3BSHHE \Distribution Curve

AVERAGE BEAM ANGLE (50%):28.9 DEG

UNIT:cd
— ¥ 0.0DEG PLAN,28.3dag
— H 0.0DEG PLAN,2%.5deg

LUL-R145A-6P  Beam Angle: 30°
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