
PROJECT :  

         *OPTIONAL ACCESSORIES: 

        CB-E1UF-M25               CB-A2F-U-M25                            SP-M25

        FOR SWA CABLE               FOR NEOPRENE CABLE                            BLIND PLUG

        NICKEL PLATED BRASS               NICKEL PLATED BRASS                            NICKEL PLATED BRASS

Type :  Ex-proof Isolator Location :  

Model :  Legend : Quantity: 

Lamp Source: Control Gear :  N/A

Color Temp  : N/A  Lumen:  N/A IP Rating :  IP66

Description : Dimension: As shown above

Country of Origin :

Comments:

Submitted  Date:

LUMENEX MAMX-02-B2-D, 32A 4 POLE EXPLOSION-PROOF 
ISOLATOR. SUITABLE FOR ZONE 1,21; 2&22 APPLICATION, 
DIE-CAST ALUMINIUM ALLOY HOUSING, IP66, IECEX & ATEX 
CERTIFIED. CABLE ENTRIES 2XM25, PLEASE CONTACT 
SALES OFFICE FOR OTHER CONFIGURATIONS.

SPECIFICATION

MAMX-02-B2-D (32A/4P)

China

Consultant

Revision: Approved by: Signature:

Architect

в о д о н е п р о ницаемости,  момент затяжки болта составляет 6 н.м.  
д л я  о б еспечения взрывозащищенности корпуса ящика и 

t h e  t i g h t e n i n g torque of  the bolts is 6N.m
a n d  w a t e r p r o o f  performance of  the enclosure,

I n  o r d e r  t o  e n sure the explosion-proof


