
METALCLAD PLUS 
SURFACE 
MOUNTED 
WIRING DEVICES



All MK products are made to stand up to the 

wear and tear of everyday use, but in some 

areas you need them to be even tougher. 

That’s why the Metalclad Plus range of surface 

mounted accessories is ideal for factories, 

workshops, garages and sheds. Made from 

heavy gauge steel they’re tough and impact 

resistant and they look good too. There is a 

wide selection of surface mounted products 

in the range including light switches with red 

rockers and RCD protected socket which is 

essential when operating power tools.
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Tough and impact resistant 
Metalclad Plus is ideal for factories, workshops, garages 

and sheds. 

Comprehensive range 
Suits all your needs where hard wearing performance is 

required.

Frontplates have smoothly chamfered edges 
Fits flush with the backbox providing a neat finish.

Metallic powder paint
Finish is corrosion and 

scratch resistant

Double pole 
switching

Highly impact 
resistant

Stylish Curved 
Design

Boxes available with 
or without knockouts

Specifically designed 
back boxes
Ensure neat and exact fit

When servicing or repairing 
appliances fuse carriers on 
connection units can be 
padlocked for additional 
safety

A secret key-operated switch 
helps prevent unauthorised 
usage

An optional tamperproof 
screw on the fuse carrier 
is particularly useful for 
appliances in public areas

In-line terminals  
means that cables can be 
cut to the same length. 
White printing gives instant 
terminal identification

A simple but effective cord 
grip securely holds the cable 
in connection units

Backboxes come  
with or without side 
knockouts. All boxes have a 
central knockout in the base 
for added on-site flexibility



Socket Outlets
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K6102 ALM
1 Gang 13A RCD  
Protected 10mA  

Tripping Current for  
Active Control Circuit

K2946 ALM
13A 2G DP

Switch Socket

K2977 ALM
13A 1G DP

Switch Socket

K2477 ALM
13A 1G DP SW.SKT/

Neon

K2477 RR ALM
13A 1G DP SW.SKT/

Neon/ Red SW

K2977 RR ALM
13A 1G DP SW.SKT/

Red Rocker

K2946 RR ALM
13A 2G DP SW.SKT/

Red Rocker

K2446 ALM
13A 2G DP SW.SKT/

Neon

K2446 RR ALM
13A 2G DP SW.SKT/

Neon/ Red SW

RCD protected sockets  
provide a high level 

of protection against 
electrocution

G2873 ALM
1 Gang 15A  

SP Shuttered  Switch 
Socket Outlet

ALL UNITS ARE SUPPLIED WITH BACKBOXES 

Switches

G4471 W1 ALM (1 way)
G4471 ALM (2 way) 

1 Gang 10AX SP Switch

G4473 W1 ALM (1 way)
G4473 ALM (2 way) 

3 Gang 10AX SP Switch

K5212 ALM 
1 Gang 20A DP Switch

K5232 ALM 
1 Gang 20A  

DP Switch with Neon

G4472 W1 ALM (1 way)
G4472 ALM (2 way) 

2 Gang 10AX SP Switch

G4471 W1 RR ALM  (1 way)
G4471 RR ALM (2 way) 
1 Gang 10AX SP Switch

with Red Rocker

G4473 W1 RR ALM (1 way)
G4473 RR ALM (2 way) 
3 Gang 10AX SP Switch

with Red Rocker

G4472 W1 RR ALM (1 way)
G4472 RR ALM (2 way) 
1 Gang 10AX SP Switch

with Red Rocker
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ABOVE UNITS ARE SUPPLIED WITH BACKBOXES 

Connection
Units

Boxes

K942 ALM  
DP Switched 

K942 KO ALM  
With Tamperproof Fuse 

Carrier Screw

K962 ALM  
DP Switched with Neon

K962 D6 ALM  
DP Switched with Neon 

and Red Rocker

K932 ALM  
DP Switched with  

Flex Outlet

K972 ALM  
DP Switched with  

Flex Outlet & Neon

K972 D6 ALM  
DP Switched with  
Flex Outlet, Neon  

& Red Rocker

K954 ALM  
DP Unswitched 
K954 KO ALM  

With Tamperproof  
Fuse Carrier Screw

K983 ALM  
Unswitched with Neon

K8891 ALM  
5 x 20mm  
Knockouts

K8821 ALM  
Without Knockouts 
1 Gang 38mm Box

K8892 ALM  
7 x 20mm Knockouts

K8822 ALM  
Without Knockouts 
2 Gang 38mm Box

K8901 ALM  
5 x 20mm  
Knockouts

1 Gang 46mm  
Deep Box

K8902 ALM  
4 x 20mm & 4 x 25mm 

Knockouts
46mm Deep Box

Data / Voice 
Modules

K455 WHI  
RJ45 Category 5e 

Data Socket 1 Module

K458 WHI 
RJ11 Telephone / 

Data Socket 1 Module



Dimensions

1 Gang  
Deep Box  
(K8901 ALM)

1 Gang Frontplate 2 Gang Frontplate

Knockouts: 7 x ø20.5mm,  
1 x ø20.5mm in base

2 Gang Box and  
3 & 4 Modules  
Grid Box

2 Gang 
 Deep Box  
(K8902 ALM)

Knockouts: 5 x ø20.5mm, 
1 x ø20.5mm in base

1 Gang Box and 
1 & 2 Modules 
Grid Box
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