FZC Br7kBrERhERIFiE

FZC Weatherproof Control Station

R FAiAFR Application

EZATEERRES. BMEGA;

= T[EFNE. Rah. EMERSTERTEIE;

- BRTARM. BETFANTERRES <LK
HERE S HT T

= Widely used in ocean platforms. ships. etc.:

= Can reliably work in severe environment where is easily
affected by moisture, vibration or corrosion;

= Suitable for the switching on/off of AC/DC low-voltage
electric circuit of ships and offshore platform.

i Features

* 5h5E R FGRPIRE AT S LA S 03 16L AL,
BERZAFTRE, UG EREFLS;

» AR AR BN, SMETERREN,
B RFEIGK P LB E e

= The enclosure of G.R.P or high quality 316L stainless
steel. corrosion-proof, anti-impact, antiaging. no
deformation:

= Labyrinth sealed structure, the exposed fas-tener is of
stainless steel, with good weather-proof performance.

B=S& W Catalogue Number Logic
FzC-[1-ALBL DL KL [

G: #ER
€SI Hanging type
Mounting | |. i

Vertical type

S R

Switch unit

feRAT T

Indicator unit

HRATT

Meter unit

BT

Button unit

S: TR
ShFEt TR Engineering plastic
Enc\os_u‘re G: FEH
s Stainless Steel
PRk A LRSI

Weatherproof control stations

=

DL -0 voee--

=

&gt Button unit
AD-O00DO00

FRLRS
Button head code
e Av
Contact code

"E

Number
HEHES

Button head code

]

Contact code
i
Number

B

Total number

=

Button

IERITETT Indicator unit

ETRIRS
Indicator code
e

Number
TR S
Indicator code
HE

Number

AyE

Total number
BT

Indicator

FZC ~'G

B H$ET Meter unit
BLFALKCYOD)-~~VLC)-+

L Bz
Measuring range
fE

Number

BER

Voltmeter

Measuring range
E3=s
Number

BR

Ammeter

BE

Total number

Bk

Meter

Fr&&5% Switch unit

KO- 00/ OO

Switch code
— 8
Number
FRRS
Switch code
e
Number

BHE

Total number

i

Switch

]L%%ﬁ%
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EARE% Technical parameters

HUERLE Rated voltage 220V/380V. 230V/400V
HE B Rated current 3A

iR ESEE Temperature —_40°C~+55C

BREELR Degree of protection P66

B4I5[ A\ B Cable entry M25%1.5 ®9~®16mm
T Mounting $E5% Hang type

SMER Outline dimension
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FZM BazkRGBh i ERRRFF X

FZM Weatherproof Illumination Switch

) @ ¥aps

FamiEtt Features

 SNERFAGRPHEMREAE, REMELTER, fuhd
i BT Il A s

* KPR R EE LY, SETENEEL, BERY |
BRI R B PERE

= The enclosure of G.RP, anti-aging. no deformation, corrosion-proof, /
anti-impact:

= Labyrinth sealed structure. the exposed fastener is of stainless steel,
with good weatherproof performance.

B EHEERRY AR
ity w230V im0
BEMUROSARSY  JnNELA 7

BS& Y Catalogue Number Logic
FZM- [ [
-
e A: B#F Single pole "
FRRS B: W4k Double pole

Switch code
D: 332 Double control

FUEE R Rated current
A7k B A5 8 IR EA TR Weatherproof illamination switch

iEfiZE Selection table

BISHUE Type FZM-10A FZM-10B FZM-10D
45° 135° . ‘ 45° 135° : ‘ ¢ ‘ a5 1250 2| 4 |
P T |
combination type of contact w W 1 \/
1 1] 3 1
FhE switch code B3F Single-pole Mk Double-pole R Double-control

$ARS% Technical parameters

FEHE Rated voltage 250V
HEE I Rated current 10A

SR RESEE Temperature _A0°C~+55C

BAHPEEER Degree of protection P66

5| AR Cable entry M20x15 ®10~®14mm
LFTTE Mounting 3 Hang type

SMEZR~ Outline dimension

92

85

112

4-04.5
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EiREF R iEZRE RS

PLUGS AND SOCKETS, JUNCTION BOXES

series

/

TE—RIENE TRE
Create

A Famous Marine & Offshore
Products Brand




BXJ53 BhIRFhEREZAE

BXJ53 Explosion-proof Corrosion-proof Junction Box

R FAiAFR Application

s EZNETEETIESEEELES. SRR,
FRSEHAL. B RADASRIRINE, teh®
SERE. B4 NG

 EIFERE. iRzh. WS STNERTRETIE,

< ERATFEREMERTEIR. 2K, 21K, 22K%
ZER.

= Widely used on various marine platforms, chemical
tankers, LNG ships and dangerous cargo wharfs for
electric connection, or wire connection.

= Can reliably work in severe environment where is easily
affected by moisture, vibration, or corrosion.

= Explosive hazardous atmosphere Zone 1. Zone 2,
Zone 21, Zone 22.

BIS& WY Catalogue Number Logic
BXJ 53 - [/ [ D () L CI(C) X CHE) R ()

HEEE OEL(WRLY) Inlet number(thread)
A Right inlet

LR O3B0 Inlet number(thread)
T/t Bortom inlet

4 MER(HRSY) Inlet numberf(thread)
LStk Leftinlet

HLE OE(IBLL) Inler number(thread)
LF#EE Top inlet

HHTFEL Number of terminal
SHFHUER Rated current of terminal
WITHFS Desigan No.

FAIRIEERFE Explosion-proof junction box
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EARE% Technical parameters

HITFRHE Conformity to standards | IEC60079, ENBO079, GB3836, GB12476, CCSAZMSE (CCS standard)

R E Ambient temperature ~40°C~+40C -40°C~+60°C
B IBARAE Ex-Mark ExelICT6 Gb ExellCT4Gb ExelICT5Gb ExelIC T4 Gb ExelICT3 Gb
e : Ex1D A211P66 TBOC | ExtD A211P6ET130°C | ExtD A211P66 T95C | ExtD A211P66 T130°C | ExtD A21 IP66 T195°C
FELE Rated voltage <690V <690V <690V =690V =690V
FE S Rated current <63A B80A=I|=630A =10A 16A=<1<400A 500A<|=630A
[bagiaE294 Degree of protection P66
BRI Corrosion-proof WF2
FHEBAFE DRERNSINEE, DURBHMRARNSINES, BESIHA SRR Mg T
BATE| AR Cable entris The products can be supplied with cable gland, if needed, please select other cable glands in accordance with
our company’s relevant product selection manual.
LT Terminal LT REYmT Special terminal

SMEER S Outline dimension

e, tD FEEAS | IMERS (mm) Outline dimension | BE4k 3 F#18 Number of terminal
ngilgsure A |B |C |[D |[E |F |G |25mm’ |4mm® |6mm°® |10mm® |16mm’

1 170(150(120|197|120|7 |228|12 10 8 / /

I 220|180|120|247(150|7 |278|20 15 12 10 8

” I 300(200|135|327|170|7 |358|30 25 20 16 12

‘L. z w‘ " v 250(250(160|277|220|7 |308|27 23 18 15 13

v 360|220 |135(387(190(7 |418|40 35 30 25 20

5 Vi 300|330(160|327|270|7 |358|80 60 50 44 36

@ Vil 360|360|135(387(330|7 418|100 80 60 25 20
[j VI 400|300 (160|427 |270|7 |458|110 90 70 30 25

B | | X 500|400|210 (536|366 (11 |570|160 120 100 80 70

X 480|480|160 (516|446 |11 550|210 150 100 80 60
X1 600|500|210 (636|466 |11 670|230 220 180 120 110
X1 800|600 [ 206 | 850|540 | 14 | 900|280 225 200 150 120
XII  |1000|800|300|1050(740( 14 |1100(300 270 240 165 135




BXJ53 BhIRFhEREZAE

BXJ53 Explosion-proof Corrosion-proof Junction Box

#HARZ2# Technical parameters

HITFRHE Conformity to standards

IEC60079, ENB0079, GB3836, GB12476, CCS AZHFNSE (CCS standard)

IR Ambient temperature

—40°C~+55C

B IBARRE Ex-Mark Ex d 1B T6 Gb/Ex tD A21 IP66 TBOC Ex d 1IC T6 Gb/Ex tD A21 IP66 T8OC
HEHE Rated voltage <690V <690V

FAEE I Rared current <630A <400A

bagiaE27 Degree of protection P66

PSR Corrosion-proof WF2

5| A O Cable entris

FAREABG EERREINEE, hRERMENSHCINEE, RESIHATIERmERTFH
The products can be supplied with cable gland. if needed, please select other cable glands in accordance with
our company’s relevant product selection manual.

JELR T Terminal

T gL F Special terminal

SMEER < Outline dimension

8. tD SRS | SMERST (mm) Outline dimension | 32835208 Number of terminal
Eg;l;}sure A |B [C |D |[E |F |G [25mm®|4mm® |Bmm® [10mm® |16mm®
A & ¢ I 250/200(110(150|180|210|6 24 20 15 / /
pPreooes ey Il 300/200(110(200(180 210|686 |30 23 18 12 8
- E —/ 5 wlu I 350/200(110|250|180|210(6 |30 25 20 15 10
L d 8% 350|300|200|250(290|330|6 |60 50 40 30 20
e v 450|350(210(330|318|358 |6 70 60 50 40 30
’ VI 560|400|210|420(370|420|6 |75 70 1515 45 35
Vil 634|434 | 265 (494|404 | 454 |8 |80 75 60 50 40
VIl 720|560 (275|580 |530|580 |8 100 20 80 70 60
1C. tD EEARS | #MERST (mm) Outline dimension JELL T BB Number of terminal
§ G ¢ H E;;I:sure A |[B |C |[D |E |[F |G [H |256mm[4mm® |6mm® |10mm’® |16mm’
S L —L 1 200 |200( 150|226 | 150|260 |20|30|30 24 20 16 10
I 300 |300(150|351|250|400| 15|30 |40 32 26 20 18
ou KD ] o = 1 400 | 400 [ 150 | 451 | 350 | 500 | 15|37 | 50 44 36 32 25
\v 1A% 500 | 500|250 |561|450|610|15|50|60 54 50 40 30
= A% 600 | 600 [ 400|651 | 550|700 | 15|50 |80 60 b5 45 35
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A e 22352545 Outline and mounting type

e. tD
1| 135
18 Type 1
IB. tD
250 1o 300 6 1Mo 350 6 110
ey ] S m " [
gl — Mae gl — df=s] @ g = fea) @
i © 1 I © il bl
le] o o | o o o o © .0 o o 0. O |
- - = - ]
150 200 250
I & Type 1 O Type O M Type I
nc. tb
400 .
260 351 1
26 300 15 150 30
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= | ' K=
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S\ /& i ¥
=
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A Type 1



BHD51 fhiBiR&%=

BHD51 Explosion-proof Terminal Box

RZFEAER Application

s TREATEEIESEELTES. B FER.
FARSEREAG. EEMIDLERER X EEA.
B R i fl LR a0 i

« EIEEE. {R3h. WSS TSR,

- BATEBEMRRTRREIK. 2K. 21K, 22K%
ZER.

= Widely used for connection of lighting, power or control
circuit on various marine platforms, chemical tankers,

LNG ships and dangerous cargo wharfs etc. 346 Brass
= Can reliably work in severe environment where is easily
affected by moisture. vibration, or corrosion.
= Explosive hazardous atmosphere Zone 1. Zone 2,
Zone 21, Zone 22.
A4 Stainless steel
BIE&\W Catalogue Number Logic
BHDS1 -0 O
L SMERS: A-E
Outline code: A-E
SRS
Thread spec.
Ess
Explosion-proof Terminal Box
BHD51 RIIBELRENS, SIMERER—RR
Code. outline and description of BHD51 series explosion-proof terminal boxes
RS SN FF S ElNi7 B
Code Qutline Description Code Outline Description
—iEF m5E
A ; ; D s 1
One entry in horizon Four entries in horizon
B HATETE
3 O | EE e - O hossimiis
Two direct entries in horizon Two perpendicular entries in horizon
" A =EF
Three entries in horizon
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EARE% Technical parameters

HAFTHRA Conformity to standards IEC60079, ENBO079, GB3836, GB12476, CCSAZRITE (CCS standard)
BAtBARE Ex-Mark Ex d IIC T6 Gb / Ex tD A21 IP66 TBO°C

HUELE Rated voltage 380V

FUE B Rated current 20A

FAHAS4R Degree of protection P66

BHEELR Corrosion-proof WF2

WETFETR Number of terminals 4355 F 4 terminals

BESEE Temperature —-B0°C~+55C

4hE2 R~ Outline dimension

FEESM Stainless steel

76
EBETME(®,mm) 125
Cable outer diameter Thread
6.5~10 M20x 1.5
10~14 M256x 1.5
12~17 M32x1.5

124

T Brass



BCZ8060 FhiRhfEiGERIcE

BCZ8060 Explosion-proof Corrosion-proof Plug And Socket

RFAFR Application

s TRERTERTESEELTES . BELER.
RRVERIAN . BB MDA aks DU A B

#;

* TIEEENE. RE). BETRSIER TR,
«EATEEMARIEIR. 2K, 21K, 22KE

E5 1

= Widely used on various marine platforms, chemical
tankers, LNG ships and dangerous cargo wharfs for

electric connection;

= Can reliably work in severe environment where is easily
affected by moisture. vibration, or corrosion;

= Explosive hazardous atmosphere Zone 1. Zone 2,

Zone 21, Zone 22.

BS&W Catalogue Number Logic

BCZ8060- 1/01/ 1/ 0/

T

F: Bl (N AE) Auxiliary contact (optional)
L: PEIERR (RSB NASE) Connector (No need to note for plug and sockets)

T: 3k Plug

Z: $EFE Socket

BEL Pole number
FEHE Rated voltage

FERF Rated current

FARS% Technical parameters

- [hIgIEIESEE Explosion-proof plug and socket

B 744 Conformity to standards

IEC60079, ENB0079, GB3836, GB12476, CCSAZRASE (CCS standard)

[hIBFRA Ex-Mark

ExdellICT6 Gb |

ExdelIC T4 Gb

Ex 1D A21 IP66 TBOC

FEE I Rated current 10A. 16A ‘ 20A. 32A 50A, B0A. B3A 100A, 125A
FA#AEE4R Degree of protection P66
A EESFER Corrosion-proof WF2
ik C8RLY Inlet thread 1xM25x% 1.5 1%M40x 1.5 1% M50 1.5 2xM63% 1.5

kTR B AN
Cable outer diameter of plug
or connector

B 08~ 0 14mmEELE(2P, 3P)
EE 08~ 0 16mmEBL(4P. 5P)
Suitable for cable of @8~®14mm(2P, 3P)
Suitable for cable of ®8-®16mm(4P, 5P)

BE 09~ 0 19mmeRds
Suitable for cable of
O9-®19mm.

BE 019~ 0 26mmEEE]
Suitable for cable of
®19-026mm.

BA 019~ 028mmeE 4]
Suitable for cable of
®19-028mm.

TREEERATIME

Cable outer diameter of socket

HEAREATEDQME | AR

The cable of socket is according to the selected DQM cable gland.
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IMER S Outline dimension

154
120 90
116 80 10
9 102
@72
b r:
5 [ F 1 5 L
FE i@ |
- ®
2 g L2
=] =]
HRE(Z) AT AR R JHE(Z) AT (L) EEER
Socket Plug Connector Plug and socket Socket Plug Connector Plug and socket
16A-21%. 3% 16A-2 pole, 3 pole 16A-4%% 16A-4 pole
178
110
& 102
ol | 1
L
HEE(Z) HERERR(L)
Socket Connector
16A-58% 16A-5 pole
120
113
gl 1 | ©100 J
[T =
“l b q -
a 2
5 q o &
HEE(Z) ARRIEA(T) 3tk SRIESL(T) HERERR(L) SRR
Socket 4 pole plug 3 pole. 5 pole plug Connector Plug and socket
32A-31%. M%&. 58 32A-3 pole. 4 pole, 5 pole
305
236 276
| 216 |
| 118
il N 82
g
& 2 g .
E 28mm(f}inch) . S =
EEE(Z) () iR
Socket Plug Plug and socket

63A/100A/125A-4%% . 5% 63A/100A/125A-4 pole, 5 pole



BCZ85 FhiEiEiExE

BCZ85 Explosion-proof Plug And Socket

R FAER Application

s RERATEIIESEELTES. SRR,
FRSIERE. ERRTASERREMNBESE
#;

* TIEEENE. RE). BETRSIER TR,

«EATEEMARIEIR. 2K, 21K, 22KE
wAr.

= Widely used on various marine platforms. chemical
tankers, LNG ships and dangerous cargo wharfs for
electric connection;

= Can reliably work in severe environment where is easily
affected by moisture. vibration, or corrosion;

= Explosive hazardous atmosphere Zone 1. Zone 2,
Zone 21, Zone 22.

BIS&W Catalogue Number Logic
BCZ85 - 1/ 1/01/ [

T: ¥k Plug

Z: FEE Socket

HHEEBNASE No need to note for plug and sockets
#HEL Pole number

FEHBIE Rated voltage

FEETR Rated current

FAIRIERESRE Explosion-proof plug and socket

FARZ#E Technical parameters

HiTtRAE Conformity to standards
FHIBARE Ex-Mark

IEC60079, ENB0079, GB3836, GB12476, CCSAZRHSE (CCS standard)

Ex d IIC T6 Gb / Ex tD A21 IP66 T8OC

HEHE R Rated current 10A. 16A 20A, 32A 50A. 60A. 63A 100A. 125A
BA$REELR Degree of protection P66

el %3 Corrosion-proof WF2

HE3k: SIAN OIS Plug: cable entry | 1xM25x15(2P, 3P, 4P) | 1xM32x 1.5(5P) | 1xM32x 1.5 1xM50x%1.5 1xM50x% 1.5
FEEE: BRI MR

Socket: flameproof interal thread 2xM25x1.5 2xM32x1.5(5P) | 2xM32x1.5 2xM40x 1.5 2xM50% 1.5

fhLETAME

Cable outer diameter of plug

FEE 10~ 14mmeEB#i(2P. 3P, 4P)
BEE 12~ 17mmeEB45(5P)

Suitable for cable of @10~®14mm(2P, 3P, 4P)
Suitable for cable of ®12-®17mm(5P)

BEE012-017Tmmg s
Suitable for cable of
Q12-®17mm.

EE 0 18~033mmeL 4T
Suitable for cable of
©18-®33mm.

4018~ 033mme
Suitable for cable of
18- D 33mm.

THEERATSME

Cable outer diameter of socket

HREREAMEDOMS | NER

The cable of socket is according to the selected DQM cable gland.
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IMER S Outline dimension

105

R HREE(Z) L(T) TEERE REE(Z) (M)
Plug and socket Socket Plug Plug and socket Socket Plug
BCZ85-16/J/[/2P. BCZ85-16/1/1/3P. BCZ85-16/1/[J/4P BCZ85-16/1/]/5P

192

R kR HERE(Z)
Plug and sacket Socket Plug and socket Socket
BCZ85-32/(1/C1/ BCZ85-63/C1/C1/O

675

R HREE(Z) Fh3K(T)

Plug and socket Socket Plug

BCZ85-125/1/[1/]



BLJ85 PhldiEixss

BLJ85 Explosion-proof connector

R FAER Application

s EZNETEETIESEEELES. SRR,
FRFEHA. Bl MT0L SR KA aReT
BRI IRAER;

* TIEEAE. RE). SRS INRRTREIME;

« ERTEEMERIMEIR. 2K, 21K, 22K%
.

= Widely used on various marine platforms. chemical

tankers, LNG ships and dangerous cargo wharfs for Ef’l:)
electric connection of instrument or equipment.
= Can reliably work in severe environment where is easily
affected by moisture, vibration, or corrosion; ’
= Explosive hazardous atmosphere Zone 1. Zone 2,
Zone 21, Zone 22. L(iE#zsR) . ‘

Connector

Z(WRRTEIRE)
iti=t=gV} Cata|Ogue Number Logic Panel mounting socket
BLJ 85-00/J/0J/0
L: ¥%$E8% Connector
T: 42 Plug
Z: RATHEEE Panel mounting socket
8% Pole number
MEBE Rated voltage
FUEBE Rated current
®ITFFS Design No.

BhIREERERS Explosion-proof connector

FmistE Features

= SNERARRESEMR, TEAREANTE, mwE; = Enclosure is high-quality aluminum alloy, with anodized surface, corrosion resistance:
« EREETREESEAS, BEWR. BT, I = Threaded locking after being well connected. anti-shock. anti-looseness, and can effectively

LR prevent accidental pulling out or insertion:
Ll

= Highly conductive contact, reliable contact after insertion;
- BSRIHERA, REEERTE;

= Core material is insulating thermoplastics engineering plastic. VO level flame retardant;
= Beaurtiful appearance:

= ORI ARE M TG, VORFEM;

- SMLEEUA = In the form of plugs, sockets, connectors. panel mounting socket etc.:
= EREEL. . EEE. RASEES . = Connector can be quickly connected to the electric equipments which are located in hazardous
« AR T SEk KB SR & A ERENERE, T2, areas, with safety. reliable and easy breaking performance.

o, BEIH.

¥ARSE Technical parameters

HITHRHE Conformity to standards | IEC60079, EN60079, GB3836, GB12476, CCSALRIMSE (CCS standard)

BhiBFRE Ex-Mark ExdellIC T6 Gb / Ex tD A21 IP66 TBOC Ex d e lIC T4 Gb / Ex tD A21 IP66 TBOC
528 IR Rated voltage AC200~250V. AC110~130V. AC200~250V. AC380~415V.
- & AC380~400V, AC/DC12~24V . AC/DC36~50V AC480~500V., ACB00~690V
HIEELIAT Rated current 10A. 16A 25A, 32A. B3A. 80A. 100A. 125A
BRIPEELE Degree of protection |P66
PSR Corrosion-proof WF2
1B &L Pole mumber 2,8 4 5 4.5
e T— A D17~ O 24mm(25/32A). © 22~ ®32mm(B3/BDA).

28~ 0 41mm(100/125A)
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IMER S Outline dimension

D41
45
5

b
©
;%%._Afo
€(9§ . {: 2507
L2 HRAT AR —
Connector Panel mounting socket 30
50
gZix
BLJ85-10, BLJ85-16 Wall type

65 83
54 |axp5 1208
-+
F 0
93 2
L=}
to fe}
sk HRATE IR
el Plug Panel mounting socket
Connector
BLJ85-25. BLJB5-32
332
= = = = 102
= = g = < 30
= = ® — i ° =
= £ = | =
| = -
J:lu 216
1 g
1]
| L G
= Plug Panel mounting socket
HERER
Connector
BLJ85-63. BLJ85-80
366
‘ 92
% = 15 |#®65 30
o [k ==t
‘Kx\ —e (=)
225
sk HRATE AR
Plug Panel mounting socket
TR
Connector

BLJ85-100. BLJ8B5-125



FCX BaKBrphEiiExE

FCX Weatherproof Plug And Socket

R FAiAFR Application
CERTERRHRTS. BEFHE

= T[EFE. Rah. EMERSFERTRIIE,
= Widely used in ocean platforms. ships. etc.;

= Can reliably work in severe environment where is easily
affected by moisture, vibration or corrosion.

BS& Y Catalogue Number Logic
Fox-0/0/0/0 O

T— St AAEX

Mechanical interlocking

T: Tk sk
Industrial plug

zZ T FfEE

Industrial socket

L: Tk A ReRR (iR B AT

Industrial connector(No note for full set)

LT

Number of pole

415: 380~415
250: 200~250
130: 100~130

WE IR

Rated current

WKL R

Weatherproof plugs and sockets

i%fiE Selectiontable

i Tk FEEE(HBE) R (HTUAREA ) TR
Corrosion-proof Plug Socket (surface mounted) Socket (Mechanical interlocking) | Connector

2
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ikfiZ%E Selectiontable

. MEHE (V) i
BISHIE bl 240d Rated voltage B TREL h IERE
Type Corrosion-proof Color Number of pole Ambient temperature

GB IEC/EN/EAC
110V 100V~130V 2P+E 4
250V 200V~250V [=—=) 2P+E 6
250V 200V~250V - 3P+E 9
250V 200V~250V =0 3P+N+E 9
FCX-16/C0/0 IP67 415V 380V~415V =] 2P+E 9
415V 380V~415V L] 3P+E 6
415V 380V~415V = 3P+N+E 6
500V 480V~500V (=] 3P+E 7
500V 480V~500V = 3P+N+E 7
110V 100V~130V 2P+E 4
250V 200V~250V = 2P+E 6
250V 200V ~250V = 3P+E 9
250V 200V~250V == 3P+N+E 9
=] A .
FCX-32/00/00 P67 415V 380V~415V =) 2P+E 9 EPGB*H—‘&'
Chinese GB
415V 380V~415V = 3P+E 6 -
415V | 380V~415V = 3P+N+E 6 -40°C~+45C
500V 480V~500V = 3P+E 7 =
i ERFIECH A/
500V | 480V~500V = 3P+N+E 7 Sk BENATAE .
110V 100V~130V 2P+E 4 International IEC
standards;
250V 200V~250V - 2P+E 6
European EN
250V 200V~250V [ 3P+E 9 standards:
250V | 200V~250V - 3P+N+E 9 -40°C~+55C
FoX /00 (-60°C~+60°C
-B3/ P67 415V 380V~415V L 2P+E 9 Ti/Optional)
415V 380V~415V - 3P+E 6
415V 380V~415V = 3P+N+E 6
500V 480V~500V aee) 3P+E v
500V 480V~500V [ ] 3P+N+E 7
110v 100V~130V 2P+E 4
250V 200V~250V = 2P+E 6
250V 200V~250V L] 3P+E 9
250V 200V~250V =] 3P+N+E 9
FCX-125/J/000 P67 415V 380V~415V - 2P+E 9
415V 380V~415Y - 3P+E 6
415V 380V~415V &= 3P+N+E 6
500V 480V~500V (] 3P+E 7
500V 480V~500V [ ] 3P+N+E 7

A R EAmETRRE A ERES,

Note: voltage/color can be supplied upon request.



FCX BaKBrphEiiExE

FCX Weatherproof Plug And Socket

¥aBs

SMEE R Z %255 Outline and mounting type

R4 SR e () | Do e e
Product appearance Outline dimension Rated current a b c d of pole

142 97.2 & 70 3

16 144 102.5 = 78 4

147 102.5 - 87 5

186 133 = 94 3

IP&7 32 186 133 = 94 4

180 129 = 101 5

238.3 | 1553 = 112.2 3

63 238.3 | 1553 = 115 4

238.3 1853 = 112.2 5

291.1 210 = 131 3

125 291.1 210 = 131 4

2911 210 = 131 5

146 72 80 - 3

16 166 79 88 = 4

2 @ 172 89 95 - 5

& L = 212 9 98 - 3

IP&7 ' . — 32 212 9% 98 = 4

213 102 105 " 5

270 113 123 = 3

63 270 113 123 = 4

= 270 113 123 - 5

- S 310 125 135 = 3

e ’ 125 310 125 135 - 4

310 125 135 _ 5
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SR ZH%EH) Outline and mounting type

. b M i@sy | S Parameter 1B
s SMERT e ()| LHAORA i o
roduct appearance Outline dimension Rated current et andavtet ol e el |[f |h |[of pole
1% M25+ 95 |102|115|64.2 |77.5/88 |5.5/|128| 3
e 1% M25
t 16 BEETL 95 |102|124 |64.2 |775/88 |55|128/| 4
¥ Know-down
6__ ] : hole 95 102|120 |64.2 |775(88 |55/132| &
g "’ = s <
i 1% M32+ 120|112 143 (90.2 |79 |98.5|55/160| 3
2 ¢ 1xM32
IP&7 £ 32 BETL 120|112 143 (902 |79 |98.5|55/160| 4
Know-down
hole 120|112 150 (90.2 |79 |98.5|55/160| 5
. 170|118 |171 (1345|103 |- |6.1|216| 3
p é il 5 1 x M40+
El 2 % M40
.- ) 63 BUETL 170|118 (171 (134.5|103 |- |6.1|216| 4
& —® Know-down
hole
IP&7 5= L
170|118 171 [134.5 (103 |- |6.1|216| 5
. 264|163 203|240 |140 |- |8.1/|313| 3
==
FTY TR TP
=]
e B 125 2 x M50 264|163 203|240 |140 |- |8.1|313| 4
|78’
IP&7 %g
[+
264|163 203|240 |140 |- |8.1/|313| 5
225|118 144 [208 |101 |- |6.3|252| 3
1xM32+ _
16 8 GIAE 225|118 |146 |208 |101 6.3|255( 4
225|118 147 (208 |101 |- |6.3|259| 5
225|118 (152|208 |101 |- |6.3|268| 3
1xM32+ _
32 5% ME6 225|118 [152 (208 |101 6.3|268| 4
P67 225|118 (153 (208 101 |- |6.3|274| 5
264|163 196 (240 |140 |- |8.1|300| 3
WS 63 3% M40 264|163 |196 [240 |140 |- |8.1|300| 4
Mechanical
interlocking 264|163 |196 (240 |140 |- |8.1|300| 5




FXJ Ba7kBh2phiEiksesa

FXJ Weatherproof Junction Box

R FAER Application i o
s CZATEERRES. MRERET,

= TEEE. R BEERSIImRTEILE;

- EETRA. FEFENTERREESERE

]

T i e
MRS K. .=
= Widely used in ocean platforms. ships. etc.: ¥ #
= Can reliably work in severe environment where is easily 1 .
affected by moisture, vibration or corrosion.
= Suitable for the switching an/off of AC/DC low-voltage . : ? ~ ]

electric circuit of ships and offshore platform.

316LAEESM(G) Stainless steel

BE& Y Catalogue Number Logic
FXJ -0/ 0D HI(H) L () X E(0) R EI(0)

\— 2 O ET Inlet number

HFTHEL Right inlet

28 O Inlet number

TF ke Bottom inlet

2 O# Inler number

L F e Left inlet

&k Q4L Inlet number

L7 Top inlet

WFHL Terminal number

S FEUER R Rated current of terminal
|S: TR GRP

‘G: 316LAEEEN Stainless steel

BR 7K B LB FE Ak 48 Weatherproof junction box

ARZSH# Technical parameters

EEHE Rated voltage 220V/380V, 230V/400V
FMEEFE Rated current <630A

B ESEE Temperature ~40°C~+55C
D=1 Degree of protection P66

ZHT7 Mounting N Hang type
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IMER S Outline dimension

TRERS) GrP

@ ©
= I

@ ©
e AMERST (mm) Outline dimension LR TEE Number of terminal
Enclostive code™ | A B C 2.5mm’ 4mm® 6mm’ 10mm* 16mm’
1 139 110 100 12 10 8 / /
I 220 130 109 25 20 18 ! J
m 260 179 120 30 25 20 18 /
IV 220 220 122 25 20 18 15 /
v 360 220 122 40 40 30 25 /
Vi 360 360 122 80 80 60 50 40
Vi 721 360 1722 160 160 120 100 80

316LAEESM(G) Stainless steel
c
0 o b
—a)
LG
w
—&] 2

e SMER ST (mm) Outline dimension {2l Number of terminal
Enclosure code | A B C D E E G 2.5mm° 4mm’* emm’ 10mm’ 16mm’
1 150 170 110 176 140 7 17 12 10 8 ! /
il 180 220 110 206 190 7 17 20 17 14 11 9
m 200 300 125 226 270 7 i 36 30 25 22 18
v 220 360 125 246 330 7 17 40 40 30 25 20
v 360 360 125 386 330 7 17 80 80 60 50 40
VI 400 500 200 436 466 ik 20 116 112 88 T2 60
vl 400 600 |200 436 566 11 20 210 204 162 135 108
Vil 500 700 200 550 640 14 30 246 240 192 165 126
X 600 800 200 650 740 14 30 282 276 222 195 144




HH-10A/1 6A BRFRSRRFFX

HH-10A/16A Marine Copper Switch

Yaps

"

RIF7AER Application

~ SR ARSI B S A S5CB3411~CB3413.
DIN89267. DIN89262, DINBIZ63HIHTEEK;

- EATAE. BFTANXERRERSER
BT R ST ;

* fik BARIR 1 = 4N, SERIBSEFH <40K;

* BIHPER HIP56.,

= Marine series electric plug and sockets conform to
requirements of CB3411-CB3413, DIN89267. DINB9262
and DIN89263.

= Suitable for the switching on/off of AC/DC low-voltage
electric circuit of ships and offshore platform

= Pullout force of plug single pole=4N: tempera-ture rise

of conducting part<40K.
= Degree of protection: IP56.

BES& Y Catalogue Number Logic
ooooo-0

& HHERS Specification code
HEEE SRS Distribution code of cable gland

00— SRR Ordinary cable gland

1 FREER SR Shielding cable gland
EEEEE Quantity of cable gland

HElRM RS S—fE# Nylon
Material code of cable gland | H-$8/R Copper

H-FF3% Switch  CT-4k Plug
LS CZ-3EE Socket
Variety code | CZK—HHFF4EEE Socket with Switch
CZKL-BRSHFSHBIEE Interlock Switch Socket

#lig{S%* Specification Code

poes | mmen [mrec [ o | g | peee
Spec. code Rated current 'ole r-mm er 'ole number gree
HBJE Voltage B [E Voltage $E Frequency of switch of socket protection
1 24V 24V 2P 2P
2 110V 110V 2P 2P+E
3 10A/16A 220V 220V 50/60Hz 2P 2P+E IP56
4 2P 2P+E
— 380V/440V
5 3P 3P+E

EHESHIS%E Distribution Code of Cable Gland

ho=1 FFx HHEE. T ISHEEE s N
Code Switch Socket, socket with switch Terminal box

1 ) QO
; S, 9,
9 - o

P
O O

l@@
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EARE% Technical parameters

# Standard DIN89270/CB3411

FHE B Rated voltage 24V AC. 24V DC ] 110V AC. 110V DC | 220V AC. 220V DC | 380V AC. 440V AC | 380V AC. 440V AC
R Rated current 10A/16A

[AHPELR Degree of protection IP56

FFE2E! Switch type & @(\

EBHTIMZR Cable O.D. ¢ 10~ ¢ 14mm

SR Z S Outline and mounting type

=S SMERST —RER R AT E8(ko)
Product appearance Qutline dimension Ordinary cable Shielding cable Weight
HH101-1 HH111-1 0.8
HH101-2 HH111-2 0.8
HH101-3 HH111-3 0.8
HH101-4 HH111-4 0.8
HH101-5 HH111-5 0.8
HH201-1 HH211-1 1.0
HH201-2 HH211-2 1.0
HH201-3 HH211-3 1.0
HH201-4 HH211-4 1.0
HH201-5 HH211-5 1.0
HH202-1 HH212-1 1.0
HH202-2 HH212-2 1.0
HH202-3 HH212-3 1.0
HH202-4 HH212-4 1.0
HH202-5 HH212-5 1.0
HH302-1 HH312-1 1
HH302-2 HH312-2 {5
HH302-3 HH312-3 Wil
HH302-4 HH312-4 1
HH302-5 HH312-5 1.7
HH402-1 HH412-1 1.2
HH402-2 HH412-2 1.2
HH402-3 HH412-3 1.2
HH402-4 HH412-4 1.2
HH402-5 HH412-5 12




CTH. CZH fammEfEk . ffEE

CTH. CZH Marine Copper Plug, Socket

) @ ¥aps

BU

#HARZ2# Technical parameters

#RAE Standard DIN89267/CB3412
b Plug type @ @ @ :: og: )
FiEH[E Rated voltage 24V AC. 24V DC | 110VAC, 110V DC | 220V AC. 220V DC | 380V AC. 440V AC | 380V AC. 440V AC
LS Specification code 1 2 3 4 5
HE A Rated current 10A/16A
BHHPEE4R Degree of protection IP56
B HRSMZE Cable O.D. ¢ 10~ ¢ 14mm
SMERZR%EZEH) Outline and mounting type
7=y SMERT —HREB A ek EE(kg)
Product appearance Qutline dimension Ordinary cable Shielding cable Weight
CTH101-1 CTH111-1 0.56
CTH101-2 CTH111-2 0.57
2 i _ CTH101-3 CTH111-3 0.57
1% 12 | CTH101-4 CTH111-4 0.57
CTH101-5 CTH111-5 0.58
CZH101-1 CZH111-1 1.4
CZH101-2 CZH111-2 18
CZH101-3 CZH111-3 1.5
CZH101-4 CZH111-4 1.5
CZH101-5 CZH111-5 1.6
CZH109-1 CZH119-1 1.4
CZH109-2 CZH119-2 1:5
CZH109-3 CZH119-3 15
CZH109-4 CZH119-4 15
CZH109-5 CZH119-5 1.6
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PRI SMERST —HRE L e g EE(ko)

Product appearance Qutline dimension Ordinary cable Shielding cable Weight
CZH201-1 CZH211-1 1.3
CzH201-2 CzH211-2 1.4
CZH201-3 CZH211-3 1.4
CZH201-4 CZH211-4 15
CZH201-5 CZH211-5 1.5
CZH202-1 CZH212-1 1.4
CZH202-2 CzZH212-2 1.5
CZH202-3 CzH212-3 1:5
CzZH202-4 CZH212-4 1.5
CzZH202-5 CzZH212-5 1.6
CZH209-1 CZH219-1 1.8
CZH209-2 CZH219-2 1.4
CZH209-3 CZH219-3 1.4
CZH209-4 CZH219-4 15
CZH209-5 CZH219-5 1.5




CZKH fa At R K i e

CZKH Marine Copper Socket With Switch

¥ ABS

HUREAU
VERITAS

#HARZ2# Technical parameters

#7/4E Standard DIN89267/CB3412

JHEHEA Plug type @ @ @ @ og: )

FIERE Rated voltage 24V AC. 24V DC | 110VAC. 110VDC | 220V AC, 220V DC | 380V AC. 440V AC | 380V AC. 440V AC

LS Specification code 1 2 3 4 5

HE A Rated current 10A/16A

BHHPEE4R Degree of protection IP56

B HRSMZE Cable O.D. ¢ 10~ ¢ 14mm

SMERFEZEH Outline and mounting type

PRI SNERT —fREB4 iR AR EE(kg)

Product appearance Qutline dimension Ordinary cable Shielding cable Weight
CZKH101-1 CZKH111-1 1.5
CZKH101-2 CZKH111-2 1.6
CZKH101-3 CZKH111-3 1.6
CZKH101-4 CZKH111-4 1.6
CZKH101-5 CZKH111-5 1.7
CZKH109-1 CZKH119-1 1.5
CZKH109-2 CZKH119-2 1.6
CZKH109-3 CZKH119-3 1.6
CZKH109-4 CZKH119-4 1.6
CZKH109-5 CZKH119-5 17
CZKH201-1 CZKH211-1 P
CZKH201-2 CZKH211-2 1.8
CZKH201-3 CZKH211-3 1.8
CZKH201-4 CZKH211-4 1.8
CZKH201-5 CZKH211-5 1.9
CZKH202-1 CZKH212-1 1.
CZKH202-2 CZKH212-2 1.8
CZKH202-3 CZKH212-3 1.8
CZKH202-4 CZKH212-4 1.8
CZKH202-5 CZKH212-5 1.9
CZKH209-1 CZKH219-1 1.7
CZKH209-2 CZKH219-2 1.8
CZKH209-3 CZKH219-3 1.8
CZKH209-4 CZKH219-4 1.8
CZKH209-5 CZKH219-5 1.9




WL

JXH fnAfREE S ¥ABS L7 WOROM

JXH Marine Copper Terminal Box

EARE% Technical parameters

#r4 Standard DIN89250/CB3413
FEE M Rated voltage 24V~220V DC. 24V~440V AC 50/60Hz
FEHE Rated current 10A/16A
Pr#fEEER Degree of protection P56
a
i FER Terminal type > ..'J
ELAESME Cable O.D. ¢ 10~ ¢ 14mm

SR Z S Outline and mounting type

PRI SMEERST —RER FFceR 88 EE(kg)

Product appearance Outline dimension Ordinary cable Shielding cable Weight
JXH201 JXH211 0.8
JXH202 JXH212 0.8
JXH301 JXH311 0.9
JXH302 JXH312 0.8
JXH401 JXH411 1.0
JXH402 JXH412 1.0




CZK RaRtRERH XA EMN

CZK Marine Copper Socket With Interlock and Switch

e 5| )
o gEABs
s

#HARZ2# Technical parameters

FNTE R Rated current

10A

5%
[HIAELR Degree of protection IP56
B A5MZ Cable O.D. $ 17~ ¢ 20mm EERE Rated voltage 125V 250V 380V/440V | 380V/440V
AR AR BRIESIFF HEEE Marine copper socket with interlock switch
FEEHNIL SMERT BE BUERR HE(kg)
Product appearance Outline dimension Type Rated current Weight
CZKLS2-2/D1 10A 2,14
CZKLS2-2/D2 10A 2.14
CZKLS2-2/D3 10A 2.14
CZKLS3-2/D3 10A 2.16
FAR2% Technical parameters
HEHE Rated current 16A
akiae=24 Degree of protection P56
BASME Cable O.D. $ 10~ ¢ 13mm HEHE Rated voltage 250V AC380V, AC440V
AR PR R T FFX4EEE Marine copper socket with switch
=R SMERST TREE B= EiE(kg)
Product appearance Outline dimension Figure Type Weight
CZKS2-2/114 255
' =] CZKS3-2/114 2.6
;—K el CZKS2-2/214 255
s == CZKS3-2/214 2.6
; e CZKS2-2/714 265
= CZKS3-2/714 27
AR FASRBRESFF <IHEE Marine copper socket with interlock switch
TR SMERST TREE B= B (kg)
Product appearance Outline dimension Figure Type Weight
140 '@ CZKLS2-2/114 275
=] CZKLS3-2/114 2.8
e. CZKLS2-2/214 275
=] CZKLS3-2/214 2.8
CZKLS2-2/714 2.85
e ’
= CZKLS3-2/714 2.9
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EARE% Technical parameters

FUEE R Rated current 32A
o 1R Plug type
B3P Degree of protection P56
BB 455N Cable O.D. ¢ 17~ ¢ 20mm FEHE Rated voltage 250V AC380V. AC440V

AR B 4R R & 1 FF < 6 EE Marine copper socket with interlock switch

FEmEN

Product appearance

SMERST

Qutline dimension

TRE

Figure

BS EB(kg)
Type Weight

CZKLS2-2/115 5.65

CZKLS3-2/115 5.7

(s) | (o)

CZKLS2-2/215 5.65

CZKLS3-2/215 5.7

CZKLS2-2/415 5.85

CZKLS3-2/415 5.9

ON O

CZKLS2-2/515 5.85

CZKLS3-2/5156 5.9

CZKLS2-2/715 5.85

CZKLS3-2/715 59

AR E% Technical parameters

FEE A Rated current 10A
: RESKEBER Number of contact group WAREEIEDouble-pole single-throw
[AREEER Degree of protection P56
BI4TSME Cable O.D. ¢ 10~ ¢ 14mm FAHE Rated voltage 250V
RRABRRTERKTFF X Marine copper switch with indicator
FEERSNR MR BS HUE EE(kg)
Product appearance Qutline dimension Type Rated current Weight
HSD2-2 10A 1.63




CZX faSREmBERE

CZX Marine High/Low-Voltage Socket Box

BE& W Catalogue Number Logic i

czx220/0-0000 T AR
2 EERA-E Transformer capacity o i
1-100VA, 2-200VA w

FKEFAERS standard code

FREE R IER 34 R Material of socket
and cable gland: S: fafA copper

e
A‘
A
;2
e sss L

F: FEE nylon (¥REC standard supply) >
-

ZFEERFHHBE Output voltage é Pl g =
through transformer: AC24VEY, or AC36Y —— ‘(
iR @ G
Output voltage transferred by wiring & B ﬁ(@ I
terminal AC220V < L r\(’) / j , o
HWABE Input voltage AC220V =\ ot

FEEERH Socket box

SMER Outline dimension

4xD6.5 _[EEl =

olr
¥, %4

I
il
(@)
oSk
02z

100BHHEESA Type 100 Socket Box

1#%EfiZE Selection table

082

200BIHEEESE Type 200 Socket Box

E s S EBE(V) it e (A) EE(ka) b FriPEeR L% 1
Name Type Output voltage Output current Weight Fitted plug Degree of protection Material
(CZX220/245D1/248D2 -
EEE / / P— 4/8 6.0/9.5 CTH101-1
FREEAE CZX220/24FC1/FC2 4/8 5.8/8.8 CTF2-3
Marine
low-voltage CZX220/365D1/3D2 3/8 6.0/9.5 CTH101-2
AC36V
seckerba CZX220/36FC1/FC2 a8 5.8/8.8 GTF2-3
CZX220/220-243D1 10/4 6.5 CTH101-3
CZX220/220-24SD2 10/8 10 CTH101-1
AC220V/24V IP44 §F Steel
RAESRE | CZX220/220-24FCH 10/4 6.2 CTEo_2
TEEERE
Marimis CZX220/220-24FC2 10/8 95 CTF2-3
high/low- CZX220/220-36SD1 10/3 6.5 CTH101-3
voltage
socket box CZX220/220-365D2 10/6 10 CTH101-2
AC220V/36V
CZX220/220-36FC1 10/3 6.2 CTF2-2
CZX220/220-36FC2 10/6 9.5 CTF2-3




REEEFFX . fHEE

Cabin Switch, Socket

L7 WORKROMN

F£ Switch SMEERST Outline dimension

87

CK1-S 16A/250V CK2-S 16A/250V
ﬁi‘k Plug SME R Outline dimension
a a2
y 42
® (
B |2
CT-G 18A/250V CT-U 16A/250V CT-G CT-U
#EEE Socket IMERST Outline dimension
87 87
~] I 0
= %7 ¥z
CZ1-G 16A/250V CZ1-G2 16A/250V
153 s

2x 072

81
D66
60
—

8xM3

72

CZ2-U 16A/250V CZ2-U2 16A/250V

(38,
=l
= \2 'II

CZ2-G 16A/250V F-Z/F-K $PE Protection cover CZ2-G









