
Master Flood Light 3703 

Specifications

• Tool-free bracket for installation angle adjustment

• Lens design with various beam angles options to meet kinds of application demand

• High IP65 protection grade

• Plug&play microwave and photocell control compatible sensor

• External fast connection junction box for easy maintenance

Key Features

Applications
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Certifications

Model No.

Product Dimension

LED Quan�ty

Efficiency

Luminous Flux (±10%)

CCT

Ingress Protec�on

Color Rendering Index

Beam Angle

Driver Brand

Power Factor

Frequency

Luminaire Net Weight

Packing Informa�on

Export Carton Size

Gross Weight

Material
Housing

Op�cs

Finish

Fixture Color

Moun�ng Op�on

Storage temperature range

Storage humidity range

Life Time

Warranty

Dimmable

Intelligent Control

Op�onal Accessories

3703-30W 3703-50W 3703-80W 3703-100W 3703-150W 3703-200W 3703-240W

428*215*71(mm) 428*215*71(mm) 463*295*73.5(mm) 463*295*73.5(mm) 511*295*73.5(mm) 562*295*73.5(mm) 562*295*73.5(mm)

64 PCS  EMC 3030 64 PCS  EMC 3030 128 PCS  EMC 3030 128 PCS  EMC 3030 192PCS  EMC 3030 256PCS  EMC 3030 256PCS  EMC 3030

130±10lm/W

3900±300lm 6500±500lm 10400±800lm 13000±1000lm 19500±1500lm 26000±2000lm 31200±2400lm

3000K; 4000K; 5000K; 6000K

IP65

Tomcarline(MW or other brands op�onal) 

>0.9

47-63HZ

3.08kg 3.08kg 5kg 7.2kg

3PCS/CTN 3PCS/CTN 3PCS/CTN 3PCS/CTN 2PCS/CTN 2PCS/CTN 2PCS/CTN

49.5*29.5*41(cm) 49.5*29.5*41(cm) 53.2*37.5*41(cm) 63*37.5*28(cm)

11.35kg 11.35kg 17.6kg 17.6kg 13.87kg 16.5kg 16.5kg

Aluminum Alloy

Tempered Glass + PC lens

Powder Coa�ng

Black

Wall Moun�ng/slip Fi�er Pole Installa�on    

-30  - +70

85% max.

-30~+45

85% max.

50.000 hours

5 Years

1-10V dimmable, Dali dimmable

Plug&play Microwave And Photocell Controll Compa�ble Sensor  

1-10V/ DALI driver

High voltage power supply(277-480V)

60mm/76mm Slip-fi�er for street light, Area light/ Sport light or billboard ligh�ng  

CRI >80/ 90 op�onal

Aluminum visor 

Aluminum shading cover

10KV/20KV SPD

 

5kg 5.9kg 7.2kg

53.2*37.5*41(cm) 58*37.5*28(cm) 63*37.5*28(cm)

Ra>70

30°/60°/90°/120°/Type2/Type3/Type 4

AC100-277V/100-350V/277-480V

Constant Current

Input Voltage

Driver Type

Opera�ng temperature range

Opera�ng humidity range

℃ ℃

℃

Tool free adjustable bracket screws（2PCS）

Easy connection
IP65 junction box

Dial bracket design, 
accurate adjustment.

Aluminum visor to reduce light 
glaring, wire guard to protect 

glass from external break.

Street BillboardSport



Photometry

Details

High voltage power
(AC 277-480V)

1-10V dimmable, DALI dimmable

Accessories

Wire guard

Aluminum visor Tool free adjustable bracket screws（2PCS）Slip fitter for street light, Area light/ 
Sport light or billboard lighting

60mm(Round pole)
50x50mm(Square pole)

76mm(Round pole)
50x50mm(Square pole)

Fast connection junction box Safety lock

Dimensions

3703-30W/50W 3703-80W/100W 3703-150W 3703-200W/240W

30°  60° 90° 120°

TYPE2 TYPE3 TYPE4

10KV/20KV SPD Pls note design for aluminum housing
with sensor is different from standard product

Plug&play Microwave and
Photocell Controll Compatible Sensor

Standard

Sensor design


