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Aluminium
body

Inbuilt Lithium Battery

Solar Panels
up to 25 years lifetime

High
Lumens

LifePO4
Battery

3 Days Autonomy

COLOR

Working Temp.

3000K~6000K+ RGB 

Inbuilt
Motion
Sensor

-15°C~ 70°C 2

MONO Cell

SOLAR BOLLARD LIGHT

All solar lights are designed with an aesthetic appearance, 
simple slim curvy with modern look. 

Especially designed for high-end customers with stable quality, 
smooth and fine workmanship, perfect after-sales support.

Users can change the color temperature or set any colorful 
atmosphere easily with remote 

Unique Properties

Premium Quality

Set Colors



 

Model name

LED source

Luminous flux

Solar panel

Light head size

Height

Optional CCT 

LifePO4 battery

Motion sensor

Remote control

Charge&discharge time

Fixture color

IP & IK rate

Working temp.

Warranty

Certificates

ARKO AI-GL260R

1.5 Watts

>220lm

5V 6.2 Watts

φ260mm round shape

38 / 60 / 90cm / wall mounted

3.2V 12AH

optional

available for RGBCW

5 & 24 hours

Black / Grey

IP65 & IK10

-20 °C ~ +65 °C

Two years

CE ROHS CB IP65 FCC

CCT changeable / RGBCW by remote 

 

ARES AI-GL255R

1.5 Watts

>220lm

5V 6.2 Watts

φ255mm round shape

IP65  IK08

 

HADES AI-GL255S

2.5 Watts

>480lm

5V 9.2 Watts

255*255mm square shape

IP65  IK08

Main 
Specification
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SOLAR BOLLARD LIGHT


