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  TECHNICAL DATA SHEET 

 
 

Volvox Clay Décor Wall Paint - Interior 
 
Description: VOLVOX Clay Decor Paint is an odourless, VOC free, non-drip, long-lasting 

interior wall and ceiling paint. It allows walls to breath, which discourages 
mould growth, absorbs variations in humidity and helps neutralize odours 
from cooking or smoking providing a very comfortable and healthy living 
environment. Due to its high proportion of solids VOLVOX Clay Decor covers 
exceptionally well (99.55%) only two coats needed on bare gyprock.  It is 
especially suitable for children’s rooms, chemically sensitive people, asthma 
sufferers and people with skin problems. VOLVOX Clay paint is made from 
natural and non-toxic raw materials. The manufacturing process ensures 
ecological sustainability and avoids water pollution.  Test application is 
recommended before using this product. 

 

Suitable: For most interior surfaces such as gyprock, timber, masonry, brick and fibre 
cement without priming. Can be used in exterior situations that are dry & 
frost free regions and water protected areas. Not suitable for areas requiring 
frequent washing. 

 

Ingredients: Water, clay coming from various pits, chalk, kaolin, vinegar ester, 
methylcellulose, titanium dioxide (White), 0,1% synthetic preservatives.  

 

Colours:  Mont Blanc (White) Ivory (Off White)  Dacar (Ochre) 
   Sienna (Orange)  Terracotta (Red)  Polar (Green) 
   Smoke (Grey) 
 

Tools: Roller, brush or spray gun.  

 

Coverage:  1 litre will cover up to approximately 9 sqm/L. 

  

Cleaning:   With water away from drains.  
 

Drying time: The paint will normally dry within 2 – 6 hours and may be recoated after 4 – 
6 hrs. In cold or humid conditions drying time is lengthened. Completely dry 
and cured after 10 days.  

  

Safety advice: Even if non-toxic, paint should be kept out of reach of children.  

 
Disposal: Allow unwanted Clay paint to dry & dispose via normal garbage collection 

service. 

 
Container sizes:  100mls; 250mls;  

 
Storage: Store tightly sealed in a cool and dry place. A layer of gladwrap on the paint 

will protect it from dried lumps falling in from the lid. Minimum shelf life for 
unopened and properly stored cans is 24 months. Protect against frost. 

  

Preparation:  Remove dirt, grease, oil, loose, peeling and flaking material. Fill cracks and 
holes with a filler. Sand the surface smooth removing all dust. Sandy or 
powdery surfaces should be stabilized first. Stains, watermarks, nicotine 
should be sealed with a suitable primer.  Light sanding is recommended 
when painting over glossy or semi-gloss surfaces. Prime all metallic surfaces 
using a metal primer first. Mould and fungus must be permanently removed 
before applying Volvox Clay Décor paint.  
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Application:  Apply paint by roller, brush or spray gun. If there are dried lumps of clay 
(fallen in from the lid) strain the paint through a strainer or stocking to 
remove. If using Mont Blanc (white) on light-coloured even surfaces one coat 
may sometimes be sufficient. Generally two coats are recommended. On very 
absorbent surfaces such as gyprock, plaster, sandstone or mudbrick, 
dampening the surface with a water spray, or reducing the first coat with up 
to 5% water may ease application. Allow each coat to dry completely before 
re-painting. Do not reduce final coats. Do not apply in temperatures below 
10°C or above 30°C. For spraying use an airless sprayer and dilute with a 
maximum of 7% water (min 120 bar, 2.5L/min and 0.023inch nozzle).  To 
add texture add river wash sand to desired outcome adding no more than 
10%. 

Important tips:  Do not apply in temperatures below 10°C or above 25°C. For a good finish 
ensure any dry paint around lid is not allowed to drop into the paint when 
opening, if necessary strain paint. It is very important to stir paint well prior 
to each application using a mechanical stirring device, for example, a 
commercial stirrer attached to powerful slow speed power drill. Do not use 
paint equipment, in particular rollers and brushes that have been previously 
used with conventional synthetic paints. 

 

Volvox Décor Clay Paint is made from natural clay in an ecologically sustainable manner. 

These directions are the result of long years of research and practical testing.  They are backed by our 
most current expert information.  New findings may invalidate this information.  This data sheet is 
meant to serve as information and instruction.  No legal liability should be interpreted from it.  In case 
of doubt, please contact the retailer, wholesaler or manufacturer. 
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