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TECHNICAL DATA SHEET 

 
 
 

VOLVOX Hard Oil 1-340 - Interior 
 
Description:  VOLVOX Hard Oil is a penetrating, transparent natural floor oil which gives 

a clear finish on stone and enhances the grain of timber.  It is very durable, 
wear and tear resistant and is ideal for traffic exposed interior surfaces.  
VOLVOX Hard Oil does not sit on the surface like polyurethane and is not 
film-forming.  It soaks into the timber floor then sets very hard.  
 
Note: Light coloured hardwood can react to the oil resulting in stains and 
light shades on the timber. Other hardwoods, especially Australian gum, can 
reject the oil. Use VOLVOX Hard Oil Wax Finish instead.   
 

Suitable: Timber, cork or stone, toys. 
 

Technical  
Qualities: DIN 53 160 certified for colour fastness when exposed to perspiration and 

saliva. DIN EN 71 Part 3 certified as suitable for toys. 

Ingredients: Flax Seed Oil, Tung Oil, Colophony, Castor Stand Oil, Isoparaffin, Lead-free 
dryers (Zircon, Cobalt Octoat), Oximes (Antiskinning Agent).  

Tools:  Use paint brush, foam roller or floor applicator. 
 
Coverage: 1 litre will cover 20-50 m² per coat. 

 
Cleaning:   For cleaning tools use LIVOS Svalos Thinner or BIO Thinner. 

 
Drying time: Depending on temperature and humidity, dry to repel dust in 3 hours, touch 

dry after 4-6 hours, dry to sand and repaint after 24 hours. 
Note: Estimate drying time by test application on cork. 

 
Safety advice: Always work in a well-ventilated area. Working rags and other fabrics soaked 

with oil may self ignite. Let dry safely outdoors on a cloth line or store in a 
sealed metal container. The product by itself will not self-ignite. Even if non-
toxic, keep away from children. 

Disposal: Allow unwanted paint to dry. Solid matter should be disposed of via the 
normal garbage collection service. 

Container sizes:  750mls; 2.5 Litres. 

 
Storage: Store tightly sealed in a cool and dry place. Minimum shelf life for unopened 

and properly stored cans is 24 months.  

Preparation:  Provide a clean, dry, firm and grease free surface. Timber should be in good 
physical shape, absorbent and sanded to 240 – 320 grid. Oil-, resin- and 
tannin-rich wood should be cleaned using appropriate methods. 
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Application:  Stir well and apply the first coat to saturate the timber, cork or stone. After 
15–30 minutes saturation time remove all oil from the surface with a lint free 
cloth. This is to prevent tacky and glossy spots. Let dry for 24 hours, then 
sand slightly. Follow procedure above to apply second and third coat. When 
dry, surface can be finished with VOLVOX Hard Oil Wax Finish.  

Important tips:  Do not apply in temperatures below 10°C or above 30°C. 

VOLVOX products contain organically sourced ingredients and are never tested on animals. 

These directions are the result of long years of research and practical testing.  They are backed by our 
most current expert information.  New findings may invalidate this information.  This data sheet is 
meant to serve as information and instruction.  No legal liability should be interpreted from it.  In case 
of doubt, please contact the retailer, wholesaler or manufacturer. 
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