
Product Information

Sealing and Coating of artwork/ paintings
Tabletops, bar counters, kitchen worktops
Penny floor and epoxy floor applications
Sculptures, mould castings, coasters

Premium Heat Resist is an ambient temperature curing,
optically transparent, solvent free, high gloss epoxy
coating/casting resin with an excellent surface heat
resistance up to 90°C, anti yellowing technology and
long working time of approx  1.5 hours

Uses: Premium Heat Resist resin produces a high gloss,
optically clear attractive finish. It is self levelling and can
be turned, cut, sanded and polished making it ideal for:

How to Mix

Part A Resin and Part B Hardener
Mixing ratio:  

By weight A : B = 100 : 50 
(100 parts resin to 50 parts hardener)
for example 100g resin to 50g Hardener

By volume A : B = 100 : 50
(100 parts resin to 50 parts hardener)
for example 100ml resin and 50ml hardener

Always follow the mixing ratio carefully so
your resin cures correctly, changes to this
ratio can affect curing. 

Mix thoroughly, but not vigorously for at
least 3 minutes scraping the sides and
bottom of the container to combine A and B
thoroughly. Separate into smaller
containers as Epoxy Resin heats much
faster in larger volumes, this will ensure you
have your full working time. 

Working Time

20°c = approx 90 minutes (250g)

Safety

Always wear nitrile gloves
Work in a well ventilated room
Although a respirator is essential when sanding
resin, we also recommend the use of one whenever
working with resin for complete protection,
especially when additives such as inks, paints,
pigments have been added to resin
Wear safety goggles
Avoid skin contact, if contact occurs-wash with
soap and water
Avoid contact with clothes and furniture
Do not eat, drink or smoke while working
In case of eye contamination wash with plenty of
water for more than 15 minutes and seek medical
advice immediately.
If alcohol inks have been used, do not use a torch
or naked flame as alcohol is flammable.
Keep out of reach of children

As with all Resins, it is important that you read the
safety precautions and MSDS sheet associated with
our product carefully before use and contact us if
you have any questions.

NOTICE: The technical specification and/or our
technical advice, whether verbal, in writing or by
trials, is given in good faith and based on our test
results obtained but without warranty. It does not
release the user from the obligation to test the
products supplied by us or any third party as to the
suitability for the intended application.
The application, use and processing of the products
are beyond our control and Just4youonlineUK Ltd in
respect of any sale of its products shall be
determined by the terms of its conditions of sale.

Room Temperature

Optimum room temperature is 22°c

High humidity, low ambient
temperatures, draughty, windy or
air conditioned environments can
affect the finished result of resin. 

If your room is below 15°c preheat
part A in a warm water bath before
mixing with the hardener. 

Ensure your working area remains
at a consistent temperature and
humidity whilst the resin is curing. 
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Curing Time

Gel Time - 20°c = 2 - 2.5 Hours (250g)
Touch Dry - 20°c  = 24 Hours
7-14 days for full heat resistancy

Casting Thickness

Maximum pouring thickness is up to
25mm. Pour in layers for a deeper
casting. 



Tips

Always pour on a perfectly flat and level surface to
avoid pooling in the centre of your work. 

If working on canvas, ensure the canvas is tightened
as much as possible. 

Apply by hand pouring or brush roller

The resin can be tinted with any colour pigment and
has been tested for optimal use with our resin
pigment powders, pastes, dyes, glitter and more.
Visit our website for a huge range of shades! 

Any bubbles created by hand mixing can be easily
popped by using a sharp object or by passing warm
air over the surface of the resin with a blow torch or
hot air dryer on slow speed settings. Work at a
distance of approx 10cm above your artwork, any
closer than this and you risk creating ripples and
dimples in the resin finish. If you use alcohol inks DO
NOT use a flame to remove bubbles, as alcohol is
flammable. 

You will need to protect the piece from dust
accumulation for at least 12-24 hours. You can do
this by using a dustsheet or box to cover the piece

Safe for incidental food contact only and not as a
food preparation or cutting surface.

Clean the cured surface of your artwork with a damp
cloth. Always wear a respirator if sanding and
polishing your work. 

We are here to help

Email: sales@just4youonlineuk.co.uk

Website: www.just4youonlineuk.com 

For ideas of what to create and for
design inspiration visit our
You Tube channel

where there are videos aimed at
beginners

For inspiration for your artwork visit:
Facebook: @just4youonlineuk
Instagram: @just4youonlineuk

Storage

Always seal each bottle lid after use.

Product should be stored at room
temperature, sealed in bottle and
kept away from sunlight, heat, damp
and in a ventilated area.

Shelf life - If kept away from sunlight
and damp. Unopened - 24 Months
Once Opened - 12 months
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Properties

Colour- Clear -  transparent

Density (20°c)
Resin  1.11-1.15 g/cm3
Hardener 0.94- 0.96 g/cm3

Viscosity (20°c)
Resin 5000-5500 mPa.s
Hardener 500-550 mPa.s
Mixed Viscosity 1500-1600 mPa.s

Coverage
Applied 0.5mm thick - 1 m2 per
0.5litre resin

Once cured

Heat resistance - 80-90°c

Hardness (25°c) - Shore D 75 - 80

This performance data is typical data
measured in a laboratory environment
with a temperature of 20°c and is for
customer reference only

We can't wait to see what you create!

Tag us in your creations on social
media using @just4youonlineuk

Share your feedback by leaving a
review on our website. 

Contact us if you have any questions,
we are always happy to help.

Have fun creating!

https://www.youtube.com/channel/UCohBFdF_US8XS5MI3onrXJg/

