
Urinakleen™

Scale and Odor Control

Dissolves and removes uric acid, a source of bothersome 
restroom odors and hard water scale buildup in urinals and 
toilets. Monthly applicati on will remove scale, rust, and other 
debris from traps and under the fl ush rim. Urinakleen will keep 
urinals fl owing freely and eliminate uric acid salt buildup and 
odors. Urinakleen contains the acid inhibitor RD-188 for added 
surface protecti on.

DIRECTIONS 
Read the enti re label and SDS for proper use, handling and storage before 
using this product.

Use in well-venti lated areas on acid-safe surfaces. Do not mix with ammonia 
or bleach. Do not apply to chrome or metal fi xtures. Wear appropriate PPE.

1. Flush urinal or toilet. 
2. Remove urinal screens, debris, and odor control blocks. 
3. Shut off  automati c fl ush sensors. 
4. Pour 8-16 oz. of product into urinal or toilet bowl and allow to remain for
    10-15 minutes. 
5. Swab interior surfaces with bowl brush. 
6. Turn on automati c fl ush sensors. 
7. Flush to rinse. 
8. Repeat if stubborn stains reappear.

Color  Blue
Scent  Acidic
pH  < 1.0
Viscosity Water Thin

•  Att acks primary source of restroom odors
•  Dissolves uric acid salts and water scale
    from urinal/toilet trap
•  Powerful and eff ecti ve; keeps urinals 
    free-fl owing
•  Contains RD-188 inhibitor for added
    surface protecti on

•  Industry & Manufacturing
•  Food Service
•  Healthcare
•  Hospitality & Lodging
•  Educati on

PACKAGING

NL020-Q12 12x1 Quarts/Case
NL020-G4 4x1 Gallons/Case
NL020-D55 55 Gallon Drum

SPECIFICATIONS

Nyco Products Company
800.752.4754
nycoproducts.com
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Refer to SDS for more informati on.
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