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THE EASY FLOW MASK SYSTEM 

 
The Easy Flow Mask system is a very unique product that 

can benefit healthcare workers in this time of emergency 

when the availability of proper PPE is difficult. 

This document outlines the use of the product and how 

it can be useful for healthcare workers. 

The Easy Flow mask system is an integrated system that 

filters the air from a chamber (electronic rechargeable 

gadget) that has a small fan and a N99 graded filter from 

3M. This clean air is pushed through a plastic tube that 

can be connected to ANY mask (one mask is provided in 

the box. 
 

This makes the mask into a “positive air pressure” and 

hence the fit of the mask is NOT as critical as in any other ordinary mask. Clean air will leak out of the mask and 

while it is leaking out, dirty air will not be able to enter the mask. There are 3-speed settings on the device. 

Low, Medium and High. 

This helps the user in the following ways: 

- Safety from the immediate environment 

- Clean air coming on through the tube at all times 

- Positive pressure ensuring no dirty/contaminated air can enter 

- No suffocation and sweating as experienced with normal masks 
 

 
WEARING THE DEVICE 

The device can be worn in two ways. 

1. The device can be connected to a lanyard (provided) and this lanyard can 

hang from the neck, keeping the device close to you and safe. 

 
 
 
 
 

2. There is a clip on the back of the device and this clip can be connected to 

the belt on the waist. In this case, if the distance between the device 

and mask is too long, there is an extra pipe that will connect to the 

system to ensure it gives adequate length. 
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FITTING TUBE TO MASK 

This can be done in 2 different ways: 

1. With the provided accessories (pipe and “air 

portal”). This is the most secure way of 

connecting the mask to the gadget. The user 

will need to make a small hole in the mask 

(with a pair of scissors) and connect the air 

portal through the hole from the inside of the 

mask and then connect the pipe from the 

outside of the mask to the air portal. A video 

showing HOW to cut the hole and connect this 

is available here: 

https://www.youtube.com/watch?v=NM6DIH5UxEM  
 

 

2. The second way to attach the gadget to the mask is 

using the provided “diffuser” and “magnet”. The 

diffuser can be attached to the pipe and placed on the 

inside of the mask and the magnet will stick to the 

outside of the mask, keeping the diffuser in place. This 

does make the connection a little less secure. However, 

one can use some “essential oil” drops in the wick 

inside the diffuser in case interested in aromatherapy. 

 
 
 
 

CHARGING THE DEVICE 
 

The device can be charged like a regular cell phone. It comes equipped 

with a mini-USB port and a wire for charging. One full charge will last for 

approximately 5 hours on High Speed, 10 hours on Medium and 16 hours 

on low speed. 

 

SPARES 

Spare filters and accessories are available as and when required. 

The filter inside the gadget can be used for a few weeks. It can also be 

sprayed with an alcohol base sanitizer to ensure that viruses/germs are 

killed. This can be done every night when the gadget is charged, and 

the filter is “sterilized” and dried for use the next day. 

 
 

http://www.breatheeasylabs.com/
mailto:alert@BreatheEasyLabs.com
https://www.youtube.com/watch?v=NM6DIH5UxEM

