
Hanging Ceiling Mount (43”-75”) - AS955CEL

• Designed for commercial use and window displays
• Versatile ceiling mount with adjustable 2m chain
• Fine-tune the height of the digital signage display 

to suit your window
• Ideal for applications where floor space is limited
• Suitable for most 43”-75” screens
• Landscape and portrait mounting
• Maximum VESA pattern: 600x600mm
• Maximum weight capacity: 80kg/22lbs
• Large mounting range: 1400mm-4120mm

Features

Mount Type Hanging Ceiling Mount

Material Steel

Colour Black

Mounting Pattern VESA

Recommended Screen Size 43"-75"

Weight Capacity 80kg/176lbs

Minimum Total Height 1400mm

Maximum Total Height 4120mm

Compatible VESA Patterns 200x300mm, 200x400mm, 
300x300mm, 300x400mm, 
400x400mm, 400x600mm, 
600x400mm

Maximum VESA Pattern 600x600mm

Tilt 0° 

Specifications



Technical Drawing
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Y Adjustable (20~111mm)

Ceiling Fixing Bar (T=2.5mm)

M8 Hanging Hook

M8 Hanging Hook

Snap Hook

2m Chains

Snap Hook
Bracket Part B (T=2.5mm)

Bracket Part A (T=2.5mm)

Flange Nut + Snap Hook

Use at least 12 M6
fixing screws to secure
brackets part A and B
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Ceiling Fix Patterns rather
for Snap Hooks

Ceiling Fixing Bar

MAX Length of Combined Parts A and B:
Use at least 3 x M6 screws from one side; which means 6 screws per
arm, therefore 12 screws in total for two arms to maximise stability.

MIN Length of Combined Parts A and B:VESA Pattern: 200-600mm M8 Bracket Part B


