NOTE:
UNBRACKETED DIMENSIONS (IN)
BRACKETED DIMENSIONS (mm)

TYP 76.20 3.00
[127.00] 5.00
[152.40] 6.00

NOTE:
UNBRACKETED DIMENSIONS (IN)
BRACKETED DIMENSIONS (mm)

TYP 76.20 3.00
[127.00] 5.00
[152.40] 6.00

TECHNICAL REQUIREMENTS:
CANTILEVER STRENGTH: 2500# [11.3KN]
TENSILE STRENGTH: 5000# [22.7KN]
TORSION STRENGTH: 6000# [27.2KN.M]
COMPRESSION STRENGTH: 30000# [136KN]
NEMA VOLTAGE RATING: 13.2kV
60 Hertz Withstand - Dry: 36kV
60 Hertz Withstand - Wet: 26kV
Impulse Withstand: 95kV
MATERIAL: CYCLOALPHATIC EPOXY INSULATOR
APPLICABLE STANDARD: ANSI C29.10-1989

THE INFORMATION CONTAINED IN THIS DRAWING IS THE SOLE PROPERTY OF MEISTER INC. ANY REPRODUCTION IN PART OR AS A WHOLE WITHOUT THE WRITTEN PERMISSION OF MEISTER INC. IS PROHIBITED.

DO NOT SCALE DRAWING

INDOOR BUS SUPPORT

SIZE PART NO. REV
A A30-3-OC

SCALE: NTS | WEIGHT: 6.65 LBS

REV 1