
RemoBell® W 
Technical Specifications 

 

Category Specification Detail 

Camera Image Sensor 1 / 2.7” Color CMOS Sensor 

Image Pixels 2.1M Pixels 

Viewing Angle 160° Wide Angle 

Lens focus type Fixed focus 

Resolution Full HD (1920x1080), HD 720P (1280 x 720) 

Night vision IRLED / Night visibility up to 3 meters 

# of IRLED 4 

Video/ Audio Video Compress format H.264 

Image Frame rate 30fps maximum 

Light Frequency 50Hz, 60Hz or outdoor 

Audio Compression format AAC 

Audio Input / Output Built-in mic & speaker 

2-way Audio Compression G.711 

2-way audio Support 

Video On-
demand 

Video On-demand Support 

Motion 
Detection 

Motion Detection PIR x1 

Motion Sensitivity Adjustable Detection Sensitivity 

Network Wireless IEEE 802.11 b/g/n 2.4Ghz 

Wi-Fi Security Mode WEP, WPA, WPA2 Encryption 

Wi-Fi Mode STA & AP supported 

Protocol TCP/IP 

Power Power VAC 16 – 24V 

Power-kit Included 

Viewer Viewer APP Smart phone App (Android, iOS) 

Capacity Per Account 5 

Environment Operating Temperature 0°F ~ 122°F (–18°C to 50°C) 

Operating Humidity 20~85% non-condensing 

Storage Temperature -4°F ~ 140°F 

Storage Humidity 0~90% non-condensing 

Dimension Weight 0.3 lbs. 

Dimensions 1.7 x 1.1 x 5.4 in. 

Mounting Bracket & screws (included) 

Mount 15° Angle Mount, 5° Wedge Mount 

Color Black 

 


