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I am always looking for new ways to combine fiber and beads and after a lot of trial and error the light 
bulb finally popped on top of my head for this one. I wanted a fine sett for the fiber (14 ends per inch), 
which is fairly thin hand-painted silk. I also wanted to add two different size crystals: size 3mm and 
4mm. Well if you do the math, the crystals (and especially because there are two sizes) are not going to 
fit in the space between warps created by a 14 ends per inch sett. That space is tiny. But if I made the sett 
large enough to fit the biggest crystal, the silk weft would be all floppy and weird and it just would not be 
a nice bracelet.  I played and played and played.

And just when I thought playtime was over and I would not solve the problem, the answer struck 
me: DON’T PUT THE CRYSTALS IN BETWEEN THE WARP THREADS! So where does one put them? 
You float them on top of the warp threads. I tried it and is sure did work. And that is what this bracelet is 
all about: very finely woven hand-painted silk with “floats” of crystals on the top. The result was a  
bracelet that looks like baubles on top of a sea of color. Playing really hard can pay off big time!

SET-UP AND WARPING
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Tools:

-Any size Mirrix Loom with a 
-14 dent spring (which is standard 
with all Mirrix Looms)
-A tape measure
-A tapestry needle
-A beading needle
-A pair of scissors
-A  beading mat or piece of cloth for 
holding the crystals
-A spool of thread

Materials: 

You can purchase the kit here.

It includes:
-One twelve yard bobbin of hand-painted silk
-Six grams of 3mm and 4mm round crystals
-One 12 yard bobbin of cotton/poly warp
-One Z Clasp

http://www.mirrixlooms.com/store/bauble-bracelet-kit/
http://www.mirrixlooms.com/store/bauble-bracelet-kit/


If you have never worked before, we suggest checking out our warping for tapestry 
.PDF or warping for tapestry video. Skip the part about putting the shedding device 
on, you won’t need it for this piece.

We suggest that for any loom size 8″ or larger that you put the warp for this  
project on the left or right side of your loom and tie a string on the other side.  
 
The reason for this: because this is such a narrow piece if you center it on your loom 
the warping bar may have a tendency to wobble especially with the larger looms.

WARPING

2

3

http://www.mirrixlooms.com/wp/wp-content/uploads/2013/11/tapestry.pdf
http://www.mirrixlooms.com/wp/wp-content/uploads/2013/11/tapestry.pdf
http://www.mirrixlooms.com/wp/wp-content/uploads/2013/11/tapestry.pdf
http://www.mirrixlooms.com/wp/wp-content/uploads/2013/11/tapestry.pdf
https://www.youtube.com/watch?v=G_T-yakdg50
https://www.youtube.com/watch?v=G_T-yakdg50
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Put the 14 dent spring on your loom and 
the warping bar in the clips at the back of 
your loom and you are ready to go.

This is a fairly short piece so you can make 
your loom short. Have at least an inch of 
threaded rod showing for adjustment 
purposes.

Tie the end of your warp to the warping 
bar.

Take the warp up the back of the loom and over the top beam into the spring, down to 
and around the bottom beam and up to the warping bar. At this point do a U-turn and 
head back down the back of the loom to and around the bottom beam, up to the top 
beam and through the spring and down the back of the loom to the warping bar where 
you will do another U-turn and head back up to the top beam, through the spring, etc.
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Once you have six warps going through the 
spring, you are done. Then tie a piece of warp to 
the other side of the loom to balance the 
warping bar.

Loosen the tension slightly on the loom by 
turning the wing nuts clockwise and move the 
warping bar down to just below the wing nuts. 
Turn the wing nuts counter clockwise to put 
tension back on the warp. I like a lot of tension!

Cut a length of warp material three times the width of your loom. Using a tapestry 
needle, weave under and over the warp threads, wrap around the threaded rod, weave 
through the alternate warp threads and then tie the two ends around the other threaded 
rod. This will serve as a base on which to start weaving.
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Before you begin 
weaving the header 
(which is a few rows of 
warp thread) you will 
make a series of knots. 
This will keep the 
weaving from 
unraveling when you 
remove it from the 
loom. As an added 
bonus, you won’t have 
to tie knots in the warp 
threads which would be 
bulky for this bracelet.

 To begin, tie a knot around the right warp thread. Just 
one loop, not a complete knot as seen below.

Thread your tapestry needle. Take the thread behind 
the second warp and then around it. Sew through the 
loop and pull to tighten.
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Now take the thread behind the third warp and through the loop in front. Do this until you 
reach the side warp.

Now you can weave the header using the working end of the warp thread.



We are ready to begin weaving the hand-painted silk.

Before we begin let’s talk about design and size. No matter what size wrist you 
have, the part of this bracelet that has the crystals will be five inches long. It will lie  
approximately in the middle of the bracelet. There is a certain amount of freedom you 
will have weaving those crystals, ie., how you bunch them, how much silk you weave in 
between. Your kit comes with 6 grams of crystals, which equals roughly ninety of 
them. That is plenty to spread out through those five inches of weaving. I tend to 
bunch my crystals and then put plain silk spacing in between. You can do that or 
evenly distribute your crystals throughout. Whatever suits your eye best.

WEAVING
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Now for measurement. 

My wrist is six inches around. To make a piece to fit I will weave one inch of just silk, 5 inches 
of silk and crystal and then a final inch and three quarters of blank silk. The reason one end is 
longer than the other, is the longer end will create the loop into which you will put the end of 
the clasp whereas the shorter end will sew around the fixed part of the clasp. 

With the Z-clasp you need a little wiggle room in order to have it fit into that loop.

The following is a chart to follow based on your wrist size. The first number is just silk; the 
second number which is the same for everyone is silk and crystals; the last number is again 
just silk.

6 inch wrist: 1″, 5″, 1 5/8″
6 1/4 inch wrist: 1 1/8,” 5″, 1 3/4″
6 1/2 inch wrist: 1 1/4″, 5″, 2″
6 3/4 inch wrist: 1 1/2″, 5″, 2 1/2″
7 inch wrist: 1 3/4″, 5″, 2 5/8″

Weaving time!

Because this piece will 
not be backed, you will 
not have weft ends 
hanging to the back. 
They will all be 
trimmed.

Starting on the opposite 
end of where you ended 
the warp thread begin 
weaving your  
hand-painted silk. 
Weave one inch of this.
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Notice how the silk wraps neatly around the side 
warps. Do not pull too tightly so that the warps pull 
in, but also do not leave a baggy loop.

You can trim the header and silk ends at any time.
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Before you get ready to place your first “bauble” 
on the bracelet, weave the silk so it is in between 
warp two and three.

It is time to add your 
baubles! To do so you will 
need to get one crystal on 
the hand-painted silk. To 
accomplish this you first 
need to thread a short 
piece of thread (this can 
be beading thread or 
sewing thread) onto a 
needle and tie the ends in 
an overhand knot.
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Slip the thread loop over the working end of the hand-painted silk with which you are weaving. 
Slide a crystal onto the needle. Slide the crystal onto the silk.

Place the crystal between warps two and four and 
then continue weaving under warp four, six, etc. 
The crystal will float on top of the third warp 
rather than get shoved in between the warps. 

You see, it would not fit in between the warps and 
this way you both do not distort the warps (and 
can use both crystal sizes) and you get this lovely 
look of having the crystals floating on top of your 
bracelet. 

Now you know the secret behind this piece!
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Pull gently so that the crystal lies as flat as 
possible but not so tightly that it tries to sneak 
in between the warp threads. It should float but 
not be loose.

Weave your silk to in between warps two and three on the right.
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Add another crystal. You can see here that I’ve added 
a 4mm crystal (the first one was 3mm). It does not 
matter which size you use. I like to balance out the 
two sizes.  

Please note that most of the crystals will slide onto 
the silk. There may be a few that don’t because of a 
burr inside the hole. If it doesn’t slide on the silk you 
will know right away. Give it up. Put it in a pile to use 
for something else. 

We’re going to crystal three. You know the drill: 
weave your silk to the spot where you want the 
crystal. Slide crystal onto silk. Place it over the next 
warp thread and weave under the warp thread next to 
that.
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Here comes number four! Keep adding more crystals.

You don’t have to add all the crystals in the middle. You can take your silk thread right to the 
end of the piece and add a crystal. You can see that is the case with the gold crystal on the left 
side. It will hang off the side of the piece slightly.
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Two things are happening here. The first is I’ve 
ended a group of crystals. My pattern is to lay in 
groups of crystals, weave just silk, lay in another 
group. As I mentioned before, you can do this or 
spread your crystals more evenly through the 
piece. There is no rule, just whatever catches 
your eye.

I have also replaced my silk thread with a new 
one. To do so just end the first piece at the edge 
of your weaving. Start a new piece on the 
opposite side. Once you’ve woven above this you 
will trim those two ends and they will get buried 
in the piece.

Even though this is actually two areas or “blobs” 
of crystals with some empty silk woven in 
between, it does almost look as if the two blobs 
kind of run together. I have woven a greater 
amount of empty silk above this which will 
appear to be more of a space between crystals.
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Keep weaving until you measure five inches between 
the first crystal and the last. This will be the same no 
matter what your wrist size. Okay, so if you happen 
to have some crystals left over and you just do not 
want to listen to me, you can weave a few more.

Keep weaving the crystals with spaces of just silk in between until you’ve woven five inches of 
crystals. Spread them out however you want. I have packed mine in fairly densely.
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Let me remind you of the math: My wrist is six inches in diameter. I started off with one inch 
of just silk. I then added (as you all will) five inches of crystals and silk). I then ended my 
piece with 1 5/8 inches of silk. For every quarter of an inch larger you would have added 1/8 
inch to each end. 

So now that we are ending and have already dealt with the first section of silk, all you need to 
know is that for every 1/4 of an inch larger than my wrist, add 1/8 inch to the end. That being 
said, my bracelet is snug. It’s not tight, but it is a very close fit. So I suggest at this point to 
actually add more than that if you are worried about having too tight a fit. The deal is, even if 
you add too much, you can always fold over more of the end to make it smaller, but if you 
find it’s too small you really cannot fix that. 

The other thing is the Z clasp is a little more difficult to latch than the e clasps. So you need a 
little more wiggle room. That being said, the Z clasp can also be pried open to make it easier 
to clasp.

After you’ve woven your last bit of silk, weave a few rows of warp.
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To end the warp/weft thread tie a knot around the right 
warp.

Take your thread under warp two and then around it 
once more, sticking the end through the loop to form 
a knot. Do this until you’ve reached the left side of 
your piece. As you are making these knots, pull very 
tightly. 

You will not be tying any other knots when you 
remove y0ur piece from the loom because doing so 
would create some unnecessary lumps at the back of 
your bracelet



FINISHING
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Remove your piece from the loom by turning the wing nut clockwise and slipping out the 
warping bar. Trim the ends of the side with the shorter section of silk to about 1/4 inch.

Then fold it around the side of the clasp that does not have an opening. Sew all around 
the edges.
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For the other end, also trim the 
warp threads to about 1/4 inch. 
Then you will want to sew 
down the warp/weft (the white 
stuff) really well. Sew around it 
at least twice. 

This is to prevent those ends 
from sticking out of the side of 
the bracelet. The other end you 
were able to sew all the way 
around, but for this end you 
will be leaving a large loop in 
which to insert the other end of 
the clasp.

Fold over this end. Make it as large as 
possible.  Sew just one stitch on each side near 
the end of the fold and all the way across the 
bottom edge.
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This is how the clasp looks when you have not 
made it larger. It is very easy to bend the metal 
of this clasp and if you have a tighter fit I 
recommend opening it slightly.

This is the clasp slightly opened.
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And this is your finished piece!


