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Double Wall (Self Bunded)

• PETRO designs, manufacturers and markets 
an extensive range of Multiple Compartment 
Double Wall (Self Bunded Tanks) to suit your site 
requirements.

• Saving on precious footprint, why not combine your 
multiple grades of bulk lubricant and fuel storage 
into the one footprint?

• Available in any foot print configuration including 
our 10ft, 20ft, 40ft, 45ft and 48ft standard container, 
and indeed any other derivative of these.

• Each PETRO Multiple Compartment Bulk Tank is 
custom manufactured to suit your nominated 
application.  The bunded pump bay can be 
designed into the side of the end of the tank - the 
tank can therefore effectively be orientated Portrait 
or Landscape.

• AS1657 Designed and Approved Ladder and 
Platform Assembly for access to each tank 
compartment for dipping and ongoing tank 
maintenance.

• Paint Specification - Paint Colour RAL9003 Signal 
White/ Tanks are sandblasted to SA2 Standard. 
Hempel Marine Paint 3 Stage process. Primer 
Hempadur 1530. 2nd Coat Hempadur Hi-Build 4520. 
Final Coat Hempathane Enamel 55100 Finished dry 
film thickness no less than 180 um.

• Full undertank visibility for future tank maintenance 
and easy of inspection.

• Containerised tanks are CSC plated for shipping as 
standard 10ft / 20ft / 40ft / 45ft or 48ft containers.

EACH COMPARTMENT FEATURES:

• A 600mm dia manway with integrated ladder for 
access to the internal of each bulk compartment.

• Dedicated fill line with Male Camlock Fitting / Dust 
Cap / 2 Piece Fire Safe flanged Isolation Valve / 
Non Return Valve / Mechanical Overfill Valve / 12V 
Overfill Audible and Visual Alarm.

• Dedicated suction line with Anto Syphon Valve and 
2 Piece Fire Safe flanged Isolation Valve.

• Bunded lockable pump bay housing.
• Dedicated interstitial dip point.

MULTI COMPARTMENT
STORAGE TANKS

Typical PETRO Multiple Lubricants 
Dispensing System

FEATURES:

Suitable for the storage and dispensing of Diesel, Biodiesel, Kerosene, Lubricants, 
Petrol and Waste Oil. D K L P WO
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Diesel & Petrol Multi Compartment Tank

5 x Compartment 30,000L Design

Multi Compartments with End Pump Bay

Multi Compartment Tank with Centre Pump Bay

Top view – 600mm Diameter Manways

Bunded Pump Bay with Platform
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CERTIFICATIONS

Certificate of Compliance
AS1940 / AS1692 3rd 
Party Certification.

C E R T I F I C A T E  O F  C O M P L I A N C E
 

Certificate Number 20120912-MH49221 
Report Reference MH49221-20120911 

Issue Date 2012-SEPTEMBER-12 

William R. Carney, Director, North American Certification Programs

UL LLC

Any information and documentation involving UL Mark services are provided on behalf of UL LLC (UL) or any authorized licensee of UL. For questions, please 
contact a local UL Customer Service Representative at www.ul.com/contactus
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Issued to:  
 
 

  

This is to certify that
representative samples of

 ABOVEGROUND FLAMMABLE-LIQUID TANKS 
Secondary Containment Types of Aboveground Steel 
Tanks for Flammable and Combustible Liquids:  
 
Design Shapes – Rectangular 
Tank Options – Lift Lugs, Supports 

  

 Have been investigated by UL in accordance with the 
Standard(s) indicated on this Certificate. 

  
Standard(s) for Safety: UL 142, Steel Aboveground Tanks for Flammable and 

Combustible Liquids   
ULC-S601, Shop Fabricated Steel Aboveground Tanks for 
Flammable and Combustible Liquids  

Additional Information: See the UL Online Certifications Directory at 
www.ul.com/database for additional information 

 
 

Only those products bearing the UL Listing Mark for the US and Canada should be considered as 
being covered by UL's Listing and Follow-Up Service meeting the appropriate requirements for US 
and Canada. 
The UL Listing Mark for the US and Canada generally includes: the UL in a circle symbol with “C” and 

“US” identifiers:  the word “LISTED”; a control number (may be alphanumeric) assigned by UL; 
and the product category name (product identifier) as indicated in the appropriate UL Directory. 
 
Look for the UL Listing Mark on the product. 

Certificate of Compliance 
#20120912-MH49221 for 
UL 142, ULC-S601.

Decals manufactured to 
comply with AS1319 and 
AS2700.
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